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Great design,

 

Great function 
 Fast, simple, cost e�ective lighting
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SYLVANIA EVO & START RANGES
FEILO SYLVANIA UK LIMITED
Avis Way, Newhaven
East Sussex, BN9 0ED
T. +44 (0)800 440 2478
E. info@sylvania-lighting.com



LED retrofit replacement for traditional halogen mains and 
low voltage capsules

Compact design

300° omni-directional light distribution

Low voltage: 12V  
2.2W 200lm G4  

Mains voltage: 220-240V  
2.1W 200lm G9  
3.5W 400lm G9

High lumen efficacy: up to 114lm/W

Up to 90% energy saving

A++ energy rating

Non-dimmable

Suitable for chandeliers, interior display, shop windows, 
decorative and general lighting applications

 O

 O

 O

 O

 O

Code Description Voltage 
(V)

Power 
(W)

Luminous 
Flux 
(lm)

Efficiency
(lm/W)

Colour 
Temp 
(K)

CRI Base Equivalent 
wattage 
(W)

Average 
Life 
(h)

Energy 
class

Lamp 
Height 
(mm)

Lamp 
Width 
(mm)

Packaging 
Qty

ToLEDo G4, G9 & Pygmy 

G4

0026514 ToLEDo G4 200lm 827 SL               12 2.2 200 91 2700 80 G4 21 15,000 A++ 45 16 10

G9

0028198 ToLEDo G9 200lm 827 SL 220-240 2.1 200 95 2700 80 G9 21 15,000 A++ 48 16 10

0028200 ToLEDo G9 400lm 827 SL 220-240 3.5 400 114 2700 80 G9 35 10,000 A++ 57 16 10

Product information

Dimensions (mm)

Pygmy

0026844 12 2.2 200 91 2700 80 G4 21 15,000 A++ 45 16 10PYGMY 160lm 827  E14 SL

G4 G9G9

Additional Images

Pygmy

2 EVO RANGE 75EVO RANGE

Code General 
description

Voltage
 (V)

Colour
name

Colour Colour  
temperature (K)

Watt
 (W)

Base Lumen Efficiency
(Lm/W)

Life
(h)

Lamp 
Height
(mm)

Lamp 
Width
(mm)

ToLEDo G9

0026506 ToLEDo G9 200lm 827 SL 220-240 Homelight 827 2700 3 G9 200 67 15,000 51 17

ToLEDo G4

0026504 ToLEDo G4 2W 140LM 827 SL 240 Homelight 827 2700 2 G4 140 70 15,000 - -

ToLEDo Pygmy

0026844 ToLEDo Pygmy 160LM 827 E14 SL 220-240 Warm white 830 3000 1.8 E14 160 89 25,000 - -

Product information

Features
 O Easy installation with G9, G4 or E14 (Pygmy base) 

plug-in-base

 O Up to 80% energy saving vs. existing Halogen lamp

 O Comes in 2700K Homelight, (3000k, Pygmy)

 O Long lifetime of 15,000 hours, (25,000 hours, Pygmy)

 O Benefits from a good light distribution

ToLEDo G9, G4, Pygmy

ToLEDo G9
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Features
 O

 O

 O

 O

 O

ToLEDo G9, G4 & Pygmy

Code Description Voltage 
(V)

Power 
(W)

Luminous 
Flux 
(lm)

Efficiency
(lm/W)

Colour 
Temp 
(K)

CRI Base Equivalent 
wattage 
(W)

Average 
Life 
(h)

Energy 
class

Lamp 
Height 
(mm)

Lamp 
Width 
(mm)

Packaging 
Qty

LED retrofit replacement for traditional halogen mains and 
low voltage capsules

Compact design

300° omni-directional light distribution

Low voltage: 12V  
2.2W 200lm G4  

Mains voltage: 220-240V  
2.1W 200lm G9  
3.5W 400lm G9

High lumen efficacy: up to 114lm/W

Up to 90% energy saving

A++ energy rating

Non-dimmable

Suitable for chandeliers, interior display, shop windows, 
decorative and general lighting applications
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 O

Code Description Voltage 
(V)

Power 
(W)

Luminous 
Flux 
(lm)

Efficiency
(lm/W)

Colour 
Temp 
(K)

CRI Base Equivalent 
wattage 
(W)

Average 
Life 
(h)

Energy 
class

Lamp 
Height 
(mm)

Lamp 
Width 
(mm)

Packaging 
Qty

ToLEDo G4, G9 & Pygmy 

G4

0026514 ToLEDo G4 200lm 827 SL               12 2.2 200 91 2700 80 G4 21 15,000 A++ 45 16 10

G9

0028198 ToLEDo G9 200lm 827 SL 220-240 2.1 200 95 2700 80 G9 21 15,000 A++ 48 16 10

0028200 ToLEDo G9 400lm 827 SL 220-240 3.5 400 114 2700 80 G9 35 10,000 A++ 57 16 10

Product information

Dimensions (mm)

Pygmy

0026844 12 2.2 200 91 2700 80 G4 21 15,000 A++ 45 16 10PYGMY 160lm 827  E14 SL

G4 G9G9

Additional Images

Pygmy

2 EVO RANGE 75EVO RANGE

Code General 
description

Voltage
 (V)

Colour
name

Colour Colour  
temperature (K)

Watt
 (W)

Base Lumen Efficiency
(Lm/W)

Life
(h)

Lamp 
Height
(mm)

Lamp 
Width
(mm)

ToLEDo G9

0026506 ToLEDo G9 200lm 827 SL 220-240 Homelight 827 2700 3 G9 200 67 15,000 51 17

ToLEDo G4

0026504 ToLEDo G4 2W 140LM 827 SL 240 Homelight 827 2700 2 G4 140 70 15,000 - -

ToLEDo Pygmy

0026844 ToLEDo Pygmy 160LM 827 E14 SL 220-240 Warm white 830 3000 1.8 E14 160 89 25,000 - -

Product information

Features
 O Easy installation with G9, G4 or E14 (Pygmy base) 

plug-in-base

 O Up to 80% energy saving vs. existing Halogen lamp

 O Comes in 2700K Homelight, (3000k, Pygmy)

 O Long lifetime of 15,000 hours, (25,000 hours, Pygmy)

 O Benefits from a good light distribution

ToLEDo G9, G4, Pygmy

ToLEDo G9
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Features
 O
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 O

 O

 O

ToLEDo G9, G4 & Pygmy

Code Description Voltage 
(V)

Power 
(W)

Luminous 
Flux 
(lm)

Efficiency
(lm/W)

Colour 
Temp 
(K)

CRI Base Equivalent 
wattage 
(W)

Average 
Life 
(h)

Energy 
class

Lamp 
Height 
(mm)

Lamp 
Width 
(mm)

Packaging 
Qty

LED retrofit replacement for traditional halogen mains and 
low voltage capsules

Compact design

300° omni-directional light distribution

Low voltage: 12V  
2.2W 200lm G4  

Mains voltage: 220-240V  
2.1W 200lm G9  
3.5W 400lm G9

High lumen efficacy: up to 114lm/W

Up to 90% energy saving

A++ energy rating

Non-dimmable

Suitable for chandeliers, interior display, shop windows, 
decorative and general lighting applications
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Code Description Voltage 
(V)

Power 
(W)

Luminous 
Flux 
(lm)

Efficiency
(lm/W)

Colour 
Temp 
(K)

CRI Base Equivalent 
wattage 
(W)

Average 
Life 
(h)

Energy 
class

Lamp 
Height 
(mm)

Lamp 
Width 
(mm)

Packaging 
Qty

ToLEDo G4, G9 & Pygmy 

G4

0026514 ToLEDo G4 200lm 827 SL               12 2.2 200 91 2700 80 G4 21 15,000 A++ 45 16 10

G9

0028198 ToLEDo G9 200lm 827 SL 220-240 2.1 200 95 2700 80 G9 21 15,000 A++ 48 16 10

0028200 ToLEDo G9 400lm 827 SL 220-240 3.5 400 114 2700 80 G9 35 10,000 A++ 57 16 10

Product information

Dimensions (mm)

Pygmy

0026844 12 2.2 200 91 2700 80 G4 21 15,000 A++ 45 16 10PYGMY 160lm 827  E14 SL

G4 G9G9

Additional Images

Pygmy
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Code General 
description

Voltage
 (V)

Colour
name

Colour Colour  
temperature (K)

Watt
 (W)

Base Lumen Efficiency
(Lm/W)

Life
(h)

Lamp 
Height
(mm)

Lamp 
Width
(mm)

ToLEDo G9

0026506 ToLEDo G9 200lm 827 SL 220-240 Homelight 827 2700 3 G9 200 67 15,000 51 17

ToLEDo G4

0026504 ToLEDo G4 2W 140LM 827 SL 240 Homelight 827 2700 2 G4 140 70 15,000 - -

ToLEDo Pygmy

0026844 ToLEDo Pygmy 160LM 827 E14 SL 220-240 Warm white 830 3000 1.8 E14 160 89 25,000 - -

Product information

Features
 O Easy installation with G9, G4 or E14 (Pygmy base) 

plug-in-base

 O Up to 80% energy saving vs. existing Halogen lamp

 O Comes in 2700K Homelight, (3000k, Pygmy)

 O Long lifetime of 15,000 hours, (25,000 hours, Pygmy)

 O Benefits from a good light distribution

ToLEDo G9, G4, Pygmy

ToLEDo G9

2 EVO RANGE 75EVO RANGE

 

Features
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 O

ToLEDo G9, G4 & Pygmy

Code Description Voltage 
(V)

Power 
(W)

Luminous 
Flux 
(lm)

Efficiency
(lm/W)

Colour 
Temp 
(K)

CRI Base Equivalent 
wattage 
(W)

Average 
Life 
(h)

Energy 
class

Lamp 
Height 
(mm)

Lamp 
Width 
(mm)

Packaging 
Qty

EVO RANGE 11

O 8.5W LED accent downlights 

O Impressive performance, up to 650lm 
(luminaire lumen output on 4,000K version)

O Highly efficient with – up to 76lm/W (total 
system efficiency on 4000K versions)

O Fire rated for 30, 60 and 90 minutes ceilings

O Meets UK buildings regulations Part B (fire 
safety), Part C (moisture – fixed versions) 
and Part E (acoustic)

O Complies with Part L1 (Domestic) and Part L2 
(Non Domestic) – at 76lm/W (4,000K version)

O All steel construction for maximum protection 
from fire and noise

O Supplied with fitted insulation cap, saving 
time and money on your installation

O Silicone gasket to prevent moisture ingress – 
protected to IP65 (IP20 on tilt version)

O Choice of warm white (3000K) or  
neutral white (4000K)

O Dimmable version complete with driver

O Single point light source with unique lens 
aesthetic ensuring no shadowing e�ect

O Adjustable version 20˚ tiltable

O Loop in / Loop out terminal blocks with 
push fit connectors for a quick and easy 
installation

O No UV or IR radiations

O Energy class: A++, A+, A

O LED technology provides energy efficient 
solution and reduced maintenance costs 
50,000 hours lifetime

O 40° beam angle

O White Bezel Colour

Features

SylFire LED Fixed – 
White

SylFire LED Tilt – 
White

SylFire LED 
Exploded view

Item 
Code

Description Colour 
temperature 

(K)

Power
consumption

[W]

Luminaire 
lumen output

(lm)

Efficacy
(lm/W)

Voltage
(V)

Diameter
(mm)

Fixed white bezel & dimmable – IP65

0059821 SYLFIRE LED G2 WH FIX WW DIM DC 3,000 8.5 600 71 220-240V 92
0059822 SYLFIRE LED G2 WH FIX NW DIM DC 4,000 8.5 620 76 220-240V 92

Tilt white bezel (20°) & dimmable – IP20

0059827 SYLFIRE LED G2 WH TLT WW DIM DC 3,000 8.5 600 71 220-240V 92
0059828 SYLFIRE LED G2 WH TLT NW DIM DC 4,000 8.5 620 76 220-240V 92

Syl�re LED – Fixed Syl�re LED – Tilt

Ø90

11
5

75

Ø68

Ø92

Ø86

11
7

77

Syl�re LED – 4,000KSyl�re LED – 3,000K

* **

* Fixed models ** Tilt models

20 850°C
FIRE RA TED
30, 60, 90 minutes

Dimensions (mm) Photometric data

Product information
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EVO RANGE 3

Stop! EVO was just the START....

Sylvania is a brand you can trust to be reliable and cost e�ective 
whilst providing high performance, giving you peace-of-mind

Easy to install, saving you time, hassle and money

Ideal for contractors and installers

WARRANTY MADE EASY

*  Subject to terms and conditions.  
Please refer to http://www.sylvania-lighting.co.uk for full information

LED LUMINAIRES: 1 YEAR OF WARRANTY PER 10,000 HOURS 
PREDICTED LIFETIME (UP TO 5 YEARS WARRANTY):

UP TO 6 YEARS OF WARRANTY ON SYLVANIA LED LAMPS 

- No need to register, your invoice / proof of purchase is all you need

- No cap on maximum LED burning hours per year

- 50,000 hrs = 5years*, 30,000 hrs = 3 years*

- RefLED Superia v 2.1, ToLEDo Superia T8 is 5 years or 40,000hrs*

- RefLED +, ToLEDo +  is 4 years or 16,000hrs*

- RefLED and ToLEDo is 3 years or 12,000hrs*

Our everyday value o�er of commercial, industrial and domestic
LED fixtures and lamps are growing. Introducing our New START 
range. Don’t worry, EVO is still going strong, we simply wanted to improve 
our o�ering with a new range for the EVOlving market. 

Everything we do is customer driven. By truly understanding your needs, 
we align our business and product portfolio to best serve you. Our trusted
solutions provide quality lighting with proven performance and e�ciency.
Our size, speed and agility enable us to deliver consistent product and
service worldwide.

3



4 EVO RANGE

40 TOLEDO & REFLED SUNDIM 44

START HIGHBAY HE  28

TOLEDO STEP-DIM/TWIN-TONE 45

REFLED MR11 V3 66REFLED RETRO V2 ES50 & MR16 64 TOLEDO STRIPLIGHT 67

START WATERPROOF LED G3 26

SYLFLAT  8 SYLFIRE LED G2 10 START SPOT 12START LED FLAT PANELS 6

CONTENTS

START LED IP65 BATTEN 24START LED IP20 BATTEN 22

TOLEDO R7S 68

NEW VERSIONS

NEW

38TOLEDO RADIANCE

NEWNEW NEW NEW VERSIONS

NEW VERSIONS

 TOLEDO V5,V4, & V3 GLS / BALL /
 CANDLE / BENT TIP 

NEW

REFLED ES111 78 REFLED SUPERIA AR111 79 LED MICRO-LYNX 80 TOLEDO G9, G4 & PYGMY 81

NEW VERSIONSNEW VERSIONS

NEW VERSIONS

NEW VERSIONS

4



NEW

REFLED SUPERIA V3 ES50 & MR16

NEW VERSIONS

EVO RANGE 5

START BULKHEAD LED IP65 30

TOLEDO RETRO LED V2 46 TOLEDO VINTAGE RANGE 54

TOLEDO T5 SUPERIA 70 TOLEDO T8 V4 TUBES 72 TOLEDO T8 SUPERIA V4 74 REFLED PAR SERIES 77

START FLOOD  32

SYLCIRCLE  14

VELITE  34

LED PIPE G2 16 SYLSTICK 18 SYLBATTEN LED  20

SYLCONE RETRO/PENDANT 36

NEW VERSIONS

58 62REFLED ES50 V4, V3 & MR16 V3

NEW VERSIONS

NEW VERSIONS

NEW VERSIONS NEW VERSIONSNEW

NEWNEW VERSIONS NEW VERSIONS

5



6 EVO RANGE

Start Flat Panel LED family is a range of recessed, surface mounted 
and suspended LED panels for general indoor lighting applications 
such as breakout areas, offices and meetings rooms. The range 
includes 600 x 600mm, high output, high efficency and standard 
output (3,000lm) luminaires.

Start Flat Panel LED is edge lit and provides exceptional 
performance with efficacy of up to 120lm/W. The optical design 
ensures a consistent uniform output through the luminaire 
creating a comforting, non-hard light source.

START FLAT PANEL LED
Recessed, surface mounted or suspended LED luminaires

Start Flat Panel LED is an
e�ortless solution, whether
for traditional fluorescent 

replacement or redesigns and
new builds.     

6



Features

O Start Flat Panel LED is perfect for general 
lighting applications such as circulation 
areas, corridors and breakout areas

O Edge-lit LED technology allows the panel 
to be lightweight and thin (10.5mm)

O Available in 600 x 600mm

O Even coverage of light throughout the 
face – no dark or hot spots

O Start Flat Panel LED High efficiency output 
reaches up to 120lm/W (total system 
efficiency) on 4000K non-dimmable version

O Available in warm white (3,000K) or 
neutral white (4,000K)

O Energy efficient electronic gear included 
as standard

O Energy Class: A++, A+, A

O Long lifetime: 50,000 hours life at 70% 
of the original output (70)

O Minimal maintenance required

O Accessories available for suspension and 
surface mount (ready-made frame or kit)

O 3 hour emergency conversion kit available

Photometric data

EVO RANGE 7

03
IK

Item 
code

Description Grid size 
(mm)

Body 
colour

Colour
name

Colour 
temperature 

(K)

Voltage 
(V)

Drive current 
(mA)

System power 
consumption 

(W)

Luminaire 
lumen output 

(lm)

Efficacy 
(lm/W)

Lifetime 
(hours)

600x600mm
Eco
0047400* Start Flat ECO 3000LM 600 3000K 600 x 600 White Warm White 3,000 220-240 950 40 3,000 75 30,000
0047401* Start Flat ECO 3200LM 600 4000K 600 x 600 White Neutral White 4,000 220-240 950 40 3,200 80 30,000

High Output

0047750 Start Flat 3900LM 600 3000K 600 x 600 White Warm White 3,000 220-240 1,200 39 3,900 100 50,000
0047751 Start Flat 4050LM 600 4000K 600 x 600 White Neutral White 4,000 220-240 1,200 39 4,050 104 50,000

Accessories

3036809 Surface Mount Frame (600x600mm)
0047764 Surface Mount Kit (600x600mm)
0047517 Suspension Wire Kit

0047579 Panel 80V Emergency Kit*

* The Emergency Kit accessory will not work with low output (47400-1)

Product information

Legend: 600 = 600 x 600mm modules; NW = Neutral White; WW = Warm White

3036809

0047764

0047579

0047764

Start Flat Panel LED 
600x600mm High Output 
and High e�ciency – 3,000K

Start Flat Panel LED 
600x600mm High Output 
and High e�ciency – 4,000K

Start Flat Panel LED 
600x600mm 
Standard Output – 3,000K

Start Flat Panel LED 
600x600mm 
Standard Output – 4,000K

600 x 600mm

Dimension (mm)

*not available on ECO versions 0047400 / 01

0225-0260_FS_Sylvania_Evo_UK_Broc_April Update_TEXT_12.indd   7 20/06/2017   09:48

O UGR19 versions now available

Standard Output

0047642 Start Flat 3000LM 600 3000K 600 x 600 White Warm White 3,000 220-240 900 30 3,000 100 50,000
0047643 Start Flat 3050LM 600 4000K 600 x 600 White Neutral White 4,000 220-240 900 30 3,050 102 50,000

High Efficiency

0047644 Start Flat HE 4000LM 600 3000K 600 x 600 White Warm White 3,000 220-240 1,200 36 4,000 111 50,000
0047645 Start Flat HE 4305LM 600 4000K 600 x 600 White Neutral White 4,000 220-240 1,200 36 4,305 120 50,000

Please note, UGR19 versions are also available, for more information please visit www.sylvania-lighting.co.uk
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EVO RANGE 9

Code Description Cut out
(mm)

Colour 
temperature (K)

Power
consumption

[W]

luminous 
flux [lm]

Efficacy (lm/w) Life 
(hours)

CFL Replacement

SylFlat LED recessed dimmable round

0053308 SYLFLAT DIM 900LM ROUND 3000K Ø150 3000K 12 900 75 30,000 1x26W
0053313 SYLFLAT DIM 1000LM ROUND 4000K Ø150 4000K 12 1,000 80 30,000 1x26W

0053309 SYLFLAT DIM 1260LM ROUND 3000K Ø200 3000K 15 1,260 80 30,000 1x32 / 2x18W
0053314 SYLFLAT DIM 1400LM ROUND 4000K Ø200 4000K 15 1,400 85 30,000 1x32 / 2x18W

0053312 SYLFLAT DIM 1800LM ROUND 3000K Ø200 3000K 22 1,800 80 30,000 1x42W
0053316 SYLFLAT DIM 2000LM ROUND 4000K Ø200 4000K 22 2,000 85 30,000 1x42W

SylFlat LED recessed dimmable square

0053311 SYLFLAT DIM 1260LM SQUARE 3000K 206x206 3000K 15 1,260 80 30,000 1x32 / 2x18W
0053315 SYLFLAT DIM 1400LM SQUARE 4000K 206x206 4000K 15 1,400 85 30,000 1x32 / 2x18W

O 13W, 18W & 23W LED Recessed Downlight

O Ideal for applications such as corridors, back of house and any 
location that requires long service hours and high switching cycles

O SylFlat LED Round is available in 2 di�erent cut outs: 155mm and 
205mm diameter, while Square cut out is 206 x 206 mm

O SylFlat LED benefits from edge lit LED design and opal di�user 
providing uniform light distribution

O Available in 3000K (Warm White) and 4000K (Neutral White)

O High lumen output – up to 2220lm (SylFlat 2000lm Round 4000K)

O Cost e�ective product – will help you comply with Building 
regulations – up to 99lm/W (SylFlat 1400lm Round 4000K)

O Small recess depth as low as <22mm (SylFlat Recessed 1000lm)

O Quick and easy to install with the inclusion of a Loop in / Loop out box 

O Average Life L70, 30,000 hours

Features

SYLFLAT DOWNLIGHT
Integrated slim LED dimmable/non-dimmable downlight 

Product information

Accessories

2693927 SYL-FLAT LED II 165~240 EMG PACK

SylFlat LED Non Dimmable - Recessed

0053289 SYLFLAT ROUND 900LM 830 RECESSED 3000K Ø150 3000K 12 900 75 30,000 1x26W
0053294 SYLFLAT ROUND 1000LM 840 RECESSED ROUND 4000K Ø150 4000K 12 1,000 80 30,000 1x26W

0053290 SYLFLAT 1260LM ROUND 3000K Ø200 3000K 15 1,260 80 30,000 1x26W
0053295 SYLFLAT 1400LM ROUND 4000K Ø200 4000K 15 1,400 90 30,000 1x26W

0053292 SYLFLAT 1260LM SQUARE 3000K Ø200 3000K 14 1,260 80 30,000 1x26W
0053296 SYLFLAT 1400LM SQUARE 4000K Ø200 4000K 14 1,400 90 30,000 1x26W

0053293 SYLFLAT 1800LM ROUND 3000K Ø200 3000K 22 1,800 80 30,000 1x42W
SYLFLAT 2000LM ROUND 4000K Ø200 4000K 22 2,000 90 30,000 1x42W0053297

SylFlat LED Non Dimmable - Surface

0053298 SYLFLAT SURFACE 900LM ROUND 3000K N/A 3000K 12 900 75 30,000 1x26W
0053302 SYLFLAT SURFACE 1000LM ROUND 4000K N/A 4000K 12 1,000 80 30,000 1x26W

0053299 SYLFLAT SURFACE 1260LM ROUND 3000K N/A 3000K 15 1,260 80 30,000 1x26W
0053303 SYLFLAT SURFACE 1400LM ROUND 4000K N/A 4000K 15 1,400 90 30,000 1x26W

0053300 SYLFLAT SURFACE 1260LM SQUARE 3000K N/A 3000K 14 1,260 80 30,000 1x26W
0053304 SYLFLAT SURFACE 1400LM SQUARE 4000K N/A 4000K 14 1,400 90 30,000 1x26W

0053301 SYLFLAT SURFACE 1800LM ROUND 3000K N/A 3000K 22 1,800 80 30,000 1x42W
SYLFLAT SURFACE 2000LM ROUND 4000K N/A 4000K 22 2,000 90 30,000 1x42W0053305

44

O IP44 rating

8 EVO RANGE

The SylFlat LED family provides the perfect integrated LED solution 
for the replacement of traditional CFL luminaires. The SylFlat range 
is o�ered in lumen packages ranging from 900lm to 2000lm for 
the round version, and two lumen packages for the sqaure version
(1260lm & 1400lm).

The SylFlat is available in both round and square and in recess 
versions providing flexibility in potential installation areas 
the SylFlat provides a simple yet e�ective installation solution.   

SYLFLAT DOWNLIGHT
Integrated slim LED downlight 

SylFlat LED is a range of 
shallow recess depth round 
and square dimmable and 
non-dimmable luminaire

 designed as a replacement for
traditional CFL downlights.    

0225-0260_FS_Sylvania_Evo_UK_Broc_April Update_TEXT_12.indd   8 20/06/2017   09:48
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EVO RANGE 9

Code Description Cut out
(mm)

Colour 
temperature (K)

Power
consumption

[W]

luminous 
flux [lm]

Efficacy (lm/w) Life 
(hours)

CFL Replacement

SylFlat LED recessed dimmable round

0053308 SYLFLAT DIM 900LM ROUND 3000K Ø150 3000K 12 900 75 30,000 1x26W
0053313 SYLFLAT DIM 1000LM ROUND 4000K Ø150 4000K 12 1,000 80 30,000 1x26W

0053309 SYLFLAT DIM 1260LM ROUND 3000K Ø200 3000K 15 1,260 80 30,000 1x32 / 2x18W
0053314 SYLFLAT DIM 1400LM ROUND 4000K Ø200 4000K 15 1,400 85 30,000 1x32 / 2x18W

0053312 SYLFLAT DIM 1800LM ROUND 3000K Ø200 3000K 22 1,800 80 30,000 1x42W
0053316 SYLFLAT DIM 2000LM ROUND 4000K Ø200 4000K 22 2,000 85 30,000 1x42W

SylFlat LED recessed dimmable square

0053311 SYLFLAT DIM 1260LM SQUARE 3000K 206x206 3000K 15 1,260 80 30,000 1x32 / 2x18W
0053315 SYLFLAT DIM 1400LM SQUARE 4000K 206x206 4000K 15 1,400 85 30,000 1x32 / 2x18W

O 13W, 18W & 23W LED Recessed Downlight

O Ideal for applications such as corridors, back of house and any 
location that requires long service hours and high switching cycles

O SylFlat LED Round is available in 2 di�erent cut outs: 155mm and 
205mm diameter, while Square cut out is 206 x 206 mm

O SylFlat LED benefits from edge lit LED design and opal di�user 
providing uniform light distribution

O Available in 3000K (Warm White) and 4000K (Neutral White)

O High lumen output – up to 2220lm (SylFlat 2000lm Round 4000K)

O Cost e�ective product – will help you comply with Building 
regulations – up to 99lm/W (SylFlat 1400lm Round 4000K)

O Small recess depth as low as <22mm (SylFlat Recessed 1000lm)

O Quick and easy to install with the inclusion of a Loop in / Loop out box 

O Average Life L70, 30,000 hours

Features

SYLFLAT DOWNLIGHT
Integrated slim LED dimmable/non-dimmable downlight 

Product information

Accessories

2693927 SYL-FLAT LED II 165~240 EMG PACK

SylFlat LED Non Dimmable - Recessed

0053289 SYLFLAT ROUND 900LM 830 RECESSED 3000K Ø150 3000K 12 900 75 30,000 1x26W
0053294 SYLFLAT ROUND 1000LM 840 RECESSED ROUND 4000K Ø150 4000K 12 1,000 80 30,000 1x26W

0053290 SYLFLAT 1260LM ROUND 3000K Ø200 3000K 15 1,260 80 30,000 1x26W
0053295 SYLFLAT 1400LM ROUND 4000K Ø200 4000K 15 1,400 90 30,000 1x26W

0053292 SYLFLAT 1260LM SQUARE 3000K Ø200 3000K 14 1,260 80 30,000 1x26W
0053296 SYLFLAT 1400LM SQUARE 4000K Ø200 4000K 14 1,400 90 30,000 1x26W

0053293 SYLFLAT 1800LM ROUND 3000K Ø200 3000K 22 1,800 80 30,000 1x42W
SYLFLAT 2000LM ROUND 4000K Ø200 4000K 22 2,000 90 30,000 1x42W0053297

SylFlat LED Non Dimmable - Surface

0053298 SYLFLAT SURFACE 900LM ROUND 3000K N/A 3000K 12 900 75 30,000 1x26W
0053302 SYLFLAT SURFACE 1000LM ROUND 4000K N/A 4000K 12 1,000 80 30,000 1x26W

0053299 SYLFLAT SURFACE 1260LM ROUND 3000K N/A 3000K 15 1,260 80 30,000 1x26W
0053303 SYLFLAT SURFACE 1400LM ROUND 4000K N/A 4000K 15 1,400 90 30,000 1x26W

0053300 SYLFLAT SURFACE 1260LM SQUARE 3000K N/A 3000K 14 1,260 80 30,000 1x26W
0053304 SYLFLAT SURFACE 1400LM SQUARE 4000K N/A 4000K 14 1,400 90 30,000 1x26W

0053301 SYLFLAT SURFACE 1800LM ROUND 3000K N/A 3000K 22 1,800 80 30,000 1x42W
SYLFLAT SURFACE 2000LM ROUND 4000K N/A 4000K 22 2,000 90 30,000 1x42W0053305

44

O IP44 rating
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EVO RANGE 11

O 8.5W LED accent downlights 

O Impressive performance, up to 650lm 
(luminaire lumen output on 4,000K version)

O Highly efficient with – up to 76lm/W (total 
system efficiency on 4000K versions)

O Fire rated for 30, 60 and 90 minutes ceilings

O Meets UK buildings regulations Part B (fire 
safety), Part C (moisture – fixed versions) 
and Part E (acoustic)

O Complies with Part L1 (Domestic) and Part L2 
(Non Domestic) – at 76lm/W (4,000K version)

O All steel construction for maximum protection 
from fire and noise

O Supplied with fitted insulation cap, saving 
time and money on your installation

O Silicone gasket to prevent moisture ingress – 
protected to IP65 (IP20 on tilt version)

O Choice of warm white (3000K) or  
neutral white (4000K)

O Dimmable version complete with driver

O Single point light source with unique lens 
aesthetic ensuring no shadowing e�ect

O Adjustable version 20˚ tiltable

O Loop in / Loop out terminal blocks with 
push fit connectors for a quick and easy 
installation

O No UV or IR radiations

O Energy class: A++, A+, A

O LED technology provides energy efficient 
solution and reduced maintenance costs 
50,000 hours lifetime

O 40° beam angle

O White Bezel Colour

Features

SylFire LED Fixed – 
White

SylFire LED Tilt – 
White

SylFire LED 
Exploded view

Item 
Code

Description Colour 
temperature 

(K)

Power
consumption

[W]

Luminaire 
lumen output

(lm)

Efficacy
(lm/W)

Voltage
(V)

Diameter
(mm)

Fixed white bezel & dimmable – IP65

0059821 SYLFIRE LED G2 WH FIX WW DIM DC 3,000 8.5 600 71 220-240V 92
0059822 SYLFIRE LED G2 WH FIX NW DIM DC 4,000 8.5 620 76 220-240V 92

Tilt white bezel (20°) & dimmable – IP20

0059827 SYLFIRE LED G2 WH TLT WW DIM DC 3,000 8.5 600 71 220-240V 92
0059828 SYLFIRE LED G2 WH TLT NW DIM DC 4,000 8.5 620 76 220-240V 92

Syl�re LED – Fixed Syl�re LED – Tilt

Ø90

11
5

75

Ø68

Ø92

Ø86

11
7

77
Syl�re LED – 4,000KSyl�re LED – 3,000K

* **

* Fixed models ** Tilt models

20 850°C
FIRE RA TED
30, 60, 90 minutes

Dimensions (mm) Photometric data

Product information

0225-0260_FS_Sylvania_Evo_UK_Broc_April Update_TEXT_12.indd   11 20/06/2017   09:48
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The SylFire LED range of fire rated accent downlights provides protection to 
people in a building by the provision of a fire barrier. The range is perfect for 
residential applications such a new build accommodation.

SylFire LED delivers high performance with 650lm at 8.5W of power, giving  
an impressive 76lm/W (4000K version). SylFire LED is fire rated IP65 for 30,  
60 and 90 minutes ceilings and meets UK building regulations parts B, C*, E*. 
The range o�ers all steel construction for maximum protection from fire  
and noise. 

SylFire LED comes in tilt and fixed versions. The silicone gasket prevents 
moisture ingress and o�ers protection to IP65 rating (SylFire LED Tilt  
version is rated IP20).

A high quality IP65
650 lumen fire rated LED
downlight, equivalent to

almost twice the output of 
traditional 50W halogen

lamps. Dimming as standard.  

  
 

 

SYLFIRE LED G2
LED fire rated accent downlights FIRE RA TED

30, 60, 90 minutes

* Fixed versions

10



EVO RANGE 11

O 8.5W LED accent downlights 

O Impressive performance, up to 650lm 
(luminaire lumen output on 4,000K version)

O Highly efficient with – up to 76lm/W (total 
system efficiency on 4000K versions)

O Fire rated for 30, 60 and 90 minutes ceilings

O Meets UK buildings regulations Part B (fire 
safety), Part C (moisture – fixed versions) 
and Part E (acoustic)

O Complies with Part L1 (Domestic) and Part L2 
(Non Domestic) – at 76lm/W (4,000K version)

O All steel construction for maximum protection 
from fire and noise

O Supplied with fitted insulation cap, saving 
time and money on your installation

O Silicone gasket to prevent moisture ingress – 
protected to IP65 (IP20 on tilt version)

O Choice of warm white (3000K) or  
neutral white (4000K)

O Dimmable version complete with driver

O Single point light source with unique lens 
aesthetic ensuring no shadowing e�ect

O Adjustable version 20˚ tiltable

O Loop in / Loop out terminal blocks with 
push fit connectors for a quick and easy 
installation

O No UV or IR radiations

O Energy class: A++, A+, A

O LED technology provides energy efficient 
solution and reduced maintenance costs 
50,000 hours lifetime

O 40° beam angle

O White Bezel Colour

Features

SylFire LED Fixed – 
White

SylFire LED Tilt – 
White

SylFire LED 
Exploded view

Item 
Code

Description Colour 
temperature 

(K)

Power
consumption

[W]

Luminaire 
lumen output

(lm)

Efficacy
(lm/W)

Voltage
(V)

Diameter
(mm)

Fixed white bezel & dimmable – IP65

0059821 SYLFIRE LED G2 WH FIX WW DIM DC 3,000 8.5 600 71 220-240V 92
0059822 SYLFIRE LED G2 WH FIX NW DIM DC 4,000 8.5 620 76 220-240V 92

Tilt white bezel (20°) & dimmable – IP20

0059827 SYLFIRE LED G2 WH TLT WW DIM DC 3,000 8.5 600 71 220-240V 92
0059828 SYLFIRE LED G2 WH TLT NW DIM DC 4,000 8.5 620 76 220-240V 92

Syl�re LED – Fixed Syl�re LED – Tilt

Ø90

11
5

75

Ø68

Ø92

Ø86

11
7

77

Syl�re LED – 4,000KSyl�re LED – 3,000K

* **

* Fixed models ** Tilt models

20 850°C
FIRE RA TED
30, 60, 90 minutes

Dimensions (mm) Photometric data

Product information

0225-0260_FS_Sylvania_Evo_UK_Broc_April Update_TEXT_12.indd   11 20/06/2017   09:48
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EVO RANGE 13

Features

O Integrated LED accent downlight with high lumen efficacy

O IP20 version available in tilt and with unique lens design

O IP65 version fixed with frosted lens

O Low profile of 58mm (60mm including bezel)

O Cut-out of 65-74mm allows direct replacement of most halogen 
spots installation on the market

O Energy class: A++, A+, A

O Low maintenance: 30,000 hours LED life expectancy

Photometric data

Dimensions (mm)

3,000K 5.5W IP20

light distribution light distribution light distribution light distribution

4,000K 5.5W IP20 3,000K 6.5W IP20 4,000K 6.5W IP20

IP20 – TiltIP20 Start Spot Tilt IP65 – Fixed

*Fixed Models / **Tilt models

65
30

20
* ** **

Code Description Cut-out
dimension

(mm)

Bezel
dimension

(mm)

Body
colour

IP rating Beam
angle

(º)

Tiltability
(º)

System power
consumption

(W)

Luminaire
lumen output

(lm)

Efficacy
(lm/W)

Lifetime
(hrs)

Tilt – IP20

0053543 START SPOT LED IP20 3000K 65-74 86 White 20 35 30 5.5 400 73 30,000
0053544 START SPOT LED IP20 4000K 65-74 86 White 20 35 30 5.5 450 82 30,000

Fixed – IP65

0053545 START SPOT LED IP65 3000K 65-74 86 White 65 100 - 6.5 475 73 30,000
0053546 START SPOT LED IP65 4000K 65-74 86 White 65 100 - 6.5 525 81 30,000

Product information

Fixed IP65 version

0225-0260_FS_Sylvania_Evo_UK_Broc_April Update_TEXT_12.indd   13 20/06/2017   09:48

0053589 START SPOT LED IP65 SUNDIM 3K 65-74 86 White 65 100 - 6.5 480 74 30,000

The Start Spot range of integrated LED downlights combines 
high lumen efficacy with outstanding value. The range comes  
in both IP20 and IP65 with 3000K or 4000K options.

IP20 Start Spot is ideal for kitchens and living rooms with  
30º tilt which allows you to place light exactly where you 
want it. The unique lens gives the product the highly  
desirable “halogen sparkle”.

The IP65 Start Spot is ideal for bathrooms and suitable for  
zone 1. It is fixed and comes with a frosted lens and a large 
beam angle of 100º that will flood the room full of light.

The Start Spot range has an integrated
LED driver, polycarbonate body and a
low profile of 58mm making it ideal to

fit into low ceiling voids.   

START SPOT
Integrated LED downlights

12 EVO RANGE

0225-0260_FS_Sylvania_Evo_UK_Broc_April Update_TEXT_12.indd   12 20/06/2017   09:48
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EVO RANGE 13

Features

O Integrated LED accent downlight with high lumen efficacy

O IP20 version available in tilt and with unique lens design

O IP65 version fixed with frosted lens

O Low profile of 58mm (60mm including bezel)

O Cut-out of 65-74mm allows direct replacement of most halogen 
spots installation on the market

O Energy class: A++, A+, A

O Low maintenance: 30,000 hours LED life expectancy

Photometric data

Dimensions (mm)

3,000K 5.5W IP20

light distribution light distribution light distribution light distribution

4,000K 5.5W IP20 3,000K 6.5W IP20 4,000K 6.5W IP20

IP20 – TiltIP20 Start Spot Tilt IP65 – Fixed

*Fixed Models / **Tilt models

65
30

20
* ** **

Code Description Cut-out
dimension

(mm)

Bezel
dimension

(mm)

Body
colour

IP rating Beam
angle

(º)

Tiltability
(º)

System power
consumption

(W)

Luminaire
lumen output

(lm)

Efficacy
(lm/W)

Lifetime
(hrs)

Tilt – IP20

0053543 START SPOT LED IP20 3000K 65-74 86 White 20 35 30 5.5 400 73 30,000
0053544 START SPOT LED IP20 4000K 65-74 86 White 20 35 30 5.5 450 82 30,000

Fixed – IP65

0053545 START SPOT LED IP65 3000K 65-74 86 White 65 100 - 6.5 475 73 30,000
0053546 START SPOT LED IP65 4000K 65-74 86 White 65 100 - 6.5 525 81 30,000

Product information

Fixed IP65 version

0225-0260_FS_Sylvania_Evo_UK_Broc_April Update_TEXT_12.indd   13 20/06/2017   09:48

0053589 START SPOT LED IP65 SUNDIM 3K 65-74 86 White 65 100 - 6.5 480 74 30,000
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14 EVO RANGE

SylCircle is a range of wall or ceiling mounted LED luminaires. The simple 
and robust (IK03) white opal di�user allows the luminaire to cast a 
uniform warm light across the room. 

SylCircle has an IP44 rating ensuring it is safe for installing in bathroom 
areas. Available in Warm White (3000K) and Neutral White (4000K) and 
in four di�erent sizes – SylCircle is a practical fitting that is ideal for the 
majority of applications in your home.

For a visually superior interior lighting solution use this stunning IP44 LED 
surface luminaire, with its ‘Halo’ e�ect, in the spirit of LG7. The SylCircle 
range delivers up to 40% energy saving for one-for-one replacements of 

The NEW SylCircle Sensor  (CCT: colour changing temperature) version is 
the perfect solution for high tra�c areas across the home where consumers 
wish to adjust light when presence is detected, and save energy by switching 
o� when an area is unoccupied. 

For a visually superior interior 
lighting solution use this 
stunning IP44 LED surface 
luminaire, with its ‘Halo’ 
e�ect, in the spirit of LG7. The 
SylCircle range delivers up to 
40% energy saving for one-for-
one replacements of traditional 
2D fluorescent luminaires.

SYLCIRCLE
Wall or ceiling mounted LED luminaires

0225-0260_FS_Sylvania_Evo_UK_Broc_April Update_TEXT_12.indd   14 20/06/2017   09:48
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EVO RANGE 15

O Perfect solution for hallways, kitchens or bathroom areas thanks  
to its IP44 rating

O Available in 4 sizes: Ø180mm, Ø260mm, Ø340mm or Ø380mm 

O Can be wall or ceiling mounted 

O Even and uniform light distribution 

O High performance, up to 1,500lm 

O Up to 65lm/W

O Sensor controlled versions available in 18W 1100lm versions 

O Supplied with LED driver (non-dimmable) 

O IK03 PMMA di�user

O Low maintenance with 30,000 hours LED life expectancy 

O Energy Class: A++, A+, A 

O LED technology provides energy efficient solution and reduced 
maintenance costs 

O 24W is the equivalent of a 38W 2D fluorescent luminaire

O 18W is the equivalent of a 28W 2D fluorescent luminaire

O 12W is the equivalent of a 16W 2D fluorescent luminaire

O 6W is the equivalent of a 8W 2D fluorescent luminaire

03
IK

44

Features

Item code Description Body size
(mm)

Colour name Colour 
temperature

(K)

Voltage
(V)

System power 
consumption

(W)

Luminous 
flux
(lm)

Efficacy
(lm/W)

0043280 SYLCIRCLE 6W 350LM 3000K 180 Warm White 3,000 220-240 6 350 58
0043260 SYLCIRCLE 6W 350LM 4000K 180 Neutral White 4,000 220-240 6 410 68
0043281 SYLCIRCLE 12W 800LM 3000K 260 Warm White 3,000 220-240 12 800 67
0043261 SYLCIRCLE 12W 800LM 4000K 260 Neutral White 4,000 220-240 12 810 68
0043282 SYLCIRCLE 18W 1100LM 3000K 340 Warm White 3,000 220-240 18 1,100 61
0043262 SYLCIRCLE 18W 1100LM 4000K 340 Neutral White 4,000 220-240 18 1,300 72

0043264 SYLCIRCLE SENSOR 18W 1100LM 3000K 340 Warm White 3,000 220-240 18 1,100 61

0043265 SYLCIRCLE SENSOR 18W 1100LM 4000K 340 Neutral White 4,000 220-240 18 1,300 72

0043283 SYLCIRCLE 24W 1500LM 3000K 380 Warm White 3,000 220-240 24 1,500 63
0043263 SYLCIRCLE 24W 1500LM 4000K 380 Neutral White 4,000 220-240 24 1,600 67

Photometric data

SylCircle 6W 350lm SylCircle 18W 1100lmSylCircle 12W 800lm SylCircle 24W 1500lm

Item code D W

0043280 180 75
0043281 260 85
0043282 340 95
0043283 380 105

Dimension (mm)

DW

Product information

For 3h emergency versions refer to Clio 430 4000k Standard Fitting 3079109 and 3h emergency Version 3079112

0225-0260_FS_Sylvania_Evo_UK_Broc_April Update_TEXT_12.indd   15 20/06/2017   09:49

0043256 SYLCIRCLE SENSOR 24W 3000K 340 Warm White 3,000 220-240 24 2,000 83

0043257 SYLCIRCLE SENSOR 24W 4000K 380 Neutral White 4,000 220-240 24 2,060 86

0043238 SYLCIRCLE DIM DUAL TONE 18W 3000K/4000K 340 CCT 3,000/4,000 220-240 18 1,500 83
0043239 SYLCIRCLE DIM DUAL TONE 24W 3000K/4000K 380 3,000/4,000 220-240 24 2,000 83CCT

Dual Versions

Microwave Sensor

Standard

15



18 EVO RANGE

The new LED PIPE range of luminaires has been designed for simple 
linear light applications, creating direct or indirect illumination within 
a room. The design of the luminaire allows seamless linking up to 10m.

With a higher e�ciency, the new LED Pipe range provides up to 125 lum/w 
(High Output option).

Each LED PIPE product comes with �xings including optional tilting mounting 
brackets. A range of accessories are available separately; connector cables
for linking around corners and 1m plugged cable.

Top Entry product options mean the power cables can be hidden 
for a neater installation. The LED Pipe range is ideal for direct lighting in 
kitchens, on the wall or ceiling, with switch included.

Tilting Bracket Seamless Bracket

LED PIPE 1500  
includes switch

LED PIPE 1500  
Cable Top Entry variant

Key features

A flexible range of simple LED
linear lighting for domestic and
retail applications. Fully linkable
luminaires with tiltable brackets

provides for great versatility.  

  

LED PIPE G2
Seamless linkable LED linear light

16



18 EVO RANGE

The new LED PIPE range of luminaires has been designed for simple 
linear light applications, creating direct or indirect illumination within 
a room. The design of the luminaire allows seamless linking up to 10m.

With a higher e�ciency, the new LED Pipe range provides up to 125 lum/w 
(High Output option).

Each LED PIPE product comes with �xings including optional tilting mounting 
brackets. A range of accessories are available separately; connector cables
for linking around corners and 1m plugged cable.

Top Entry product options mean the power cables can be hidden 
for a neater installation. The LED Pipe range is ideal for direct lighting in 
kitchens, on the wall or ceiling, with switch included.

Tilting Bracket Seamless Bracket

LED PIPE 1500  
includes switch

LED PIPE 1500  
Cable Top Entry variant

Key features

A flexible range of simple LED
linear lighting for domestic and
retail applications. Fully linkable
luminaires with tiltable brackets

provides for great versatility.  

  

LED PIPE G2
Seamless linkable LED linear light

EVO RANGE 19

O Highly efficient: delivers up to 125lm/w 
(total system efficiency)

O LED Pipe (T5 batten equivalent) ideal for 
under cabinet, cove and secondary 
illumination

O Available in;
300 / 600 / 900 / 1,200 / 1,500mm versions

O Uniform light distribution with150° beam 
angle

O Easy installation by mounting brackets  
(2 non-tiltable + 2 tiltable included)

O Driver integrated, direct input 220-240V

O Warm white (3,000K) or neutral white (4,000K)

O High quality robust PC extrusion tube

O Seamless linking - up to 10m

Features

Product information

Item Code Description Body Colour Colour 
Temperature 

(K)

Voltage 
(V)

Power 
Consumption 

(W)

Luminous  
Flux  
(lm)

Efficacy  
(lm/W)

Lifetime  
(h)

STANDARD

0051026 LED PIPE G2 L300 WW White 3,000 220-240 4 360 90 30,000

0051027 LED PIPE G2 L600 WW White 3,000 220-240 7 630 90 30,000

0051028 LED PIPE G2 L900 WW White 3,000 220-240 10 900 90 30,000

0051029 LED PIPE G2 L1200 WW White 3,000 220-240 13 1200 92 30,000

0051030 LED PIPE G2 L1500 WW White 3,000 220-240 16 1450 91 30,000

0051031 LED PIPE G2 L300 NW White 4,000 220-240 4 400 100 30,000

0051032 LED PIPE G2 L600 NW White 4,000 220-240 7 700 100 30,000

0051033 LED PIPE G2 L900 NW White 4,000 220-240 10 1000 100 30,000

0051034 LED PIPE G2 L1200 NW White 4,000 220-240 13 1300 100 30,000

0051040 LED PIPE G2 L1500 NW White 4,000 220-240 16 1600 100 30,000

HIGH OUTPUT

0051041 LED PIPE G2 L300 HIGH OUTPUT WW White 3,000 220-240 5 507 101 30,000

0051042 LED PIPE G2 L600 HIGH OUTPUT WW White 3,000 220-240 9 900 100 30,000

0051043 LED PIPE G2 L900 HIGH OUTPUT WW White 3,000 220-240 13 1300 101 30,000

0051044 LED PIPE G2 L1200 HIGH OUTPUT WW White 3,000 220-240 16 1700 106 30,000

0051045 LED PIPE G2 L1500 HIGH OUTPUT WW White 3,000 220-240 21 2250 110 30,000

0051046 LED PIPE G2 L300 HIGH OUTPUT NW White 4,000 220-240 5 600 120 30,000

0051047 LED PIPE G2 L600 HIGH OUTPUT NW White 4,000 220-240 9 1050 116 30,000

0051048 LED PIPE G2 L900 HIGH OUTPUT NW White 4,000 220-240 13 1500 115 30,000

0051049 LED PIPE G2 L1200 HIGH OUTPUT NW White 4,000 220-240 16 2000 125 30,000

0051050 LED PIPE G2 L1500 HIGH OUTPUT NW White 4,000 220-240 21 2500 120 30,000

TOP ENTRY HIGH OUTPUT

0051052 LED PIPE G2 L1200 TOP ENTRY HO WW White 3,000 220-240 16 1700 106 30,000

0051056 LED PIPE G2 L1200 TOP ENTRY HO NW White 4,000 220-240 16 2000 125 30,000

ACCESSORIES
0051058 LED PIPE G2 CONNECTING CABLE 3 PACK White

0051059 LED PIPE G2 UK CABLE ACC White

0051060 LED PIPE G2 EUROPE CABLE ACC White

O Low maintenance with 30,000 hours 
LED life expectancy

20

Photometric data
LED PIPE L300  LED PIPE L900 LED PIPE L600

LED PIPE L1200 LED PIPE L1500

Dimensions (mm)

Side Entry

Type Length Width Height

L300 300mm 24mm 35mm

L600 600mm 24mm 35mm

L900 900mm 24mm 35mm

L1200 1200mm 24mm 35mm

L1500 1500mm 24mm 35mm

Top Entry

Type Length Width Height

L1200 1200mm 24mm 44mm

*Note Other TOP ENTRY Products available with a minimum order quantity. For more information please visit www.sylvania-lighting.co.uk
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20 EVO RANGE

The new SylStick range of portable lights have been designed 
for various lighting applications where no suitable electrical 
socket is available.

It has a delightful uniform light output that will brighten any 
dark areas in the home especially if you don’t want to switch on 
the main lighting scheme. It is ideal for closets, drawers, stairs, 
corridors and bathrooms or it can be used as a reading or  
torch light.

The slim contemporary triangular design means it can be 
discreetly positioned anywhere within the home. The innovative 
mounting bracket can be mounted in 3 di�erent directions 
horizontally and vertically.

It is easy to install with self-adhesive
tape or screws. An optional brightness

and motion sensor will ensure the light
will automatically switch on at night
when a person/motion is detected.   

 

SYLSTICK
Battery powered linear light with or without PIR motion sensor

0225-0260_FS_Sylvania_Evo_UK_Broc_April Update_TEXT_12.indd   20 20/06/2017   09:49
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Dimensions (mm)

Sensor

Installation

EVO RANGE 21

27
m

m

28mm180m m

180m m

27
m

m

28mm

31mm

3 x 1.5V
  AAA

0053271
0053273

AUTO

SENSOR 20 sec

OFF

Features

O Battery operated linear light for various applications 
where no electrical socket is available

O Ideal for closets, drawers, stairs, corridors, and bathrooms 
or it can be used as a reading or torch light

O Delightful uniform di�used light 

O Vertical and horizontal tiltable in 3 positions

O Easy to install with self-adhesive tape or screws

O Sensor detection range within 3m and 120°

O 3xAAA Batteries required and last 4 hours at ‘on’ mode

O Colour temperature: Cool White 4000K

Pearl White SensorBlack Sensor

Pearl White Non SensorBlack Non Sensor

Item code Description EAN Body 
colour

IP rating Colour 
temperature

(K)

Voltage
(V)

Power 
consumption 

(W)

Sensor 
detection

Lifetime L80 
(h)

0053270 SYLSTICK WH BATTERY POWERED 5410288532707 Pearl white IP20 4,000 4.5 0.25 - 25,000
0053271 SYLSTICK WH BATTERY POWERED WITH SENSOR 5410288532714 Pearl white IP20 4,000 4.5 0.25 ≤3m @120° 25,000
0053272 SYLSTICK BK BATTERY POWERED 5410288532721 Black IP20 4,000 4.5 0.25 - 25,000
0053273 SYLSTICK BK BATTERY POWERED WITH SENSOR 5410288532738 Black IP20 4,000 4.5 0.25 ≤3m @120° 25,000

20

Product information
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24 EVO RANGE

The SylBatten is a complete range of LED battens to replace traditional 
T8 battens (600mm, 1,200mm and 1,500mm). The range is perfect for 
lighting large industrial areas such as corridors, warehouses, back of 
house areas or general purpose spaces.

SylBatten is available in either 3,000K warm white, 4,000K cool white 
or 6,000K daylight. 4,000K version delivers up to 8,348 lm  
(luminaire lumen output), and up to 108lm/W (total system efficiency); 
while 6,000K version o�ers up to 8,724lm (luminaire lumen output), 
and up to 113lm/W (total system efficiency).

What’s more, SylBatten comes in various options of non-dimmable, 
DALI dimmable, 3 hour maintained emergency and integrated PIR 
(presence detection) as standard. An option of symmetric or asymmetric 
reflectors are additionally available for each version. The range also 
o�ers ease of installation through the 2 part housing push-in design.

SYLBATTEN LED
LED replacement for fluorescent battens

SylBatten lit up SylBatten face view

SylBatten end cap

0225-0260_FS_Sylvania_Evo_UK_Broc_April Update_TEXT_12.indd   24 20/06/2017   09:49

For quick investment
paybacks, use our high

quality connectable LED
batten luminaires, delivering
fantastic energy saving for 

one-for-one replacements of
T8 and T5 fluorescents.     
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Item 
code

Description Length
(ft)

Colour 
name

Beam 
angle  

(°)

Colour 
temperature 

(K)

Voltage 
(V)

System power  
consumption  

(W)

Luminaire 
lumen output 

(lm)

Efficacy 
(lm/W)

Weight
(kg)

Electronic

4,000K

0045170 SYLBATTEN LED 1000LM NW TP3 2 Neutral White 45 4,000 220-240 11 1,158 105 1.8
0045171 SYLBATTEN LED 2000LM NW TP3 2 Neutral White 45 4,000 220-240 22 2,328 106 1.8
0045172 SYLBATTEN LED 3000LM NW TP3 4 Neutral White 45 4,000 220-240 26 2,812 108 3
0045173 SYLBATTEN LED 5500LM NW TP3 4 Neutral White 45 4,000 220-240 53 5,630 106 3
0045174 SYLBATTEN LED 4000LM NW TP3 5 Neutral White 45 4,000 220-240 39 4,189 107 3.7
0045175 SYLBATTEN LED 8000LM NW TP3 5 Neutral White 45 4,000 220-240 79 8,348 106 3.7

Emergency 3 hour

4,000K

0045200 SYLBATTEN LED 3000LM NW TP4 E3 4 Neutral White 45 4,000 220-240 28 2,812 100 3.5
0045201 SYLBATTEN LED 5500LM NW TP4 E3 4 Neutral White 45 4,000 220-240 55 5,630 102 3.5
0045202 SYLBATTEN LED 4000LM NW TP4 E3 5 Neutral White 45 4,000 220-240 42 4,189 100 4.2
0045203 SYLBATTEN LED 8000LM NW TP4 E3 5 Neutral White 45 4,000 220-240 82 8,348 102 4.2

O A full range of LED battens to replace 
traditional T8 battens (600mm, 1,200mm 
and 1,500mm)

O Sylbatten is perfect for lighting large 
industrial areas such as corridors, 
warehouses, back of house areas or general 
purpose spaces

O High performance: delivers up to 8,348lm 
(luminaire lumen output on 4,000K version), 
and up to 108lm/W (total system efficiency)

O Available in neutral white (4,000K)  
(Cool White versions also available)

O Options of electronic, DALI dimmable,  
3 hour emergency or integrated PIR 
(presence detection) as standard

O Emergency version maintains same length 
as standard product for continuity

O Ease of installation through the 2 part 
housing push-in design

O Ability to through wire

O End cap incorporates 20mm conduit knock 
out, if required

O Continuous linking available with the 
assistance of a coupling piece

O Suitable for direct fix and suspension

O BESA box connection possibility standard 
on product

O Safety cable included 

O Asymmetric and symmetric reflectors 
available as accessories

O Energy class: A++, A+, A

O Long lifetime: 50,000 hours life at 70% of 
the original output L70

Features

20 07
IK

Accessories
0045230 SylBatten Suspension Set
0045231 SylBatten Symmetric Reflector 600
0045232 SylBatten Asymmetric Reflector 600
0045233 SylBatten Symmetric Reflector 1200
0045234 SylBatten Asymmetric Reflector 1200
0045235 SylBatten Symmetric Reflector 1500
0045236 SylBatten Asymmetric Reflector 1500
0045237 SylBatten Coupling

SylBatten with 
asymmetric reflector

SylBatten with asymmetric 
reflector – Face view and lit up

Suspension set Symmetric reflector

SylBatten with 
symmetric reflector

SylBatten with symmetric reflector 
– Face view and lit up

Coupling

Accessories

Description L H W
600mm (LED1 & 2) 605 76 66
1,200mm (LED3 & 5.5) 1205 76 66
1,500mm (LED4 & 8) 1505 76 66
1,200mm PIR (LED3 & 5.5) 1305 76 66
1,500mm PIR (LED4 & 8) 1605 76 66

Legend: LED1 = 1000lm; LED2 = 2000lm; LED3 = 3000lm; 
LED5.5 = 5500lm; LED4 = 4000lm; LED8 = 8000lm

L

W

H

Dimension (mm)

EVO RANGE

4,000K

light distribution

SylBatten

Photometric data

Legend: NW = 4,000K Neutral White; WW = 3,000K Warm White; 6,000K = Cool White; DALI = Dali dimmable; E3 = 3 hour maintained Emergency; TP3 = Through Plug 3 Core (non dim); 
TP4 = Through Plug 4 Core (non dim emergency); TP5 = Through Plug 5 Core (DALI); TP6 = Through Plug 6 Core (DALI Emergency).

Product information
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18 EVO RANGE

The new integrated LED IP20 Batten is a High Performance range 
of luminaires. They are designed to replace traditional T8 batten 
�xtures and are available in; Single versions at 
600mm, 1200mm, 1500mm and 1800mm.

LED IP20 Batten delivers high performance with up to 2900 
lumen output and up to 122lm/W e�ciency in the Single
version.

The LED IP20 Batten is slimline and versatile and provides an 
ideal solution for interior applications such as kitchens, 
living rooms, corridors, workshops and garages.

A quick installation is guaranteed through push-in design 
of the housing and easy wiring connectors, with no screwdriver 
needed. LED IP20 Batten is available in neutral white (4000K),
 with Twin versions also available.

IP20 LED BATTEN
High performance slimline LED Batten luminaires

22



EVO RANGE 19

O
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Features

 8W, 16W, 18W and 24W LED batten luminaires (Single) 16W, 30W ,36W ,48W (Twin)

 Impressive performance, up to 3300lm 

 Highly e�cient - with up to 122lm/W

 Available in neutral white (4000K)

 Quick installation through push-in design of the housing and ease wiring connectors, 
no screwdriver needed

 Available in white �nnish

 A slimline and versatile design

 LED technology provides energy efficient solution and reduced maintenance costs 
with 25,000 hours lifetime

 Energy class: A++, A+, A

Item 
number

Description Voltage 
(V)

Watt  
(W)

Lumen Efficiency 
(lm/w)

Beam 
Angles  

(°)

CRI Color 
Temp.  

(K)

IP rating IK Rating Housing 
Color

 Length 
(mm)

Width 
(mm)

Height 
(mm)

Lifetime 
(Hrs)

0045158 LED IP20 BATTEN L600 SINGLE 4K 220-240 8 920 115 175 80 4000 IP20 IK02 white 600 42.5 47.55 25,000

0045159 LED IP20 BATTEN L1200 SINGLE 4K 220-240 16 1900 120 175 80 4000 IP20 IK02 white 1200 42.5 47.55 25,000

0045160 LED IP20 BATTEN L1500 SINGLE 4K 220-240 18 2200 122 175 80 4000 IP20 IK02 white 1500 42.5 47.55 25,000

0045161 LED IP20 BATTEN L1800 SINGLE 4K 220-240 24 2900 122 175 80 4000 IP20 IK02 white 1800 42.5 47.55 25,000

Dimensions (mm)
IP20 Batten 600mm

IP20 Batten 1200mm

IP20 Batten 1500mm

IP20 Batten 1800mm

20

Photometric data

L600 L1200

L1500 L1800

O

O

O

O

O

O

O

O

0045162 LED IP20 BATTEN L600 TWIN 4K 220-240 24 1800 113 175 80 4000 IP20 IK02 white 600 81.5 47.55 25,000

0045163 LED IP20 BATTEN L1200 TWIN 4K 220-240 24 3300 110 175 80 4000 IP20 IK02 white 1200 81.5 47.55 25,000

0045164 220-240 24 1800 113 175 80 4000 IP20 IK02 white 600 81.5 47.55 25,000

0045165 LED IP20 BATTEN L1800 TWIN 4K 220-240 24 1800 113 175 80 4000 IP20 IK02 white 600 81.5 47.55 25,000

L600 L1200

L1500 L1800

Twin

LED IP20 BATTEN L1500 TWIN 4K

23



0 EVO RANGE

Start Batten IP65 – the improved version of Batten LED link – 
is a versatile range of slimline LED waterproof luminaires 
that provides an ideal solution for interior and exterior 
applicationssuch as back of house, workshops, 
garages and outdoor covered spaces.

Start Batten IP65 comes in two dimensions: 
1,200mm or 1,500mm. The range bene�ts from 
a robust built (IP65 and IK08 rated) and the design 
allows for the luminaire to beeasily linked through 
an IP65 rated connector.

Additionally, the luminaires are easy to install with their 
stainless steel mounting clips. 

START BATTEN IP65
Slimline linkable LED waterproof luminaires

Start Batten IP65 now 
delivers an impressive 

e�ciency of up to 125lm/W 
(luminaire lumen output on 

Twin 1,500mm versions) 
and the high lumen output of 

6,000 lumens for twin 1,500mm 
Twin version.
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Features

O

O

O

O

O

EVO RANGE 7

Product information
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Slimline versatile LED waterproof batten

High lumen efficacy up to 125lm/W

High lumen output version 6000 lumens Twin 1,500mm.

Linkable (through wiring)

Batten LED 1200mm replaces 1x36W LFL or 2x36W LFL

Batten LED 1500mm replaces 1x58W LFL or 2x58W LFL

Complete with stainless steel mounting brackets

Instant light

Available in warm white (3000K) or neutral white (4000K)

End caps can be ordered as accessories

Energy Class: A++, A+, A

O

O

O

O

O

O

Single

Twin

Code  Description   Length  
(mm)

Beam angle  
(º)

Colour 
Temperature  

(K)

System power 
consumption 

(W)

Lumen output 
(lm)

Efficacy  
(lm/w)

Lifetime  
(Hour)

Start Batten IP65 - Single

0045150 START BATTEN  IP65 20W 1200 3K 1246 120 3000 20 2300 115 30,000

0045151 START BATTEN  IP65 20W 1200 4K 1246 120 4000 20 2500 125 30,000

0045154 START BATTEN  IP65 26W 1500 3K 1542 120 3000 26 3000 115 30,000

0045155 START BATTEN  IP65 26W 1500 4K 1542 120 4000 26 3200 123 30,000

Start Batten IP65 - Twin

0045152 START BATTEN  IP65 42W 1200 3K 1200 120 3000 42 4850 115 30,000

0045153 START BATTEN  IP65 42W 1200 4K 1200 120 4000 42 5200 124 30,000

0045156 START BATTEN  IP65 48W 1500 3K 1500 120 3000 48 5520 115 30,000

0045157 START BATTEN  IP65 48W 1500 4K 1500 120 4000 48 6000 125 30,000

Start Batten IP65 - Accessories
0045138 Start Batten IP65 SINGLE END CAP

0045139 Start Batten IP65 TWIN END CAP

Dimensions (mm) 

Single Lamp L1 (mm) L2 (mm) L3 (mm)

0045150  0045151 1291 1246 1078

0045154  0045155 1588 1543 1378

Twin Lamp L1 (mm) L2 (mm) L3 (mm)

0045152  0045153 1253 1200 1078

0045156  0045157 1553 1500 1378

Photometric Data

Single IP65 1200 3K Twin IP65 1200 3K
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22 EVO RANGE

Our new range of robust, durable products is designed 
for un�inching performance in the toughest conditions 
and environments. Employees and customers alike expect a
quality light to guide them safely through their surroundings 
and assist them in their tasks. 

Sylvania’s technological know-how and straightforward 
design, delivers a peace of mind for all users with the new 
high quality and resilient weatherproof LED range.

The luminaire bene�ts from a 
vandal, water and dust resistant polycarbonate body and 
di�user o�ering IP65 protection and an impact rating of IK08. 
The linear prismatic di�user structure optimises light output, 
simultaneously reducing damaging glare.

Looking for a cost e�ective hero 
to �ght the elements? 

Constructed from polycarbonate body
and di�user, START Waterproof LED 
is an ideal replacement for T5 and T8 

luminaires,o�ering great energy 
savings.

START WATERPROOF LED G3
Rugged/Smart
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EVO RANGE 23

Features

O LED integrated waterproof �xture in 600mm, 1200mm, 
1500mm nominal length (single or twin housing) 

O High e�ciency throughout the range
with up to 132lm/W system e�ciency and
50,000 hours lifetime

O

O Available in both neutral white (4,000K)
and cool white (6,500K)

O Available with assembled quick connectors
(Stucchi)

O Available with 3-hour maintained
emergency batteries

O For further cost savings, available with DALI
drivers and microwave presence sensor

O DALI versions are DC compatible as
standard

O Impact resistant polycarbonate body (IK08)

O Smooth body �nish optimized for LEDs with
extra �at di�user, easy to handle

O UV stabilised polycarbonate body and
di�user - no yellow discolouration over time

O Extra long life with 50,000 hours - 5 year warranty

Product information
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Code Description Length 
(mm)

Body  
Style

IK Rating IP Rating Colour Temp 
(K)

System Power 
Consumption 
(W)

Luminaire 
Lumen Output 
(lm)

Efficacy 
(lm/W)

START Waterproof LED

Neutral White 4000K

0048609 START WATERPROOF LED 600MM S 4K 665 Twin IK08 IP65 4000 12 1450 120

0048610 START WATERPROOF LED 600MM T 4K 665 Twin IK08 IP65 4000 20 2500 125

0048613 START WATERPROOF LED 1200MM S 4K 1278 Single IK08 IP65 4000 22 2900 132

0048614 SSTART WATERPROOF LED 1200MM T 4K 1278 Twin IK08 IP65 4000 38 5000 132

0048623 START WATERPROOF LED 1500MM S 4K 1578 Single IK08 IP65 4000 33 4100 125

0048624 START WATERPROOF LED 1500MM T 4K 1578 Twin IK08 IP65 4000 58 7300 126

Cool White 6500K

0048638 START WATERPROOF LED 1200MM S 6K 1278 Single IK08 IP65 6500 22 2900 132

0048639 START WATERPROOF LED 1200MM T 6K 1278 Twin IK08 IP65 6500 38 5000 132

0048640 START WATERPROOF LED 1500MM S 6K 1578 Single IK08 IP65 6500 33 4100 125

0048641 START WATERPROOF LED 1500MM T 6K 1578 Twin IK08 IP65 6500 58 7300 126

Neutral White 4000K EM

0048619 START WATERPROOF LED 1200MM S 4K E3 1278 Single IK08 IP65 4000 24 2900 120

0048620 START WATERPROOF LED 1200MM T 4K E3 1278 Twin IK08 IP65 4000 40 5000 125

0048632 START WATERPROOF LED 1500MM S 4K E3 1578 Single IK08 IP65 4000 36 4200 115

0048633 START WATERPROOF LED 1500MM T 4K E3 1578 Twin IK08 IP65 4000 60 7200 120

Photometric Data

Single Twin

Dimension (mm)

LW

H

 

L W H

Twin 665 110 78

Single 1,278 84 75

Twin 1,278 110 78

Single 1,578 84 75

Twin 1,578 110 78
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EVO RANGE 23

Features

O LED integrated waterproof �xture in 600mm, 1200mm, 
1500mm nominal length (single or twin housing) 

O High e�ciency throughout the range
with up to 132lm/W system e�ciency and
50,000 hours lifetime

O

O Available in both neutral white (4,000K)
and cool white (6,500K)

O Available with assembled quick connectors
(Stucchi)

O Available with 3-hour maintained
emergency batteries

O For further cost savings, available with DALI
drivers and microwave presence sensor

O DALI versions are DC compatible as
standard

O Impact resistant polycarbonate body (IK08)

O Smooth body �nish optimized for LEDs with
extra �at di�user, easy to handle

O UV stabilised polycarbonate body and
di�user - no yellow discolouration over time

O Extra long life with 50,000 hours - 5 year warranty

Product information
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Code Description Length 
(mm)

Body  
Style

IK Rating IP Rating Colour Temp 
(K)

System Power 
Consumption 
(W)

Luminaire 
Lumen Output 
(lm)

Efficacy 
(lm/W)

START Waterproof LED

Neutral White 4000K

0048609 START WATERPROOF LED 600MM S 4K 665 Twin IK08 IP65 4000 12 1450 120

0048610 START WATERPROOF LED 600MM T 4K 665 Twin IK08 IP65 4000 20 2500 125

0048613 START WATERPROOF LED 1200MM S 4K 1278 Single IK08 IP65 4000 22 2900 132

0048614 SSTART WATERPROOF LED 1200MM T 4K 1278 Twin IK08 IP65 4000 38 5000 132

0048623 START WATERPROOF LED 1500MM S 4K 1578 Single IK08 IP65 4000 33 4100 125

0048624 START WATERPROOF LED 1500MM T 4K 1578 Twin IK08 IP65 4000 58 7300 126

Cool White 6500K

0048638 START WATERPROOF LED 1200MM S 6K 1278 Single IK08 IP65 6500 22 2900 132

0048639 START WATERPROOF LED 1200MM T 6K 1278 Twin IK08 IP65 6500 38 5000 132

0048640 START WATERPROOF LED 1500MM S 6K 1578 Single IK08 IP65 6500 33 4100 125

0048641 START WATERPROOF LED 1500MM T 6K 1578 Twin IK08 IP65 6500 58 7300 126

Neutral White 4000K EM

0048619 START WATERPROOF LED 1200MM S 4K E3 1278 Single IK08 IP65 4000 24 2900 120

0048620 START WATERPROOF LED 1200MM T 4K E3 1278 Twin IK08 IP65 4000 40 5000 125

0048632 START WATERPROOF LED 1500MM S 4K E3 1578 Single IK08 IP65 4000 36 4200 115

0048633 START WATERPROOF LED 1500MM T 4K E3 1578 Twin IK08 IP65 4000 60 7200 120

Photometric Data

Single Twin

Dimension (mm)

LW

H

 

L W H

Twin 665 110 78

Single 1,278 84 75

Twin 1,278 110 78

Single 1,578 84 75

Twin 1,578 110 78
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26 EVO RANGE

Start Highbay HE is an upgraded range of industrial �xtures 
developed for applications including storage facilities, retail, 
manufacturing, airports and data centres.

Start Highbay HE is available in 2 versions (Small - 11,000lm 
and Large -22,000lm) and 2 beam angles (medium or wide beam), 
allowing you to choose the best option depending on the job
at hand.

Start Highbay HE delivers high performance: up to 22,000lm 
(luminaire lumen output on Large version), equating to 
140 lm/W (total system e�ciency).

START HIGHBAY HE
Energy e�cient and longer lasting.

Being part of the EVO range 
of luminaires means 

Start Highbay HE has been 
developed for e�ciency, 

functionality and reliability; 
making it the go-to range for 

installers and contractors.
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Features

EVO RANGE 27

Item Code Description Driver Beam 
angle/Lens

(°)

Colour
name

Colour 
Temperature

(K)

Voltage
(V)

Drive 
current
(mA)

Total system 
power 

consumption
(W)

Lumen 
output

(lm)

Efficacy
(lm/W)

Product information

Start Highbay HE is perfect for retail, industry, manufacturing, 
airports or data centres 

High performance: delivers 21,900 lm (luminaire lumen output 
on 150W version), with up to 140lm/W (total system efficiency) 

Available in medium (55°) or wide (85 °)beams

Light weight magnesium alloy housing enabling ease 
of installation

Available in neutral white (4,000K)

Available in electronic and DALI dimmable versions

Additional brackets for wall mounting as accessories

Energy class: A++, A+, A

Long lifetime: 50,000 hours life at 70% of the original output 
L70

Start Highbay High E�ciency

Small - 11,000lm

0039331 Start Highbay HE 4K 11KLM WIDE Electronic 85 Neutral White 4,000 220-240 2,450 81 10,700 132

0039332 Start Highbay HE 4K 11KLM MEDIUM Electronic 55 Neutral White 4,000 220-240 2,450 81 10,900 135

Large - 22,000lm

0039333 Start Highbay HE 4K 22KLM WIDE   Electronic 85 Neutral White 4,000 220-240 4,200 156 21,700 139

0039334 Start Highbay HE 4K 22KLM MEDIUM Electronic 85 Neutral White 4,000 220-240 4,200 156 21,900 140

0039335 Start Highbay HE 4K 22KLM WIDE DALI DALI 55 Neutral White 4,000 220-240 4,200 156 21,700 139

0039336 Start Highbay HE 4K 22KLM MED DALI  DALI 55 Neutral White 4,000 220-240 4,200 156 21,900 140

Legend: 4,000K = 4,000K Neutral White; 11KLM = 11,000 lumens; 22KLM = 22,000 lumens; WIDE = Wide beam; MEDIUM = Medium beam

Small - 11,000lm Large - 22,000lm

Dimensions (mm) Photometric data

Start Highbay HE 80W 
Wide 4,000K

Start Highbay HE 80W 
Medium 4,000K

Start Highbay HE 150W 
Medium 4,000K

Start Highbay HE 150W 
Wide 4,000K

Front view Side view Back view

Front view Side view Back view

Accessories

0039320 Start Highbay HE BRACKET

O

O

O

O

O

O

O

O

O
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16 EVO RANGE

Start Bulkhead LED IP65 is a new range developed for interior 
and exterior applications including residential and commercial 
entrance ways. The range is available in round and oval shapes 
and in 2 sizes (small and large).

Start Bulkhead LED IP65 benefits from a robust design that 
meets IK08 requirements and comes complete with a 2 meter 
cable for ease of installation along with a highly efficient 
thermal design: ta -10°C – +40°C.

Start Bulkhead LED IP65 o�ers high 
performance: up to 1,867lm (luminaire 
lumen output on 4000K version), and 
up to 93lm/W (total system efficiency). 
The range also o�ers high performance: 
delivers up to 1,830 lm (luminaire lumen 
output on 3000K version), and up to 
81lm/W (total system efficiency).

START BULKHEAD LED IP65
Interior and exterior LED bulkheads

0225-0260_FS_Sylvania_Evo_UK_Broc_April Update_TEXT_12.indd   16 20/06/2017   09:49
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EVO RANGE 17

Features

O A range of exterior LED bulkheads

O Start Bulkhead LED IP65 is perfect for interior and exterior 
applications including residential and commercial entrance ways

O Available in round and oval shapes with 2 sizes  
(small and large)

O Robust design meets IK08 requirements

O Comes complete with a 2 meter cable for ease of installation

O High efficient thermal design: ta -10°C – +40°C

O High performance: delivers up to 1,867 lm (luminaire lumen output 
on 4000K version), and up to 93lm/W (total system efficiency)

O High performance: delivers up to 1,830 lm (luminaire lumen output 
on 3000K version), and up to 81lm/W (total system efficiency)

O Available in warm white (3,000K) and Neutral White (4,000K)

O Energy class: A++, A+, A

O Long lifetime: 25,000 hours life at 70% of the original output L70

65 08
IK

Dimensions (mm) Photometric data

Code Description Size
(mm)

Colour name Colour 
temperature 

(K)

Voltage
(V)

Drive 
current 
(mA)

System power
consumption

[W]

Lumen 
output (lm)

Efficacy 
(lm/w)

Weight 
(kg)

Start Bulkhead LED IP65 Round

Small

0049175 START BULKHEAD LED IP65 ROUND 4K 1100LM Ø184 Neutral White 4000K 220-240 150 12 1,071 89 0.46
0049181 START BULKHEAD LED IP65 ROUND 3K 950LM Ø184 Warm White 3000K 220-240 150 12 961 80 0.46

Large

0049176 START BULKHEAD LED IP65 ROUND 4K 1500LM Ø324 Neutral White 4000K 220-240 135 18 1,501 83 1.04
0049177 START BULKHEAD LED IP65 ROUND 4K 1875LM Ø324 Neutral White 4000K 220-240 180 23 1,870 81 1.04
0049182 START BULKHEAD LED IP65 ROUND 3K 1450LM Ø324 Warm White 3000K 220-240 135 18 1,480 82 1.04
0049183 START BULKHEAD LED IP65 ROUND 3K 1825LM Ø324 Warm White 3000K 220-240 180 23 1,828 79 1.04

Start Bulkhead LED IP65 Oval

Small

0049178 START BULKHEAD LED IP65 OVAL 4K 1100LM 122x183 Neutral White 4000K 220-240 150 12 1,120 93 0.44
0049184 START BULKHEAD LED IP65 OVAL 3K 950LM 122x183 Warm White 3000K 220-240 150 12 967 81 0.44

Large

0049179 START BULKHEAD LED IP65 OVAL 4K 1500LM 223x333 Neutral White 4000K 220-240 135 18 1,495 83 0.98
0049180 START BULKHEAD LED IP65 OVAL 4K 1875LM 223x333 Neutral White 4000K 220-240 180 23 1,867 81 0.98
0049185 START BULKHEAD LED IP65 OVAL 3K 1450LM 223x333 Warm White 3000K 220-240 135 18 1,452 81 0.98
0049186 START BULKHEAD LED IP65 OVAL 3K 1825LM 223x333 Warm White 3000K 220-240 180 23 1,830 80 0.98

Product information

Round 4,000K Oval 4,000K
Round - Small

Oval - Small

Round - Large

Oval - Large
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32 EVO RANGE

The Start Flood range of exterior LED floodlights incorporates 
the latest high powered COB LED technology into a slimline 
die-cast aluminium body. The standard floodlight version is 
IP65 weatherproof (PIR IP44) and is available in both 3000K 
and 4000K. All products include 1m stripped cable making the 
product quick to install while the PIR version comes with a 8m 
range and 120 detection angle.

Ideal for residential or small business premises, these slimline 
floodlights have been designed to be more aesthetically 
pleasing than the standard large and bulky floodlight.  
The PIR version has the PIR incorporated into the floodlight 
reducing the footprint of the product. The PIR also has 
adjustable lux and time levels allowing the PIR to trigger the 
floodlight in certain light levels and for a predetermined  
amount of time.

START FLOOD
Slimline, durable and high performance LED floodlights

The range is available in 10W, 26W and
50W which are direct replacements
for the light output of the standard
floodlight halogen R7s (48W, 120W

and 230W) but with at least 80% of the
energy savings.     
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EVO RANGE 33

Features

O Slimline exterior LED floodlight with/without PIR

O Ideal for residential or small office/warehouse applications

O Durable die-cast aluminium body with tilting bracket

O IP65 weatherproof (IP44 Sensor)

O Adjustable lux (0 to 1000lux) and time levels (10 secs to 12min)

O Direct replacement for energy inefficient Halogen R7s (10W = 48W / 
26W = 120W / 50W = 230W)

O High lumen efficacy of up to 94lm/W

O Lifetime: 30,000 hrs

O Quick and easy to install as includes 1m pre-wired stripped cable 
and fittings

Code Description Body 
colour

IP rating Colour 
temperature 

(K)

Voltage
(V)

Power
consumption

[W]

Luminous 
flux (lm)

Lifetime (h)

0047830 START FLOOD LED 800LM 10W 3000K Black IP65 3000K 220-240 10 800 30,000
0047831 START FLOOD LED 850LM 10W 4000K Black IP65 4000K 220-240 10 850 30,000
0047822 START FLOOD LED 2100LM 26W 3000K Black IP65 3000K 220-240 26 2100 30,000
0047823 START FLOOD LED 2300LM 26W 4000K Black IP65 4000K 220-240 26 2300 30,000

0047826 START FLOOD LED 4400LM 50W 3000K Black IP65 3000K 220-240 50 4400 30,000
0047827 START FLOOD LED 4700LM 50W 4000K Black IP65 4000K 220-240 50 4700 30,000

65 44

Includes 1m pre-wired cable Slimline �oodlight

Product information

Dimensions (mm)

Photometric data

light distribution light distribution light distribution light distribution light distribution light distribution

3,000K – 10W 4,000K – 10W 3,000K – 26W 4,000K – 26W 3,000K – 50W 4,000K – 50W
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0047832 START FLOOD LED 800LM 10W PIR 3000K Black IP44 3000K 220-240 10 800 30,000
0047833 START FLOOD LED 850LM 10W PIR 4000K Black IP44 4000K 220-240 10 850 30,000
0047824 START FLOOD LED 2100LM 26W PIR 3000K Black IP44 3000K 220-240 26 2100 30,000
0047825 START FLOOD LED 2300LM 26W PIR 4000K Black IP44 4000K 220-240 26 2300 30,000

0047828 START FLOOD LED 4400LM 50W PIR 3000K Black IP44 3000K 220-240 50 4400 30,000

0047829 START FLOOD LED 4700LM 50W PIR 4000K Black IP44 4000K 220-240 50 4700 30,000

Standard Versions

PIR
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6 EVO RANGE

The new Velite range is a sleek and stylish range of outdoor luminaires. 
Velite is perfect for lighting gardens, courtyards and exterior entrances.

Velite consists of wall mounted �xtures: square and round - with or without an 
integrated sensor; an adjustable direct/indirect wall mounted luminaire in 
2 colours; as well as an L shaped wall mounted luminaire and 2 sizes of 
L shaped bollards.

Velite not only delivers high performance: up to 830lm (luminaire lumen 
output on square and round wall mounted luminaire); but also high e�ciency: 
up to 71lm/W (total system e�ciency on Velite L range).

VELITE
A range of sleek and stylish outdoor luminaires
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Item 
code

Description Grid size 
(mm)

Body 
colour

Colour
name

Colour 
temperature 

(K)

Voltage 
(V)

Drive current 
(mA)

System power 
consumption 

(W)

Luminaire 
lumen output 

(lm)

Efficacy 
(lm/W)

Lifetime 
(hours)

Features

O

O

O

O

O

O

O

O

Photometric data

EVO RANGE 7

Product information

Dimension (mm)

0225-0260_FS_Sylvania_Evo_UK_Broc_April Update_TEXT_12.indd   7 20/06/2017   09:48

Velite is perfect for lighting courtyards, gardens and exterior entrances

Design meets IK05 requirements

indirect luminaires. Available with or without an integrated sensor

High effi cient thermal design: ta -20ºC to +45ºC

High performance: delivers up to 830 lm (luminaire lumen output), 
and up to 69lm/W (total system effi ciency)

Available in warm white (3,000K)

Energy class: A++, A+, A

Lifetime: 25,000 hours life at 70% of the original output L70

Wall - Round

Wall - Round

Wall - Square Wall - Square

Item code Description Driver Body 
colour

Colour 
Temperature 

(K)

Energy Class Voltage 
(V)

Drive 
current 

(mA)

System power 
consumption 

(W)

Lumen 
output 

(lm)

Effi cacy 
(lm/W)

Lifetime 
(H)

Weight 
(Kg)

Wall Light

0047815 VELITE WALL ROUND WH 3000K Electronic RAL9016 3000 A++, A+, A 220-240 300 12 830 69 25,000 0.9

0047816 VELITE WALL SQUARE WH 3000K Electronic RAL9016 3000 A++, A+, A 220-240 300 13 830 64 25,000 1.05

0047817 VELITE WALL ROUND SENSOR WH 3000K Electronic RAL9016 3000 A++, A+, A 220-240 300 12 830 69 25,000 0.88

0047818 VELITE WALL SQUARE SENSOR WH 3000K Electronic RAL9016 3000 A++, A+, A 220-240 300 13 830 64 25,000 1.02

Adjustable up and down wall light

0047813 VELITE WALL ADJUST BK UAD 3000K Electronic RAL9005 3000 A++, A+, A 220-240 700 5 290 58 25,000 0.787

0047814 VELITE WALL ADJUST WH UAD 3000K Electronic RAL9016 3000 A++, A+, A 220-240 700 5 290 58 25,000 0.787

L Range

0047810 VELITE L WALL BK 3000K Electronic RAL9005 3000 A++, A+, A 220-240 200 8 570 71 25,000 0.68

0047811 VELITE L BOLLARD 0.5M BK 3000K Electronic RAL9005 3000 A++, A+, A 220-240 200 8 570 71 25,000 1.54

0047812 VELITE L BOLLARD 0.8M BK 3000K Electronic RAL9005 3000 A++, A+, A 220-240 200 8 570 71 25,000 2.07

Legend: 3000K = 3,000K Warm White;  ADJUST = Adjustable; WH = White; BK = Black; UAD = Up and Down

L Range - Wall

L Range

Adjustable L Range - Bollard

Range includes bollards and various wall mounted direct and direct/
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34 EVO RANGE

The award-winning SylCone Retro range perfectly combines contemporary 
aesthetics and technology with vintage stylistics to create a unique range of 
decorative luminaires.

The hand-blown glass lamp is available in three unique designs and 
incorporates the latest LED filament technology to provide a powerful yet 
efficient light source that replicates a warm glow of traditional, incandescent 
lighting with colour temperature of 2000K and an 85% energy saving 
compared to incandescent and a longer lifetime of 15,000 hours.

The range has recently won the Red Dot Award: Product Design 2016 .

SYLCONE RETRO / PENDANT
The vintage look with the latest technology

A range of lamps only for 
retrofit or complete pendant 
kits including lamp and fixtures 
o�ering a stylish, decorative 
finish to any design scheme.
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34 EVO RANGE

The award-winning SylCone Retro range perfectly combines contemporary 
aesthetics and technology with vintage stylistics to create a unique range of 
decorative luminaires.

The hand-blown glass lamp is available in three unique designs and 
incorporates the latest LED filament technology to provide a powerful yet 
efficient light source that replicates a warm glow of traditional, incandescent 
lighting with colour temperature of 2000K and an 85% energy saving 
compared to incandescent and a longer lifetime of 15,000 hours.

The range has recently won the Red Dot Award: Product Design 2016 .

SYLCONE RETRO / PENDANT
The vintage look with the latest technology

A range of lamps only for 
retrofit or complete pendant 
kits including lamp and fixtures 
o�ering a stylish, decorative 
finish to any design scheme.
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EVO RANGE 37

SYLCONE RETRO / PENDANT
The classic look with the latest technology

TOLEDO RETRO 
SYLCONE GA200  

TOLEDO RETRO 
SYLCONE DC200 

TOLEDO RETRO 
SYLCONE GX200

O Unique hand blown glass lamps available in 3 designs

O Combines contemporary aesthetics and innovative LED filament chip 
technology (FCT) to create popular retro look and warm ambiance 
similar to traditional lamps.

O Colour temperature of 2000K replicates warm glow e�ect of 
incandescent lighting

O Dimmable on approved dimmers – allows end user to create perfect 
ambient lighting

O High lumen efficacy of 104lm/W

O Environment friendly – no mercury and lower CO 2 emissions.

O Available as lamp only or lamp / pendant kit

O A range of fittings specifically designed to enhance the aesthetic of the 
product (only glass and metal visible)

Features

Lamp and Pendant Kits

*0043314 SYLCONE PENDANT BLACK RETRO GA200
*0043315 SYLCONE PENDANT BLACK RETRO DC200
*0043316 SYLCONE PENDANT BLACK RETRO GX200
*0043306 SYLCONE SURFACE BLACK RETRO DC200

Code  Description  Voltage 
(V) 

Power
(W)

Luminous
flux (lm)

Efficiency
(lm/W)

Colour 
temp 
(K) 

Base Life  
(H) 

Equivalent
wattage

(W)

Energy 
class

Sales
pack size

Sylcone 200mm Golden

0027117 ToLEDo Retro SylCone GA200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027118 ToLEDo Retro SylCone DC200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027119 ToLEDo Retro SylCone GX200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2

GX200DC200GA200

Lamps Dimensions  
(mm)

E27 

GA200
H 175
W 200

DC200
H 160
W 200

GX200
H 163
W 200

Product information

Lamp only codes – see below for pendant and lamp kits.

*Complete with Black Sylcone Retro pendant and lamp.
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0043310 SYLCONE PENDANT BLACK 
0043311 SYLCONE PENDANT BRASS
0043312 SYLCONE PENDANT COPPER
0043313 SYLCONE PENDANT NICKEL

EVO RANGE 37

SYLCONE RETRO / PENDANT
The classic look with the latest technology

TOLEDO RETRO 
SYLCONE GA200  

TOLEDO RETRO 
SYLCONE DC200 

TOLEDO RETRO 
SYLCONE GX200

O Unique hand blown glass lamps available in 3 designs

O Combines contemporary aesthetics and innovative LED filament chip 
technology (FCT) to create popular retro look and warm ambiance 
similar to traditional lamps.

O Colour temperature of 2000K replicates warm glow e�ect of 
incandescent lighting

O Dimmable on approved dimmers – allows end user to create perfect 
ambient lighting

O High lumen efficacy of 104lm/W

O Environment friendly – no mercury and lower CO 2 emissions.

O Available as lamp only or lamp / pendant kit

O A range of fittings specifically designed to enhance the aesthetic of the 
product (only glass and metal visible)

Features

GX200DC200GA200

Lamp and Pendant Kits

*0043314 SYLCONE PENDANT BLACK RETRO GA200
*0043315 SYLCONE PENDANT BLACK RETRO DC200
*0043316 SYLCONE PENDANT BLACK RETRO GX200
*0043306 SYLCONE SURFACE BLACK RETRO DC200

Code  Description  Voltage 
(V) 

Power
(W)

Luminous
flux (lm)

Efficiency
(lm/W)

Colour 
temp 
(K) 

Base Life  
(H) 

Equivalent
wattage

(W)

Energy 
class

Sales
pack size

Sylcone 200mm Golden

0027117 ToLEDo Retro SylCone GA200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027118 ToLEDo Retro SylCone DC200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027119 ToLEDo Retro SylCone GX200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2

Lamps Dimensions  
(mm)

E27 

GA200
H 175
W 200

DC200
H 160
W 200

GX200
H 163
W 200

Product information

Lamp only codes – see below for pendant and lamp kits.

*Complete with Black Sylcone Retro pendant and lamp.
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0043310 SYLCONE PENDANT BLACK (Pendant Only)
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Sylvania redefines the way LED lamps look and function 
withthe new and innovative ToLEDo™ Radiance range.
ToLEDo™ Radiance is a bright new product merging
the boundaries between lamp and luminaire.

ToLEDo™ Radiance ticks all the boxes for �uid design, di�used 
lighting and good e�ciency, making it an ideal choice for 
residential and hospitality applications, and also for the work 
place. 

The retro�t functionality means, it is easy to install and 
requires no extra installation cost. It is ideal for kitchens, living 
rooms, bedrooms, hotels, restaurants, bars, meeting rooms, 
reception areas, cabins and small o�ces.
The dimming functionality helps to adapt the brightness to 
di�erent needs and applications.      

00 EVO RANGE

ToLEDo™ Radiance 
Make a Statement

ToLEDo™ Radiance is available 
in white and black �nish and 

in two variants: 142mm diameter 
and 190mm diameters. 

Both versions are available in 
2700K and 4000K.

34 EVO RANGE

The award-winning SylCone Retro range perfectly combines contemporary 
aesthetics and technology with vintage stylistics to create a unique range of 
decorative luminaires.

The hand-blown glass lamp is available in three unique designs and 
incorporates the latest LED filament technology to provide a powerful yet 
efficient light source that replicates a warm glow of traditional, incandescent 
lighting with colour temperature of 2000K and an 85% energy saving 
compared to incandescent and a longer lifetime of 15,000 hours.

The range has recently won the Red Dot Award: Product Design 2016 .

SYLCONE RETRO / PENDANT
The vintage look with the latest technology

A range of lamps only for 
retrofit or complete pendant 
kits including lamp and fixtures 
o�ering a stylish, decorative 
finish to any design scheme.
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39 EVO RANGE

Features

 Stylish and innovative solution

 Fluid design – easily blend with the ambience and change 
the look and feel of the room

 Uniform light distribution with an element of direct/indirect 
lighting

Dimmable functionality to set the desired light level

Low glare - suitable for low height installation

Construction: white or black housing, textured circular 
reflector and matt di�user ring

E27 lamp base, easy-to-install

25,000 hours average rated life

More than 50,000X switching cycles

3 years warranty

Environment-friendly – no mercury and lower 
CO2 emissions

High lumen efficacy - up to 101 lm/W

CRI 80

Dimensions  (mm)

Code Description Voltage 
(V)

Power 
(W)

Luminous 
Flux 
(lm)

Efficiency
(lm/W)

Colour 
Temp 
(K)

Power 
Factor

Base Finish Average 
Life 
(h)

Dimmable Energy 
class

Diameter 
(mm)

Height 
(mm)

ToLEDo™ Radiance

White housing

0029001 ToLEDo™ Radiance WH DIM 806LM 827 E27 SL 220-240 8 806 101 2700 0.90 E27 White 25,000 Yes A+ 142 118

0029002 ToLEDo™ Radiance WH DIM 806LM 840 E27 SL 220-240 8 806 101 4000 0.90 E27 White 25,000 Yes A+ 142 118

0029003 ToLEDo™ Radiance WH DIM 1000LM 827 E27 SL 220-240 10.5 1000 95 2700 0.90 E27 White 25,000 Yes A+ 192 118

0029004 ToLEDo™ Radiance WH DIM 1000LM 840 E27 SL 220-240 10.5 1000 95 4000 0.90 E27 White 25,000 Yes A+ 192 118

Black housing

0029009 ToLEDo™ Radiance BLK DIM 650LM 827 E27 SL 220-240 8 650 81 2700 0.90 E27 Black 25,000 Yes A+ 142 118

0029010 ToLEDo™ Radiance BLK DIM 650LM 840 E27 SL 220-240 8 650 81 4000 0.90 E27 Black 25,000 Yes A+ 142 118

0029011 ToLEDo™ Radiance BLK DIM 850LM 827 E27 SL 220-240 10.5 850 81 2700 0.90 E27 Black 25,000 Yes A+ 192 118

0029012 ToLEDo™ Radiance BLK DIM 850LM 840 E27 SL 220-240 10.5 850 81 4000 0.90 E27 Black 25,000 Yes A+ 192 118

Product information

O

O

O

O

O

O

O

O

O

O

O

O

O

142mm

White/806lm

White/1000lm

Black/650lm

Black/850lm

192mm

27

27

Accessories

0043310 SYLCONE PENDANT BLACK (Pendant Only)
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SYLCONE RETRO / PENDANT
The classic look with the latest technology

TOLEDO RETRO 
SYLCONE GA200  

TOLEDO RETRO 
SYLCONE DC200 

TOLEDO RETRO 
SYLCONE GX200

O Unique hand blown glass lamps available in 3 designs

O Combines contemporary aesthetics and innovative LED filament chip 
technology (FCT) to create popular retro look and warm ambiance 
similar to traditional lamps.

O Colour temperature of 2000K replicates warm glow e�ect of 
incandescent lighting

O Dimmable on approved dimmers – allows end user to create perfect 
ambient lighting

O High lumen efficacy of 104lm/W

O Environment friendly – no mercury and lower CO 2 emissions.

O Available as lamp only or lamp / pendant kit

O A range of fittings specifically designed to enhance the aesthetic of the 
product (only glass and metal visible)

Features

GX200DC200GA200

Lamp and Pendant Kits

*0043314 SYLCONE PENDANT BLACK RETRO GA200
*0043315 SYLCONE PENDANT BLACK RETRO DC200
*0043316 SYLCONE PENDANT BLACK RETRO GX200
*0043306 SYLCONE SURFACE BLACK RETRO DC200

Code  Description  Voltage 
(V) 

Power
(W)

Luminous
flux (lm)

Efficiency
(lm/W)

Colour 
temp 
(K) 

Base Life  
(H) 

Equivalent
wattage

(W)

Energy 
class

Sales
pack size

Sylcone 200mm Golden

0027117 ToLEDo Retro SylCone GA200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027118 ToLEDo Retro SylCone DC200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027119 ToLEDo Retro SylCone GX200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2

Lamps Dimensions  
(mm)

E27 

GA200
H 175
W 200

DC200
H 160
W 200

GX200
H 163
W 200

Product information

Lamp only codes – see below for pendant and lamp kits.

*Complete with Black Sylcone Retro pendant and lamp.
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0043310 SYLCONE PENDANT BLACK (Pendant Only)
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40 EVO RANGE

Sylvania’s new ToLEDo V3 LED decorative lamps are perfect alternative to the 
incandescent lamp. Compact, elegant and energy efficient, these exceptional value 
for money products deliver years of warm, soothing light at the flick of the switch 
and save up to 88% energy.

Frosted finish ensures a warm, di�used light emission at a very wide angle and 
match the ambience created by incandescent lamps. ToLEDo V3 LED lamps are  
ideal choice for decorative applications such as wall lights, table lamps and  
covered fixtures.

ToLEDo V4, V5 GLS / BALL / CANDLE / BENT TIP
Efficient decorative lighting at its best!
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4034 EVO RANGE

The award-winning SylCone Retro range perfectly combines contemporary 
aesthetics and technology with vintage stylistics to create a unique range of 
decorative luminaires.

The hand-blown glass lamp is available in three unique designs and 
incorporates the latest LED filament technology to provide a powerful yet 
efficient light source that replicates a warm glow of traditional, incandescent 
lighting with colour temperature of 2000K and an 85% energy saving 
compared to incandescent and a longer lifetime of 15,000 hours.

The range has recently won the Red Dot Award: Product Design 2016 .

SYLCONE RETRO / PENDANT
The vintage look with the latest technology

A range of lamps only for 
retrofit or complete pendant 
kits including lamp and fixtures 
o�ering a stylish, decorative 
finish to any design scheme.
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Sylvania’s new ToLEDo V3 LED decorative lamps are perfect alternative to the 
incandescent lamp. Compact, elegant and energy efficient, these exceptional value 
for money products deliver years of warm, soothing light at the flick of the switch 
and save up to 88% energy.

Frosted finish ensures a warm, di�used light emission at a very wide angle and 
match the ambience created by incandescent lamps. ToLEDo V3 LED lamps are  
ideal choice for decorative applications such as wall lights, table lamps and  
covered fixtures.

ToLEDo V4, V5 GLS / BALL / CANDLE / BENT TIP
Efficient decorative lighting at its best!
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ToLEDo GLS
Efficient decorative lighting at its best!

Features
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Product information

• Compact and elegant design, Perfect for hotels, restaurants, lobbies, corridors 

• Wide range of lumen outputs, from 470lm to 2550lm

• Up to 87% energy saving compared to incandescent lamps

• Instant light at the click of a switch

• Suitable for replacement of up 150W incandescent lamps

• Uniform light distribution, with good colour rendering (CRI 80)

• Available in different colour temperatures - 2700K, 4000K and 
6500K

B22
107
60

 

Dimensions
A60 E27
H 109
W 60
A60 1521lm E27
H 120
W 60
A67 E27
H 143
W 60
G120 E27
H 175
W 120  

W

H

Code Description Voltage 
(V)

Power
(W) 

Luminous 
Flux 
(lm) 

Effi ciency 
(lm/W)

Colour Temp 
(K)

Base Life 
(hours)

Equivalent 
Wattage 
(W)

Energy 
Class

Sales Pack Size

ToLEDo GLS A60 V4 Non-dimmable

0026670 ToLEDo GLS V4 470lm 827 E27 SL 220-240 6 470 78 2700 E27 15,000 40 A+ 6

0026674 ToLEDo GLS V4 470lm 827 B22 SL 220-240 6 470 78 2700 B22 15,000 40 A+ 6

0026628 ToLEDo GLS V4 500lm 865 E27 SL 220-240 6 500 83 6500 E27 15,000 42 A+ 6

0026672 ToLEDo GLS V4 810lm 827 E27 SL 220-240 9 810 90 2700 E27 15,000 60 A+ 6

0026675 ToLEDo GLS V4 810lm 827 B22 SL 220-240 9 810 90 2700 B22 15,000 60 A+ 6

0026668 ToLEDo GLS V4 850lm 840 E27 SL 220-240 9 850 94 4000 E27 15,000 63 A+ 6

0026629 ToLEDo GLS V4 850lm 865 E27 SL 220-240 9 850 94 6500 E27 15,000 63 A+ 6

0026682 ToLEDo GLS V5 1060lm 827 E27 SL 220-240 10.5 1060 101 2700 E27 15,000 75 A+ 6

0026686 ToLEDo GLS V5 1080lm 840 E27 SL 220-240 10.5 1080 103 4000 E27 15,000 76 A+ 6

0026632 ToLEDo GLS V5 1080lm 865 E27 SL 220-240 10.5 1080 103 6500 E27 15,000 76 A+ 6

0027968 ToLEDo GLS V5 1521lm 827 E27 SL 220-240 14 1521 109 2700 E27 15,000 100 A+ 6

0027966 ToLEDo GLS V5 1521lm 840 E27 SL 220-240 14 1521 109 4000 E27 15,000 100 A+ 6

0027969 ToLEDo GLS V5 1521lm 865 E27 SL 220-240 14 1521 109 6500 E27 15,000 100 A+ 6

ToLEDo GLS A67 V4 Non-dimmable

0027904 ToLEDo GLS V4 1921lm 827 E27 SL 220-240 18 1921 107 2700 E27 15,000 121 A+ 6

0027905 ToLEDo GLS V4 1921lm 840 E27 SL 220-240 18 1921 107 4000 E27 15,000 121 A+ 6

0027906 ToLEDo GLS V4 2000lm 865 E27 SL 220-240 18 2000 111 6500 E27 15,000 126 A+ 6

0027901 ToLEDo GLS V4 2452lm 827 E27 SL 220-240 20 2452 123 2700 E27 15,000 150 A++ 6

0027902 ToLEDo GLS V4 2452lm 840 E27 SL 220-240 20 2452 123 4000 E27 15,000 150 A++ 6

0027903 ToLEDo GLS V4 2550lm 865 E27 SL 220-240 20 2550 128 6500 E27 15,000 155 A++ 6

ToLEDo G120 Non-dimmable

0026902 ToLEDo G120 2450lm 827 E27 SL 220-240 20 2450 123 2700 E27 15,000 150 A++ 6

0026903 ToLEDo G120 2450lm 840 E27 SL 220-240 20 2450 123 4000 E27 15,000 150 A++ 6

0026904 ToLEDo G120 2450lm 865 E27 SL 220-240 20 2450 123 6500 E27 15,000 150 A++ 6

ToLEDo GLS A60 V4 
6W/9W

ToLEDo GLS A60 
V5 10.5W/14W

ToLEDo GLS A67
NON DIM 18W/20W

ToLEDo G120 
Non Dim 20W

ToLEDo V4 GLS Dimmable

0026676 ToLEDo GLS V4 Dim 810LM 827 E27 SL 10 810 81 2700 E27 15,000 60 A+

0026677 ToLEDo GLS V4 Dim 810LM 827 B22 SL 10 810 81 2700 B22 15,000 60 A+

0026683 ToLEDo GLS V4 Dim 1060LM 827 E27 SL 11 1060 96 2700 E27 15,000 75 A+

0026627 ToLEDo GLS V4 Dim 1150LM 865 E27 SL 11 1150 105 6500 E27 15,000 80 A+

0026648 ToLEDo GLS V4 Dim 1521LM 827 E27 SL 15 1521 101 2700 E27 15,000 100 A+

220-240
220-240
220-240
220-240
220-240

6
6
6
6
6
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SYLCONE RETRO / PENDANT
The classic look with the latest technology

TOLEDO RETRO 
SYLCONE GA200  

TOLEDO RETRO 
SYLCONE DC200 

TOLEDO RETRO 
SYLCONE GX200

O Unique hand blown glass lamps available in 3 designs

O Combines contemporary aesthetics and innovative LED filament chip 
technology (FCT) to create popular retro look and warm ambiance 
similar to traditional lamps.

O Colour temperature of 2000K replicates warm glow e�ect of 
incandescent lighting

O Dimmable on approved dimmers – allows end user to create perfect 
ambient lighting

O High lumen efficacy of 104lm/W

O Environment friendly – no mercury and lower CO 2 emissions.

O Available as lamp only or lamp / pendant kit

O A range of fittings specifically designed to enhance the aesthetic of the 
product (only glass and metal visible)

Features

GX200DC200GA200

Lamp and Pendant Kits

*0043314 SYLCONE PENDANT BLACK RETRO GA200
*0043315 SYLCONE PENDANT BLACK RETRO DC200
*0043316 SYLCONE PENDANT BLACK RETRO GX200
*0043306 SYLCONE SURFACE BLACK RETRO DC200

Code  Description  Voltage 
(V) 

Power
(W)

Luminous
flux (lm)

Efficiency
(lm/W)

Colour 
temp 
(K) 

Base Life  
(H) 

Equivalent
wattage

(W)

Energy 
class

Sales
pack size

Sylcone 200mm Golden

0027117 ToLEDo Retro SylCone GA200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027118 ToLEDo Retro SylCone DC200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027119 ToLEDo Retro SylCone GX200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2

Lamps Dimensions  
(mm)

E27 

GA200
H 175
W 200

DC200
H 160
W 200

GX200
H 163
W 200

Product information

Lamp only codes – see below for pendant and lamp kits.

*Complete with Black Sylcone Retro pendant and lamp.
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46 EVO RANGE

ToLEDo BALL
Efficient decorative lighting at its best!

O Elegant and compact design

O Up to 87% energy saving compared to incandescent lamps

O Instant light at the flick of a switch

O Suitable for replacement of 25W and 40W incandescent lamps

O Available in di�erent colour temperatures – 2700K and 6500K.

O Good colour rending (CRI 80+)

O Pack in individual boxes (SL)

O Dimmable versions, dimmable using approved drivers

Features

Code Description Voltage 
(V) 

Power
(W)

Luminous
flux (lm)

Efficiency
(lm/W)

Colour 
temp 
(K) 

Base Life
(H) 

Equivalent
wattage

(W)

Energy 
class

ToLEDo V3 Ball Non-Dimmable

0026949 ToLEDo Ball V3 FR 250LM E27 SL  220-240 3.2 250 78 2700 E27 15,000 25 A+
0026950 ToLEDo Ball V3 FR 250LM E14 SL  220-240 3.2 250 78 2700 E14 15,000 25 A+
0026954 ToLEDo Ball V3 FR 470LM E14 SL  220-240 5.5 470 85 2700 E14 15,000 40 A+
0026948 ToLEDo Ball V3 FR 470LM E27 SL  220-240 5.5 470 85 2700 E27 15,000 40 A+
0026976 ToLEDo Ball V3 FR 470LM 865 E14 SL  220-240 5.5 470 85 6500 E14 15,000 40 A+
0026977 ToLEDo Ball V3 FR 470LM 865 E27 SL  220-240 5.5 470 85 6500 E27 15,000 40 A+

ToLEDo V3 Ball Dimmable

0026946 ToLEDo Ball V3 DIM FR 470LM 827 E14 SL 220-240 5.6 470 84 2700 E14 15,000 40 A+
0026947 ToLEDo Ball V3 DIM FR 470LM 827 E27 SL 220-240 5.6 470 84 2700 E27 15,000 40 A+
0026974 ToLEDo Ball V3 DIM FR 470LM 865 E14 SL 220-240 5.6 470 84 6500 E14 15,000 40 A+
0026975 ToLEDo Ball V3 DIM FR 470LM 865 E27 SL 220-240 5.6 470 84 6500 E27 15,000 40 A+

Product information

SPECTRAL DATADimension (mm)
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4234 EVO RANGE

The award-winning SylCone Retro range perfectly combines contemporary 
aesthetics and technology with vintage stylistics to create a unique range of 
decorative luminaires.

The hand-blown glass lamp is available in three unique designs and 
incorporates the latest LED filament technology to provide a powerful yet 
efficient light source that replicates a warm glow of traditional, incandescent 
lighting with colour temperature of 2000K and an 85% energy saving 
compared to incandescent and a longer lifetime of 15,000 hours.

The range has recently won the Red Dot Award: Product Design 2016 .

SYLCONE RETRO / PENDANT
The vintage look with the latest technology

A range of lamps only for 
retrofit or complete pendant 
kits including lamp and fixtures 
o�ering a stylish, decorative 
finish to any design scheme.
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46 EVO RANGE

ToLEDo BALL
Efficient decorative lighting at its best!

O Elegant and compact design

O Up to 87% energy saving compared to incandescent lamps

O Instant light at the flick of a switch

O Suitable for replacement of 25W and 40W incandescent lamps

O Available in di�erent colour temperatures – 2700K and 6500K.

O Good colour rending (CRI 80+)

O Pack in individual boxes (SL)

O Dimmable versions, dimmable using approved drivers

Features

Code Description Voltage 
(V) 

Power
(W)

Luminous
flux (lm)

Efficiency
(lm/W)

Colour 
temp 

(K) 

Base Life
(H) 

Equivalent
wattage

(W)

Energy 
class

ToLEDo V3 Ball Non-Dimmable

0026949 ToLEDo Ball V3 FR 250LM E27 SL  220-240 3.2 250 78 2700 E27 15,000 25 A+
0026950 ToLEDo Ball V3 FR 250LM E14 SL  220-240 3.2 250 78 2700 E14 15,000 25 A+
0026954 ToLEDo Ball V3 FR 470LM E14 SL  220-240 5.5 470 85 2700 E14 15,000 40 A+
0026948 ToLEDo Ball V3 FR 470LM E27 SL  220-240 5.5 470 85 2700 E27 15,000 40 A+
0026976 ToLEDo Ball V3 FR 470LM 865 E14 SL  220-240 5.5 470 85 6500 E14 15,000 40 A+
0026977 ToLEDo Ball V3 FR 470LM 865 E27 SL  220-240 5.5 470 85 6500 E27 15,000 40 A+

ToLEDo V3 Ball Dimmable

0026946 ToLEDo Ball V3 DIM FR 470LM 827 E14 SL 220-240 5.6 470 84 2700 E14 15,000 40 A+
0026947 ToLEDo Ball V3 DIM FR 470LM 827 E27 SL 220-240 5.6 470 84 2700 E27 15,000 40 A+
0026974 ToLEDo Ball V3 DIM FR 470LM 865 E14 SL 220-240 5.6 470 84 6500 E14 15,000 40 A+
0026975 ToLEDo Ball V3 DIM FR 470LM 865 E27 SL 220-240 5.6 470 84 6500 E27 15,000 40 A+

Product information

SPECTRAL DATADimension (mm)
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43EVO RANGE 49

O Elegant and compact design

O Up to 87% energy saving compared to incandescent lamps

O Instant light at the flick of a switch

O Suitable for replacement of 25W and 40W incandescent lamps

O Available in di�erent colour temperatures – 2700K and 6500K

O Good colour rending (CRI 80+)

O Pack in individual boxes (SL)

O Bent tip shape to help create flame look finish

O Dimmable versions, dimmable using approved drivers

Features

ToLEDo BENT TIP CANDLE
Efficient decorative lighting at its best!

Product information

Code Description Voltage 
(V) 

Power
(W)

Luminous
flux (lm)

Efficiency
(lm/W)

Colour 
temp 
(K) 

Base Life
(H) 

Equivalent
wattage

(W)

Energy 
class

ToLEDo V3 Candle Non-Dimmable

0026920 ToLEDo Candle V3 FR 250LM E14 SL  220-240 3.2 250 78 2700 E14 15,000 25 A+
0026972 ToLEDo Candle V3 FR 250LM 865 E14 SL  220-240 3.2 250 78 6500 E14 15,000 25 A+
0026931 ToLEDo Candle V3 FR 470LM E14 SL  220-240 5.5 470 85 2700 E14 15,000 40 A+
0026933 ToLEDo Candle V3 FR 470LM E27 SL  220-240 5.5 470 85 2700 E27 15,000 40 A+
0026973 ToLEDo Candle V3 FR 470LM 865 E14 SL  220-240 5.5 470 85 6500 E14 15,000 40 A+

ToLEDo V3 Candle Dimmable

0026935 ToLEDo Candle V3 DIM FR 470LM E14 SL 220-240 5.6 470 84 2700 E14 15,000 40 A+
0026971 ToLEDo Candle V3 DIM FR 470LM 865 E14 SL 220-240 5.6 470 84 6500 E14 15,000 40 A+

ToLEDo V3 Bent Tip Non-Dimmable

0026939 ToLEDo Bent Tip V3 FR 470LM E14 SL 220-240 5.5 470 85 2700 E14 15,000 40 A+

SPECTRAL DATADimension (mm)
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EVO RANGE 37

SYLCONE RETRO / PENDANT
The classic look with the latest technology

TOLEDO RETRO 
SYLCONE GA200  

TOLEDO RETRO 
SYLCONE DC200 

TOLEDO RETRO 
SYLCONE GX200

O Unique hand blown glass lamps available in 3 designs

O Combines contemporary aesthetics and innovative LED filament chip 
technology (FCT) to create popular retro look and warm ambiance 
similar to traditional lamps.

O Colour temperature of 2000K replicates warm glow e�ect of 
incandescent lighting

O Dimmable on approved dimmers – allows end user to create perfect 
ambient lighting

O High lumen efficacy of 104lm/W

O Environment friendly – no mercury and lower CO 2 emissions.

O Available as lamp only or lamp / pendant kit

O A range of fittings specifically designed to enhance the aesthetic of the 
product (only glass and metal visible)

Features

GX200DC200GA200

Lamp and Pendant Kits

*0043314 SYLCONE PENDANT BLACK RETRO GA200
*0043315 SYLCONE PENDANT BLACK RETRO DC200
*0043316 SYLCONE PENDANT BLACK RETRO GX200
*0043306 SYLCONE SURFACE BLACK RETRO DC200

Code  Description  Voltage 
(V) 

Power
(W)

Luminous
flux (lm)

Efficiency
(lm/W)

Colour 
temp 
(K) 

Base Life  
(H) 

Equivalent
wattage

(W)

Energy 
class

Sales
pack size

Sylcone 200mm Golden

0027117 ToLEDo Retro SylCone GA200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027118 ToLEDo Retro SylCone DC200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027119 ToLEDo Retro SylCone GX200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2

Lamps Dimensions  
(mm)

E27 

GA200
H 175
W 200

DC200
H 160
W 200

GX200
H 163
W 200

Product information

Lamp only codes – see below for pendant and lamp kits.

*Complete with Black Sylcone Retro pendant and lamp.
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ENERGY

>80%

48 EVO RANGE

Whether guests are visiting your home or business, make 
a great first impression with warm and inviting lighting.
Gradually dim your light from 2700K/ 3000K to 2000K, 
and create a scene to suit any occasion or time of day. 
The smart way to achieve light comfort.

ToLEDo™  & REFLED SunDim
Beautiful spaces start with smart lighting

Code Description Voltage (V) Power 
(W)

Luminous 
flux (lm)

Efficiency 
(lm/W)

Colour temp (K) Base Life (H) Equivalent 
wattage 

Energy class Sales pack 
size

0027543 ToLEDo™  SunDim A60 806lm 2.7K-2K E27 SL 220-240 9.5 806 85 2700K - 2000K E27 25,000 60 A+ 6
0027544 ToLEDo™  SunDim Candle 470lm 2.7K-2K E14 SL 220-240 6.5 470 72 2700K - 2000K E14 25,000 40 A+ 6
0027545 ToLEDo™  SunDim Ball 470lm 2.7K-2K E14 SL 220-240 6.5 470 72 2700K - 2000K E14 25,000 40 A+ 6
0026626 RefLED Superia ES50 V2.1 345lm SunDim 3K2K 40d 220-240 6.5 345 58 3000K - 2000K GU10 25,000 50 A+ 15

FEATURES
O Mimics the trademark traits of incandescent and halogen lamps by 

producing warmer light when dimmed

O SunDim e�ect can be created without any additional controls beyond 
a dimmer

O Perfect for hospitality and domestic applications

Product information
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34 EVO RANGE

The award-winning SylCone Retro range perfectly combines contemporary 
aesthetics and technology with vintage stylistics to create a unique range of 
decorative luminaires.

The hand-blown glass lamp is available in three unique designs and 
incorporates the latest LED filament technology to provide a powerful yet 
efficient light source that replicates a warm glow of traditional, incandescent 
lighting with colour temperature of 2000K and an 85% energy saving 
compared to incandescent and a longer lifetime of 15,000 hours.

The range has recently won the Red Dot Award: Product Design 2016 .

SYLCONE RETRO / PENDANT
The vintage look with the latest technology

A range of lamps only for 
retrofit or complete pendant 
kits including lamp and fixtures 
o�ering a stylish, decorative 
finish to any design scheme.

0225-0260_FS_Sylvania_Evo_UK_Broc_April Update_TEXT_12.indd   36 20/06/2017   09:50

44



ENERGY

>80%

48 EVO RANGE

Whether guests are visiting your home or business, make 
a great first impression with warm and inviting lighting.
Gradually dim your light from 2700K/ 3000K to 2000K, 
and create a scene to suit any occasion or time of day. 
The smart way to achieve light comfort.

ToLEDo™  & REFLED SunDim
Beautiful spaces start with smart lighting

Code Description Voltage (V) Power 
(W)

Luminous 
flux (lm)

Efficiency 
(lm/W)

Colour temp (K) Base Life (H) Equivalent 
wattage 

Energy class Sales pack 
size

0027543 ToLEDo™  SunDim A60 806lm 2.7K-2K E27 SL 220-240 9.5 806 85 2700K - 2000K E27 25,000 60 A+ 6
0027544 ToLEDo™  SunDim Candle 470lm 2.7K-2K E14 SL 220-240 6.5 470 72 2700K - 2000K E14 25,000 40 A+ 6
0027545 ToLEDo™  SunDim Ball 470lm 2.7K-2K E14 SL 220-240 6.5 470 72 2700K - 2000K E14 25,000 40 A+ 6
0026626 RefLED Superia ES50 V2.1 345lm SunDim 3K2K 40d 220-240 6.5 345 58 3000K - 2000K GU10 25,000 50 A+ 15

FEATURES
O Mimics the trademark traits of incandescent and halogen lamps by 

producing warmer light when dimmed

O SunDim e�ect can be created without any additional controls beyond 
a dimmer

O Perfect for hospitality and domestic applications

Product information
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EVO RANGE 37

SYLCONE RETRO / PENDANT
The classic look with the latest technology

TOLEDO RETRO 
SYLCONE GA200  

TOLEDO RETRO 
SYLCONE DC200 

TOLEDO RETRO 
SYLCONE GX200

O Unique hand blown glass lamps available in 3 designs

O Combines contemporary aesthetics and innovative LED filament chip 
technology (FCT) to create popular retro look and warm ambiance 
similar to traditional lamps.

O Colour temperature of 2000K replicates warm glow e�ect of 
incandescent lighting

O Dimmable on approved dimmers – allows end user to create perfect 
ambient lighting

O High lumen efficacy of 104lm/W

O Environment friendly – no mercury and lower CO 2 emissions.

O Available as lamp only or lamp / pendant kit

O A range of fittings specifically designed to enhance the aesthetic of the 
product (only glass and metal visible)

Features

GX200DC200GA200

Lamp and Pendant Kits

*0043314 SYLCONE PENDANT BLACK RETRO GA200
*0043315 SYLCONE PENDANT BLACK RETRO DC200
*0043316 SYLCONE PENDANT BLACK RETRO GX200
*0043306 SYLCONE SURFACE BLACK RETRO DC200

Code  Description  Voltage 
(V) 

Power
(W)

Luminous
flux (lm)

Efficiency
(lm/W)

Colour 
temp 
(K) 

Base Life  
(H) 

Equivalent
wattage

(W)

Energy 
class

Sales
pack size

Sylcone 200mm Golden

0027117 ToLEDo Retro SylCone GA200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027118 ToLEDo Retro SylCone DC200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027119 ToLEDo Retro SylCone GX200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2

Lamps Dimensions  
(mm)

E27 

GA200
H 175
W 200

DC200
H 160
W 200

GX200
H 163
W 200

Product information

Lamp only codes – see below for pendant and lamp kits.

*Complete with Black Sylcone Retro pendant and lamp.
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ToLEDo™  Step-Dim
ENERGY

>85%

Let your surroundings adapt to your lifestyle.Create your 
own ambience with two di�erent brightness settings 
without an external dimmer.

One flick of a switch for full brightness to give you the 
energy to tackle the day, and just a second one for cosy 
lighting when it’s time to relax and let the day wind down.

The smart way to brighten your home at your fingertips.

FEATURES
O Lamp can be controlled with standard switches –  

wall, cable or foot switches

O Smart and cost e�ective preset dimming solution

O Two di�erent brightness settings:

– Full 100% brightness (default setting)

– Press the on/o� switch again to reduce brightness level to 30% 
(cozy lighting)

100% 30%

Code Description Voltage (V) Power 
(W)

Luminous 
flux (lm)

Efficiency 
(lm/W)

Colour temp (K) Base Life (H) Equivalent 
wattage 

(W)

Energy class Sales pack 
size

0026999 ToLEDo™  Step-Dim A60 806lm 827 E27 SL 220-240 8.5 806 95 2700 E27 15,000 60 A+ 6
0027034 ToLEDo™  Step-Dim Ball 470lm 827 E14 SL 220-240 5.5 470 85 2700 E14 15,000 40 A+ 6
0027035 ToLEDo™  Step-Dim Cand 470lm 827 E14 SL 220-240 5.5 470 85 2700 E14 15,000 40 A+ 6

ToLEDo™  Twin-Tone
Match your lighting to your mood with two di�erent e�ects 
for all seasons, for day and night.

With the help of a standard on/o� switch, choose 
between cosy homelight for chilly autumn nights or 
cool white for warm summer evenings.

The smart choice for light control.

Code Description Voltage (V) Power 
(W)

Luminous 
flux (lm)

Efficiency 
(lm/W)

Colour temp (K) Base Life (H) Equivalent 
wattage 

(W)

Energy class Sales pack 
size

0026998 ToLEDo™  Twin-Tone 806lm 827-840 E27 SL 220-240 8.0 806 101 2700K - 4000K E27 15,000 60 A+ 6

FEATURES
O One lamp for all seasons

O Perfect for maintaining di�erent settings for day  
and evening time

O Two di�erent colour temperature options: Homelight – 2700K  
and Cool white – 4000K

O The change in colour temperature is controlled by standard  
on/o� switch

– Default colour temperature: homelight

– Press the on/o� switch again to change the colour temperature  
to cool white

ENERGY

>85%

Product information

Product information
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ToLEDo Retro

ToLEDo Retro uses innovative LED Filament Chip Technology 
(FCT) that ensures omni-directional light distribution, similar 
to incandescent, cooler burning compared to standard LED 
lamps and delivers best-in-class lumen efficacy helping to 
reduce CO 2 emissions.

The first lamp of its type to achieve A++ rating and is 
available in all popular incandescent shapes with dimmable 
and non dimmable options.

The classic look 
with the latest 
technology

Equivalences

ToLEDo Retro 250lm
2.1W 

470lm
4.4W 

640lm
5.5W 

806lm
7W 

1055lm
7.7W 

1531lm
12W  

Incandescent 25W 40W 50W 60W 72W 100W

Halogen 18W 28W 35W 42W 53W 70W

CFL 7W 9W 11W 15W 20W 25W

92
%

Energy saving 
Retro range

Filament Chip Technology (FCT) 

Combination of high performance LED chip, linear LED  
filament construction and premium gas-fill delivers best-in-class 
LED product with similar look and lighting distribution  
as incandescent lamp and up to 92% energy savings.

Reduces CO2 emission 

Payback in less than One Year as ToLEDo Retro reduces 
electricity consumption by up to 92% compared to incandescent 
or halogen energy savers.

Features 

 + 300° omni-directional light distribution

 + Similar look and construction as incandescent lamps

 + Excellent heat dissipation compared to SMD or COB LED lamps

 + Best-in-class lumen efficacy

 + Sparkling light e�ect

 + Up to 92% energy savings – Higher than standard LED lamps 
and compact fluorescent lamps
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ToLEDo Retro

ToLEDo Retro uses innovative LED Filament Chip Technology 
(FCT) that ensures omni-directional light distribution, similar 
to incandescent, cooler burning compared to standard LED 
lamps and delivers best-in-class lumen efficacy helping to 
reduce CO 2 emissions.

The first lamp of its type to achieve A++ rating and is 
available in all popular incandescent shapes with dimmable 
and non dimmable options.

The classic look 
with the latest 
technology

Equivalences

ToLEDo Retro 250lm
2.1W 

470lm
4.4W 

640lm
5.5W 

806lm
7W 

1055lm
7.7W 

1531lm
12W  

Incandescent 25W 40W 50W 60W 72W 100W

Halogen 18W 28W 35W 42W 53W 70W

CFL 7W 9W 11W 15W 20W 25W

92
%

Energy saving 
Retro range

Filament Chip Technology (FCT) 

Combination of high performance LED chip, linear LED  
filament construction and premium gas-fill delivers best-in-class 
LED product with similar look and lighting distribution  
as incandescent lamp and up to 92% energy savings.

Reduces CO2 emission 

Payback in less than One Year as ToLEDo Retro reduces 
electricity consumption by up to 92% compared to incandescent 
or halogen energy savers.

Features 

 + 300° omni-directional light distribution

 + Similar look and construction as incandescent lamps

 + Excellent heat dissipation compared to SMD or COB LED lamps

 + Best-in-class lumen efficacy

 + Sparkling light e�ect

 + Up to 92% energy savings – Higher than standard LED lamps 
and compact fluorescent lamps
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Incandescent

32

ToLEDo Retro

ToLEDo Retro uses innovative LED Filament Chip Technology 
(FCT) that ensures omni-directional light distribution, similar 
to incandescent, cooler burning compared to standard LED 
lamps and delivers best-in-class lumen efficacy helping to 
reduce CO 2 emissions.

The first lamp of its type to achieve A++ rating and is 
available in all popular incandescent shapes with dimmable 
and non dimmable options.

The classic look 
with the latest 
technology

Equivalences

ToLEDo Retro 250lm
2.1W 

470lm
4.4W 

640lm
5.5W 

806lm
7W 

1055lm
7.7W 

1531lm
12W  

Incandescent 25W 40W 50W 60W 72W 100W

Halogen 18W 28W 35W 42W 53W 70W

CFL 7W 9W 11W 15W 20W 25W

92%

Energy saving 
Retro range

Filament Chip Technology (FCT) 

Combination of high performance LED chip, linear LED  
filament construction and premium gas-fill delivers best-in-class 
LED product with similar look and lighting distribution  
as incandescent lamp and up to 92% energy savings.

Reduces CO2 emission 

Payback in less than One Year as ToLEDo Retro reduces 
electricity consumption by up to 92% compared to incandescent 
or halogen energy savers.

Features 

 + 300° omni-directional light distribution

 + Similar look and construction as incandescent lamps

 + Excellent heat dissipation compared to SMD or COB LED lamps

 + Best-in-class lumen efficacy

 + Sparkling light e�ect

 + Up to 92% energy savings – Higher than standard LED lamps 
and compact fluorescent lamps
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34 EVO RANGE

The award-winning SylCone Retro range perfectly combines contemporary 
aesthetics and technology with vintage stylistics to create a unique range of 
decorative luminaires.

The hand-blown glass lamp is available in three unique designs and 
incorporates the latest LED filament technology to provide a powerful yet 
efficient light source that replicates a warm glow of traditional, incandescent 
lighting with colour temperature of 2000K and an 85% energy saving 
compared to incandescent and a longer lifetime of 15,000 hours.

The range has recently won the Red Dot Award: Product Design 2016 .

SYLCONE RETRO / PENDANT
The vintage look with the latest technology

A range of lamps only for 
retrofit or complete pendant 
kits including lamp and fixtures 
o�ering a stylish, decorative 
finish to any design scheme.
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4634 EVO RANGE

The award-winning SylCone Retro range perfectly combines contemporary 
aesthetics and technology with vintage stylistics to create a unique range of 
decorative luminaires.

The hand-blown glass lamp is available in three unique designs and 
incorporates the latest LED filament technology to provide a powerful yet 
efficient light source that replicates a warm glow of traditional, incandescent 
lighting with colour temperature of 2000K and an 85% energy saving 
compared to incandescent and a longer lifetime of 15,000 hours.

The range has recently won the Red Dot Award: Product Design 2016 .

SYLCONE RETRO / PENDANT
The vintage look with the latest technology

A range of lamps only for 
retrofit or complete pendant 
kits including lamp and fixtures 
o�ering a stylish, decorative 
finish to any design scheme.
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ToLEDo Retro

ToLEDo Retro uses innovative LED Filament Chip Technology 
(FCT) that ensures omni-directional light distribution, similar 
to incandescent, cooler burning compared to standard LED 
lamps and delivers best-in-class lumen efficacy helping to 
reduce CO 2 emissions.

The first lamp of its type to achieve A++ rating and is 
available in all popular incandescent shapes with dimmable 
and non dimmable options.

The classic look 
with the latest 
technology

Equivalences

ToLEDo Retro 250lm
2.1W 

470lm
4.4W 

640lm
5.5W 

806lm
7W 

1055lm
7.7W 

1531lm
12W  

Incandescent 25W 40W 50W 60W 72W 100W

Halogen 18W 28W 35W 42W 53W 70W

CFL 7W 9W 11W 15W 20W 25W

92
%

Energy saving 
Retro range

Filament Chip Technology (FCT) 

Combination of high performance LED chip, linear LED  
filament construction and premium gas-fill delivers best-in-class 
LED product with similar look and lighting distribution  
as incandescent lamp and up to 92% energy savings.

Reduces CO2 emission 

Payback in less than One Year as ToLEDo Retro reduces 
electricity consumption by up to 92% compared to incandescent 
or halogen energy savers.

Features 

 + 300° omni-directional light distribution

 + Similar look and construction as incandescent lamps

 + Excellent heat dissipation compared to SMD or COB LED lamps

 + Best-in-class lumen efficacy

 + Sparkling light e�ect

 + Up to 92% energy savings – Higher than standard LED lamps 
and compact fluorescent lamps
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ToLEDo Retro

ToLEDo Retro uses innovative LED Filament Chip Technology 
(FCT) that ensures omni-directional light distribution, similar 
to incandescent, cooler burning compared to standard LED 
lamps and delivers best-in-class lumen efficacy helping to 
reduce CO 2 emissions.

The first lamp of its type to achieve A++ rating and is 
available in all popular incandescent shapes with dimmable 
and non dimmable options.

The classic look 
with the latest 
technology

Equivalences

ToLEDo Retro 250lm
2.1W 

470lm
4.4W 

640lm
5.5W 

806lm
7W 

1055lm
7.7W 

1531lm
12W  

Incandescent 25W 40W 50W 60W 72W 100W

Halogen 18W 28W 35W 42W 53W 70W

CFL 7W 9W 11W 15W 20W 25W

92%

Energy saving 
Retro range

Filament Chip Technology (FCT) 

Combination of high performance LED chip, linear LED  
filament construction and premium gas-fill delivers best-in-class 
LED product with similar look and lighting distribution  
as incandescent lamp and up to 92% energy savings.

Reduces CO2 emission 

Payback in less than One Year as ToLEDo Retro reduces 
electricity consumption by up to 92% compared to incandescent 
or halogen energy savers.

Features 

 + 300° omni-directional light distribution

 + Similar look and construction as incandescent lamps

 + Excellent heat dissipation compared to SMD or COB LED lamps

 + Best-in-class lumen efficacy

 + Sparkling light e�ect

 + Up to 92% energy savings – Higher than standard LED lamps 
and compact fluorescent lamps
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EVO RANGE 37

SYLCONE RETRO / PENDANT
The classic look with the latest technology

TOLEDO RETRO 
SYLCONE GA200  

TOLEDO RETRO 
SYLCONE DC200 

TOLEDO RETRO 
SYLCONE GX200

O Unique hand blown glass lamps available in 3 designs

O Combines contemporary aesthetics and innovative LED filament chip 
technology (FCT) to create popular retro look and warm ambiance 
similar to traditional lamps.

O Colour temperature of 2000K replicates warm glow e�ect of 
incandescent lighting

O Dimmable on approved dimmers – allows end user to create perfect 
ambient lighting

O High lumen efficacy of 104lm/W

O Environment friendly – no mercury and lower CO 2 emissions.

O Available as lamp only or lamp / pendant kit

O A range of fittings specifically designed to enhance the aesthetic of the 
product (only glass and metal visible)

Features

GX200DC200GA200

Lamp and Pendant Kits

*0043314 SYLCONE PENDANT BLACK RETRO GA200
*0043315 SYLCONE PENDANT BLACK RETRO DC200
*0043316 SYLCONE PENDANT BLACK RETRO GX200
*0043306 SYLCONE SURFACE BLACK RETRO DC200

Code  Description  Voltage 
(V) 

Power
(W)

Luminous
flux (lm)

Efficiency
(lm/W)

Colour 
temp 
(K) 

Base Life  
(H) 

Equivalent
wattage

(W)

Energy 
class

Sales
pack size

Sylcone 200mm Golden

0027117 ToLEDo Retro SylCone GA200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027118 ToLEDo Retro SylCone DC200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027119 ToLEDo Retro SylCone GX200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2

Lamps Dimensions  
(mm)

E27 

GA200
H 175
W 200

DC200
H 160
W 200

GX200
H 163
W 200

Product information

Lamp only codes – see below for pendant and lamp kits.

*Complete with Black Sylcone Retro pendant and lamp.
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SYLCONE RETRO / PENDANT
The classic look with the latest technology

TOLEDO RETRO 
SYLCONE GA200  

TOLEDO RETRO 
SYLCONE DC200 

TOLEDO RETRO 
SYLCONE GX200

O Unique hand blown glass lamps available in 3 designs

O Combines contemporary aesthetics and innovative LED filament chip 
technology (FCT) to create popular retro look and warm ambiance 
similar to traditional lamps.

O Colour temperature of 2000K replicates warm glow e�ect of 
incandescent lighting

O Dimmable on approved dimmers – allows end user to create perfect 
ambient lighting

O High lumen efficacy of 104lm/W

O Environment friendly – no mercury and lower CO 2 emissions.

O Available as lamp only or lamp / pendant kit

O A range of fittings specifically designed to enhance the aesthetic of the 
product (only glass and metal visible)

Features

GX200DC200GA200

Lamp and Pendant Kits

*0043314 SYLCONE PENDANT BLACK RETRO GA200
*0043315 SYLCONE PENDANT BLACK RETRO DC200
*0043316 SYLCONE PENDANT BLACK RETRO GX200
*0043306 SYLCONE SURFACE BLACK RETRO DC200

Code  Description  Voltage 
(V) 

Power
(W)

Luminous
flux (lm)

Efficiency
(lm/W)

Colour 
temp 
(K) 

Base Life  
(H) 

Equivalent
wattage

(W)

Energy 
class

Sales
pack size

Sylcone 200mm Golden

0027117 ToLEDo Retro SylCone GA200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027118 ToLEDo Retro SylCone DC200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027119 ToLEDo Retro SylCone GX200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2

Lamps Dimensions  
(mm)

E27 

GA200
H 175
W 200

DC200
H 160
W 200

GX200
H 163
W 200

Product information

Lamp only codes – see below for pendant and lamp kits.

*Complete with Black Sylcone Retro pendant and lamp.
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Sylvania o�ers the largest range of dimmable 
lamps in GLS, Candle, Ball and ST64 shapes and 
available in three di�erent colour categories –  
MagmaGlow (1700K), Candlelight (2000K, 2500K) 
and Homelight (2700K).

ToLEDo Retro dimmable lamps are extensively tested on wide varieties of 
dimmers and can be smoothly dimmed from 100% - 10% according to 
di�erent needs and application.

10% 100%

True 
dimmable 
lamps

34 EVO RANGE

The award-winning SylCone Retro range perfectly combines contemporary 
aesthetics and technology with vintage stylistics to create a unique range of 
decorative luminaires.

The hand-blown glass lamp is available in three unique designs and 
incorporates the latest LED filament technology to provide a powerful yet 
efficient light source that replicates a warm glow of traditional, incandescent 
lighting with colour temperature of 2000K and an 85% energy saving 
compared to incandescent and a longer lifetime of 15,000 hours.

The range has recently won the Red Dot Award: Product Design 2016 .

SYLCONE RETRO / PENDANT
The vintage look with the latest technology

A range of lamps only for 
retrofit or complete pendant 
kits including lamp and fixtures 
o�ering a stylish, decorative 
finish to any design scheme.
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Features

ToLEDo RETRO DIMMABLE
The classic look with the latest technology

Code Description Voltage 
(V)

Power 
(W)

Luminous  
flux (lm)

Efficiency
(lm/W)

Colour 
temperature 
(K)

Base Life 
(hours)

Equivalent 
wattage 
(DIM2)

Energy 
class

Sales Pack 
Size

GLS A60 MagmaGlow - Golden

0027471 ToLEDo RT A60 V2 GL DIM 360lm E27 SL 220-240 5.5 360 65 1700 E27 15,000 33 A+ 6

GLS A60 Homelight - Clear

0027549 ToLEDo RT A60 V2 CL DIM 640lm E27 SL 220-240 5.5 640 116 2700 E27 15,000 50 A++ 6

0027474 ToLEDo RT A60 V2 CL DIM 806lm B22 SL 220-240 7.0 806 115 2700 B22 15,000 60 A++ 6

0027475 ToLEDo RT A60 V2 CL DIM 806lm E27 SL 220-240 7.0 806 115 2700 E27 15,000 60 A++ 6

ST64 Magmaglow - Golden

0027504 ToLEDo RT ST64 V2 GL DIM 360lm E27 SL 220-240 5.5 360 65 1700 E27 15,000 33 A+ 6

ST64 Candlelight - Golden

0027505 ToLEDo RT ST64 V2 GL DIM 560lm B22 SL 220-240 5.5 560 102 2400 B22 15,000 45 A++ 6

0027506 ToLEDo RT ST64 V2 GL DIM 560lm E27 SL 220-240 5.5 560 102 2400 E27 15,000 45 A++ 6

ST64 Homelight - Clear

0027509 ToLEDo RT ST64 V2 CL DIM 806lm B22 SL 220-240 7.0 806 115 2700 B22 15,000 60 A++ 6

0027510 ToLEDo RT ST64 V2 CL DIM 806lm E27 SL 220-240 7.0 806 115 2700 E27 15,000 60 A++ 6

Product information

Perfect for decorative and general lighting applications and creates 
a warm ambiance similar to traditional lamps

Same look, size and functionality as incandescent lamps

The combination of innovative filament chip technology and 
dimming functionality make it an ideal solution for both hospitality 
application and for general lighting

Suitable for replacement of up to 60W incandescent lamps

A++ energy rating - up to 115 lm/W

Dimming functionality helps to vary lighting scene as lamps can be 
dimmed from 100% to 10% and reduces energy consumption as 
well

 

Omni-directional light distribution

 

Environment friendly - no mercury and lower CO2 emissions

 

Dimmable on approved dimmers

 

Available in Homelight (2700K), Candlelight (2400K) and 
MagmaGlow (1700K) colour temperatures

Dimensions  (mm)

ST64GLS A60

Lamps Dimensions  
(mm)

E27 B22 

A60
H 105 104
W 60 60

ST64
H 143 142
W 64 64

ST64GLS A60

EVO RANGE 37

SYLCONE RETRO / PENDANT
The classic look with the latest technology

TOLEDO RETRO 
SYLCONE GA200  

TOLEDO RETRO 
SYLCONE DC200 

TOLEDO RETRO 
SYLCONE GX200

O Unique hand blown glass lamps available in 3 designs

O Combines contemporary aesthetics and innovative LED filament chip 
technology (FCT) to create popular retro look and warm ambiance 
similar to traditional lamps.

O Colour temperature of 2000K replicates warm glow e�ect of 
incandescent lighting

O Dimmable on approved dimmers – allows end user to create perfect 
ambient lighting

O High lumen efficacy of 104lm/W

O Environment friendly – no mercury and lower CO 2 emissions.

O Available as lamp only or lamp / pendant kit

O A range of fittings specifically designed to enhance the aesthetic of the 
product (only glass and metal visible)

Features

GX200DC200GA200

Lamp and Pendant Kits

*0043314 SYLCONE PENDANT BLACK RETRO GA200
*0043315 SYLCONE PENDANT BLACK RETRO DC200
*0043316 SYLCONE PENDANT BLACK RETRO GX200
*0043306 SYLCONE SURFACE BLACK RETRO DC200

Code  Description  Voltage 
(V) 

Power
(W)

Luminous
flux (lm)

Efficiency
(lm/W)

Colour 
temp 
(K) 

Base Life  
(H) 

Equivalent
wattage

(W)

Energy 
class

Sales
pack size

Sylcone 200mm Golden

0027117 ToLEDo Retro SylCone GA200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027118 ToLEDo Retro SylCone DC200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027119 ToLEDo Retro SylCone GX200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2

Lamps Dimensions  
(mm)

E27 

GA200
H 175
W 200

DC200
H 160
W 200

GX200
H 163
W 200

Product information

Lamp only codes – see below for pendant and lamp kits.

*Complete with Black Sylcone Retro pendant and lamp.
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40 EVO RANGE

O Perfect for decorative and general lighting applications and creates a warm ambiance 
similar to traditional lamps

O Same construction and functionality as incandescent lamps

O The combination of innovative filament chip technology and dimming functionality 
make it an ideal solution for both hospitality application and for general lighting

O Suitable for replacement of up to 40W incandescent lamps

O A++ energy rating – up to 104 lm/W

O Sparkling light output

O Omni-directional light distribution

O Environment friendly – no mercury and lower CO 2 emissions

O Dimmable on approved dimmers

O Specially designed snap-on decorative rings for E14 lamp in metallic golden and silver 
finish to enhance lamp aesthetics

O Up to 89% energy saving compared to incandescent lamps

O Available in Homelight (2700K) and MagmaGlow (1700K) colour temperatures

Features

ToLEDo RETRO DIMMABLE
The classic look with the latest technology

CANDLE V2BALL V2CANDLE V1

Lamps Dimensions 
(mm)

E14 E27 B15 B22 

Ball
H 106 84 - 83
W 45 45 - 45

Candle
H 117 92 116 91
W 35 35 35 35

Code Description Voltage 
(V) 

Power
(W)

Luminous
flux (lm)

Efficiency
(lm/W)

Colour 
temp 
(K) 

Base Life  
(H) 

Equivalent
wattage

(W)

Energy class Sales
pack size

Candle C35 Magmaglow – Golden

0027113 ToLEDo RT Dim Candle GL 260lm E14 SL 220-240 4.5 260 58 1700 E14 15,000 26 A+ 6

0027488 ToLEDo RT Dim V2 Candle GL 260lm E27 SL 220-240 4.5 260  58 1700 E27 15,000 26 A+ 6
Candle C35 Homelight – Clear

0027292 ToLEDo RT Dim Candle 470lm E14 SL 220-240 4.5 470 104 2700 E14 15,000 40 A++ 6
0027494 ToLEDo RT Dim V2 Candle CL 470lm B22 SL 220-240 4.5 470  104 2700 B22 15,000 40 A++ 6
0027496 ToLEDo RT Dim V2 Candle CL 470lm E27 SL 220-240 4.5 470  104 2700 E27 15,000 40 A++ 6
Ball G45 Homelight – Clear

0027250 ToLEDo RT Dim Ball 470lm E14 SL 220-240 4.5 470 104 2700 E14 15,000 40 A++ 6
0027480 ToLEDo RT Dim V2 Ball CL 470lm B22 SL         220-240 4.5 470  104 2700 B22 15,000 40 A++ 6
0027482 ToLEDo RT Dim V2 Ball CL 470lm E27 SL         220-240 4.5 470  104 2700 E27 15,000 40 A++ 6

BallCandle

Code  Description  Lamp Base Colour Sales
pack size

Golden Ring

0027320 ToLEDo RT Ring E14 Golden B/C Ball/Candle E14 Golden 6

RING GOLDEN

Product information

Product information
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34 EVO RANGE

The award-winning SylCone Retro range perfectly combines contemporary 
aesthetics and technology with vintage stylistics to create a unique range of 
decorative luminaires.

The hand-blown glass lamp is available in three unique designs and 
incorporates the latest LED filament technology to provide a powerful yet 
efficient light source that replicates a warm glow of traditional, incandescent 
lighting with colour temperature of 2000K and an 85% energy saving 
compared to incandescent and a longer lifetime of 15,000 hours.

The range has recently won the Red Dot Award: Product Design 2016 .

SYLCONE RETRO / PENDANT
The vintage look with the latest technology

A range of lamps only for 
retrofit or complete pendant 
kits including lamp and fixtures 
o�ering a stylish, decorative 
finish to any design scheme.
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EVO RANGE 41

GLS A60
CLEAR

GLS A60
FROSTED

GLS A60 CROWN 
SILVER

ST64 GOLDENST64 CLEARGLS A67 
CLEAR

ToLEDo RETRO NON-DIMMABLE
The classic look with the latest technology

O Perfect for decorative and general lighting applications and 
creates a warm ambiance similar to traditional lamps

O Omni-directional light distribution

O A++ energy rating – up to 134 lm/W

O Suitable for replacement of up to 100W incandescent lamps

O Gives same sparkling light e�ect as incandescent lamp

O Up to 90% energy saving compared to incandescent lamps

O Dimensionally identical to incandescent lamps – fits all fixtures

Features

Code Description Voltage 
(V) 

Power
(W)

Luminous
flux (lm)

Efficiency
(lm/W)

Colour 
temp 
(K) 

Base Life 
(H) 

Equivalent
wattage

(W)

Energy 
class

Sales
pack size

GLS A60 Clear

0027160 ToLEDo RT A60 470lm E27 SL  220-240 4.4 470 107 2700 E27 15,000 40 A++ 6
0027162 ToLEDo RT A60 470lm B22 SL  220-240 4.4 470 107 2700 B22 15,000 40 A++ 6
0027163 ToLEDo RT A60 640lm E27 SL  220-240 5.5 640 116 2700 E27 15,000 50 A++ 6
0027340 ToLEDo RT V2 A60 806lm B22 SL  220-240 7 806 115 2700 B22 15,000 60 A++ 6
0027341 ToLEDo RT V2 A60 806lm E27 SL  220-240 7 806 115 2700 E27 15,000 60 A++ 6
0027137 ToLEDo RT A60 1055lm E27 SL  220-240 7.7 1055 137 2700 E27 15,000 75 A++ 6

GLS A60 Clear 4000K

0027326 ToLEDo RT A60 470lm E27 SL   220-240 4.4 470 107 4000 E27 15,000 40 A++ 6
0027328 ToLEDo RT V2 A60 806lm E27 SL 220-240 7 806 115 4000 E27 15,000 40 A++ 6
0027330 ToLEDo RT A60 1055lm E27 SL 220-240 7.7 1055 137 4000 E27 15,000 75 A++ 6

GLS A67 Clear

0027143 ToLEDo RT A67 1531lm E27 SL  220-240 12 1531 127 2700 E27 15,000 100 A++ 6

GLS A60 Frosted

0027154 ToLEDo RT A60 ST 470lm B22 SL  220-240 4.4 470 107 2700 B22 15,000 40 A++ 6
0027156 ToLEDo RT A60 ST 470lm E27 SL  220-240 4.4 470 107 2700 E27 15,000 40 A++ 6
0027310 ToLEDo RT V2 A60 806lm B22 SL  220-240 7 806 115 2700 B22 15,000 60 A++ 6
0027312 ToLEDo RT V2 A60 806lm E27 SL  220-240 7 806 115 2700 E27 15,000 60 A++ 6

GLS A60 Crown Silver 

0027157 ToLEDo RT CS A60 400lm E27 SL  220-240 4.4 400 91 2700 E27 15,000 35 A++ 6
0027159 ToLEDo RT CS A60 400lm B22 SL  220-240 4.4 400 91 2700 B22 15,000 35 A++ 6

ST64 Clear

0027175 ToLEDo RT ST64 470lm E27 SL  220-240 4.4 470 107 2700 E27 15,000 40 A++ 6

ST64 Golden

0027177 ToLEDo RT ST64 GL 380lm E27 SL  220-240 4.4 380 86 2500 E27 15,000 35 A++ 6

A60 ST64 A67

Lamps Dimensions 
(mm)

E27 B22 

A60
H 105 102
W 60 60

ST64
H 145 -
W 64 -

A67
H 118 -
W 67 -

Product information
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SYLCONE RETRO / PENDANT
The classic look with the latest technology

TOLEDO RETRO 
SYLCONE GA200  

TOLEDO RETRO 
SYLCONE DC200 

TOLEDO RETRO 
SYLCONE GX200

O Unique hand blown glass lamps available in 3 designs

O Combines contemporary aesthetics and innovative LED filament chip 
technology (FCT) to create popular retro look and warm ambiance 
similar to traditional lamps.

O Colour temperature of 2000K replicates warm glow e�ect of 
incandescent lighting

O Dimmable on approved dimmers – allows end user to create perfect 
ambient lighting

O High lumen efficacy of 104lm/W

O Environment friendly – no mercury and lower CO 2 emissions.

O Available as lamp only or lamp / pendant kit

O A range of fittings specifically designed to enhance the aesthetic of the 
product (only glass and metal visible)

Features

GX200DC200GA200

Lamp and Pendant Kits

*0043314 SYLCONE PENDANT BLACK RETRO GA200
*0043315 SYLCONE PENDANT BLACK RETRO DC200
*0043316 SYLCONE PENDANT BLACK RETRO GX200
*0043306 SYLCONE SURFACE BLACK RETRO DC200

Code  Description  Voltage 
(V) 

Power
(W)

Luminous
flux (lm)

Efficiency
(lm/W)

Colour 
temp 
(K) 

Base Life  
(H) 

Equivalent
wattage

(W)

Energy 
class

Sales
pack size

Sylcone 200mm Golden

0027117 ToLEDo Retro SylCone GA200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027118 ToLEDo Retro SylCone DC200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027119 ToLEDo Retro SylCone GX200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2

Lamps Dimensions  
(mm)

E27 

GA200
H 175
W 200

DC200
H 160
W 200

GX200
H 163
W 200

Product information

Lamp only codes – see below for pendant and lamp kits.

*Complete with Black Sylcone Retro pendant and lamp.
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ToLEDo RETRO NON-DIMMABLE
The classic look with the latest technology

O Perfect for chandeliers 

O Creates a warm ambiance similar to traditional lamps

O Omni-directional light distribution

O Suitable for replacement of 25W and 40W incandescent candle lamps

O Gives same sparkling light e�ect as incandescent lamps

O Up to 92% energy saving compared to incandescent lamps

O Dimensionally identical to incandescent lamps – fits all fixtures

O The versatile ToLEDo Retro candle range is the ideal replacement for 
incandescent lamps and perfect for chandeliers and decorative applications

O New ToLEDo Retro T25 lamp is the ideal replacement for incandescent 
cooker hood lamps

Features

CANDLE
CLEAR

CANDLE
FROSTED

CANDLE
GOLDEN

CANDLE
TWISTER

CANDLE
BENT TIP

T25 
CLEAR

Code Description Voltage 
(V) 

Power
(W)

Luminous
flux (lm)

Efficiency
(lm/W)

Colour 
temp 
(K) 

Base Life 
(H) 

Equivalent
wattage

(W)

Energy class Sales
pack size

Candle C35 Clear

0027180 ToLEDo RT Candle 250lm E14 SL 220-240 2.1 250 119 2700 E14 15,000 25 A++ 6
0027182 ToLEDo RT Candle 250lm B22 SL 220-240 2.1 250 119 2700 B22 15,000 25 A++ 6
0027280 ToLEDo RT Candle 470lm B22 SL 220-240 4.4 470 107 2700 B22 15,000 40 A++ 6
0027282 ToLEDo RT Candle 470lm E14 SL 220-240 4.4 470 107 2700 E14 15,000 40 A++ 6
0027284 ToLEDo RT Candle 470lm E27 SL 220-240 4.4 470 107 2700 E27 15,000 40 A++ 6

Candle C35 Frosted

0027285 ToLEDo RT Candle ST 470lm B22 SL 220-240 4.8 470 98 2700 B22 15,000 40 A++ 6
0027287 ToLEDo RT Candle ST 470lm E14 SL 220-240 4.8 470 98 2700 E14 15,000 40 A++ 6
0027289 ToLEDo RT Candle ST 470lm E27 SL 220-240 4.8 470 98 2700 E27 15,000 40 A++ 6

Candle C35 Golden

0027332 ToLEDo RT Candle GL 200lm E14 SL 220-240 2.1 200 95 2400 E14 15,000 21 A++ 6
0027334 ToLEDo RT Candle GL 400lm E14 SL 220-240 4.4 400 91 2400 E14 15,000 35 A++ 6

Candle TW35 Twister

0027336 ToLEDo RT Candle TW 250lm E14 SL 220-240 2.1 250 119 2700 E14 15,000 25 A++ 6
0027338 ToLEDo RT Candle TW 470lm E14 SL 220-240 4.4 470 107 2700 E14 15,000 40 A++ 6

Candle C35 Bent tip

0027183 ToLEDo RT Candle Bent tip 250lm E14 SL 220-240 2.1 250 119 2700 E14 15,000 25 A++ 6

T25 Clear

0027243 ToLEDo RT T25 250lm E14 SL 220-240 2.0 250 125 2700 E14 15,000 25 A++ 6

Lamps Dimensions 
(mm)

E14 E27 B22 

Candle Clear, 
Golden and 
Twister

H 99 92 90.5

W 35 35 35

Bent tip
H 120 - -
W 35 - -

T25 Clear
H 86 - -
W 25 - -

Candle Bent tip T25Twisted 
Candle

H H

W W

H

W

H H

W W

Product information
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34 EVO RANGE

The award-winning SylCone Retro range perfectly combines contemporary 
aesthetics and technology with vintage stylistics to create a unique range of 
decorative luminaires.

The hand-blown glass lamp is available in three unique designs and 
incorporates the latest LED filament technology to provide a powerful yet 
efficient light source that replicates a warm glow of traditional, incandescent 
lighting with colour temperature of 2000K and an 85% energy saving 
compared to incandescent and a longer lifetime of 15,000 hours.

The range has recently won the Red Dot Award: Product Design 2016 .

SYLCONE RETRO / PENDANT
The vintage look with the latest technology

A range of lamps only for 
retrofit or complete pendant 
kits including lamp and fixtures 
o�ering a stylish, decorative 
finish to any design scheme.
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EVO RANGE 43

GlobeBallBall E14

O Perfect for decorative and general lighting applications and 
creates a warm ambiance similar to traditional lamps

O Omni-directional light distribution

O First lamp of its type to achieve A++ rating – up to 133 lm/W

O Suitable for replacement of up to 100W incandescent lamps

O Gives same sparkling light e�ect as incandescent lamp

O Up to 90% energy saving compared to incandescent lamps

O Dimensionally identical to incandescent lamps – fits all fixtures

Lamps Dimensions 
(mm)

E14 E27 B22 

Ball
H 84 84 82.5
W 45 45 45

Globe 
G80 mm

H - 115 113
W - 80 80

Globe 
G120 mm

H - 168 166
W - 124 124

Features

ToLEDo RETRO NON-DIMMABLE
The classic look with the latest technology

BALL 
CLEAR

BALL 
FROSTED

GLOBE 
G80

GLOBE 
G120

Code Description Voltage 
(V) 

Power
(W)

Luminous
flux (lm)

Efficiency
(lm/W)

Colour 
temp 
(K) 

Base Life
(H) 

Equivalent
wattage

(W)

Energy class Sales
pack size

Ball G45 Clear

0027236 ToLEDo RT Ball 250lm B22 SL  220-240 2.1 250 119 2700 B22 15,000 25 A++ 6
0027238 ToLEDo RT Ball 250lm E14 SL  220-240 2.1 250 119 2700 E14 15,000 25 A++ 6
0027240 ToLEDo RT Ball 250lm E27 SL  220-240 2.1 250 119 2700 E27 15,000 25 A++ 6
0027244 ToLEDo RT Ball 420lm B22 SL  220-240 4.4 470 107 2700 B22 15,000 40 A++ 6
0027246 ToLEDo RT Ball 420lm E14 SL  220-240 4.4 470 107 2700 E14 15,000 40 A++ 6
0027248 ToLEDo RT Ball 420lm E27 SL  220-240 4.4 470 107 2700 E27 15,000 40 A++ 6

Ball G45 Frosted

0027255 ToLEDo RT Ball ST 400lm B22 SL  220-240 4.8 470 98 2700 B22 15,000 40 A++ 6
0027257 ToLEDo RT Ball ST 400lm E14 SL  220-240 4.8 470 98 2700 E14 15,000 40 A++ 6
0027259 ToLEDo RT Ball ST 400lm E27 SL  220-240 4.8 470 98 2700 E27 15,000 40 A++ 6

Globe G80

0027170 ToLEDo RT G80 470lm E27 SL  220-240 4.4 470 107 2700 E27 15,000 40 A++ 6
0027171 ToLEDo RT G80 470lm B22 SL  220-240 4.4 470 107 2700 B22 15,000 40 A++ 6
0027173 ToLEDo RT G80 640lm E27 SL  220-240 5.5 640 116 2700 E27 15,000 50 A++ 6
0027174 ToLEDo RT G80 640lm B22 SL  220-240 5.5 640 116 2700 B22 15,000 50 A++ 6

Globe G120

0027147 ToLEDo RT G120 1055lm E27 SL 220-240 7.7 1055 137 2700 E27 15,000 75 A++ 6

Product information

G120 1531lm versions available upon request.
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SYLCONE RETRO / PENDANT
The classic look with the latest technology

TOLEDO RETRO 
SYLCONE GA200  

TOLEDO RETRO 
SYLCONE DC200 

TOLEDO RETRO 
SYLCONE GX200

O Unique hand blown glass lamps available in 3 designs

O Combines contemporary aesthetics and innovative LED filament chip 
technology (FCT) to create popular retro look and warm ambiance 
similar to traditional lamps.

O Colour temperature of 2000K replicates warm glow e�ect of 
incandescent lighting

O Dimmable on approved dimmers – allows end user to create perfect 
ambient lighting

O High lumen efficacy of 104lm/W

O Environment friendly – no mercury and lower CO 2 emissions.

O Available as lamp only or lamp / pendant kit

O A range of fittings specifically designed to enhance the aesthetic of the 
product (only glass and metal visible)

Features

GX200DC200GA200

Lamp and Pendant Kits

*0043314 SYLCONE PENDANT BLACK RETRO GA200
*0043315 SYLCONE PENDANT BLACK RETRO DC200
*0043316 SYLCONE PENDANT BLACK RETRO GX200
*0043306 SYLCONE SURFACE BLACK RETRO DC200

Code  Description  Voltage 
(V) 

Power
(W)

Luminous
flux (lm)

Efficiency
(lm/W)

Colour 
temp 
(K) 

Base Life  
(H) 

Equivalent
wattage

(W)

Energy 
class

Sales
pack size

Sylcone 200mm Golden

0027117 ToLEDo Retro SylCone GA200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027118 ToLEDo Retro SylCone DC200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027119 ToLEDo Retro SylCone GX200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2

Lamps Dimensions  
(mm)

E27 

GA200
H 175
W 200

DC200
H 160
W 200

GX200
H 163
W 200

Product information

Lamp only codes – see below for pendant and lamp kits.

*Complete with Black Sylcone Retro pendant and lamp.
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Introducing the new Sylvania ToLEDo™ Vintage, the first range that 
can truly replicate the lit e�ect of incandescent vintage lamps.

The Sylvania ToLEDo™ Vintage lamps feature innovative Flexible 
Filament Chip Technology (FFCT), which has been specifically 
designed to create the popular low-lit vintage e�ect. They are 
superior in design than standard LED filament lamps and will allow 
customers to save energy without compromising on the light quality 
or ambience. The ToLEDo™ Vintage ticks all the boxes for lit e�ect, 
design, no glare and efficiency.

Ideal for hotels, restaurants, heritage lighting, bars and decorative 
applications, the new lamps are available in three unique filament 
constructions – Helix, Cord and Flow – to replicate the filament 
design within traditional incandescent lamps.

Cord

Helix

Flow
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Introducing the new Sylvania ToLEDo™ Vintage, the first range that 
can truly replicate the lit e�ect of incandescent vintage lamps.

The Sylvania ToLEDo™ Vintage lamps feature innovative Flexible 
Filament Chip Technology (FFCT), which has been specifically 
designed to create the popular low-lit vintage e�ect. They are 
superior in design than standard LED filament lamps and will allow 
customers to save energy without compromising on the light quality 
or ambience. The ToLEDo™ Vintage ticks all the boxes for lit e�ect, 
design, no glare and efficiency.

Ideal for hotels, restaurants, heritage lighting, bars and decorative 
applications, the new lamps are available in three unique filament 
constructions – Helix, Cord and Flow – to replicate the filament 
design within traditional incandescent lamps.

Cord

Helix

Flow
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ToLEDo™ Vintage G120 250lm ToLEDo™ Vintage G95 250lm

The new ToLEDo™ Vintage collection is truly state-of-the-art. Ideal for hotels, restaurants, heritage lighting, bars and decorative 
applications, the lamps provide omni-directional light distribution of 300°. The range is available in Candle, A60, ST64, 
Globe 95mm and Globe 125mm lamp types in a golden tinted glass envelope and emits no glare. The ToLEDo™ Vintage 
has a low colour temperature of 2000K across the range and provides a low lumen output of up to 250lm to create the desired 
warm and cosy low-lit e�ect. 

With dimmable and non-dimmable options as standard, the ToLEDo™ Vintage lamp o�ers up to 92% energy savings, compared 
to 60W incandescent vintage lamps, has an average lifespan of 15,000 hours, and an impressive 100,000 switching  cycles. 
The entire range also delivers impressive lumen efficacy to help reduce CO2 emissions and is environmentally friendly 
with no mercury contained in the lamp. The dimmable models have also been extensively tested to ensure it can be dimmed
smoothly from 100% to 10%. The lamps come with a three year warranty for peace-of-mind.     

ToLEDo  Vintage Range™

ToLEDo™  Vintage ST64 250lm ToLEDo™ VintageVintage A60 125lm  ToLEDo™  Vintage Vintage Candle 125lm

ToLEDo Vintage
Light is beautiful

Features

O

O

O

O

New and innovative Flexible Filament Chip Technology 
(FFCT) designed to create the low-lit vintage e�ect.

The ideal LED solution to replace incandescent 
vintage lamps.

Low glare – suitable for low height installation.

2000K colour temperature, to create a cosy ambience.

15,000 hours average rated life. Last 7.5 times longer 
than incandescent vintage lamps.

Omni-directional light distribution – 300°.

Low-lumen output to create low-lit e�ect – 
up to 250lm.

Up to 92% energy saving.

Dimmable and non-dimmable solutions.

More than 100,000X switching cycles.

3 years warranty.

Environment friendly – no mercury and lower
CO2 emissions.  

O

O

O

O

O

O

O

O

EVO RANGE 37

SYLCONE RETRO / PENDANT
The classic look with the latest technology

TOLEDO RETRO 
SYLCONE GA200  

TOLEDO RETRO 
SYLCONE DC200 

TOLEDO RETRO 
SYLCONE GX200

O Unique hand blown glass lamps available in 3 designs

O Combines contemporary aesthetics and innovative LED filament chip 
technology (FCT) to create popular retro look and warm ambiance 
similar to traditional lamps.

O Colour temperature of 2000K replicates warm glow e�ect of 
incandescent lighting

O Dimmable on approved dimmers – allows end user to create perfect 
ambient lighting

O High lumen efficacy of 104lm/W

O Environment friendly – no mercury and lower CO 2 emissions.

O Available as lamp only or lamp / pendant kit

O A range of fittings specifically designed to enhance the aesthetic of the 
product (only glass and metal visible)

Features

GX200DC200GA200

Lamp and Pendant Kits

*0043314 SYLCONE PENDANT BLACK RETRO GA200
*0043315 SYLCONE PENDANT BLACK RETRO DC200
*0043316 SYLCONE PENDANT BLACK RETRO GX200
*0043306 SYLCONE SURFACE BLACK RETRO DC200

Code  Description  Voltage 
(V) 

Power
(W)

Luminous
flux (lm)

Efficiency
(lm/W)

Colour 
temp 
(K) 

Base Life  
(H) 

Equivalent
wattage

(W)

Energy 
class

Sales
pack size

Sylcone 200mm Golden

0027117 ToLEDo Retro SylCone GA200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027118 ToLEDo Retro SylCone DC200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027119 ToLEDo Retro SylCone GX200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2

Lamps Dimensions  
(mm)

E27 

GA200
H 175
W 200

DC200
H 160
W 200

GX200
H 163
W 200

Product information

Lamp only codes – see below for pendant and lamp kits.

*Complete with Black Sylcone Retro pendant and lamp.
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* Product made to order.

Code Description Voltage 
(V)

Power 
(W)

Luminous 
flux (lm)

Efficacy
(lm/W)

Colour 
temperature 

(K)

Base Life 
(hours)

Energy 
class

Lamp 
height
(mm)

Lamp  
width
(mm)

Filament 
shape

ToLEDo™ Vintage Candle

0027970  ToLEDo™ Vintage Candle 125lm B22 SL* 220-240 2.3 125 54 2000 B22 15,000 A+ 91 35 Cord
0027972  ToLEDo™ Vintage Candle 125lm E27 SL 220-240 2.3 125 54 2000 E27 15,000 A+ 93 35 Cord
0028010  ToLEDo™ Vintage Candle 125lm E14 SL 220-240 2.3 125 54 2000 E14 15,000 A+ 97 35 Cord

ToLEDo™ Vintage A60

0027974  ToLEDo™ Vintage A60 125lm B22 SL* 220-240 2.3 125 54 2000 B22 15,000 A+ 102 60 Cord
0027976  ToLEDo™ Vintage A60 125lm E27 SL 220-240 2.3 125 54 2000 E27 15,000 A+ 104 60 Cord

ToLEDo™ Vintage ST64

0027978  ToLEDo™ Vintage ST64 250lm B22 SL* 220-240 5 250 50 2000 B22 15,000 A 138 64 Flow
0027980  ToLEDo™ Vintage ST64 250lm E27 SL 220-240 5 250 50 2000 E27 15,000 A 140 64 Flow

ToLEDo™ Vintage ST64 Dim

0028000  ToLEDo™ Vintage ST64 Dim 250lm B22 SL* 220-240 5.5 250 45 2000 B22 15,000 A 138 64 Flow
0028002  ToLEDo™ Vintage ST64 Dim 250lm E27 SL 220-240 5.5 250 45 2000 E27 15,000 A 140 64 Flow

ToLEDo™ Vintage G95

0027982  ToLEDo™ Vintage G95 250lm B22 SL* 220-240 5 250 50 2000 B22 15,000 A 138 95 Helix
0027984  ToLEDo™ Vintage G95 250lm E27 SL 220-240 5 250 50 2000 E27 15,000 A 140 95 Helix

ToLEDo™ Vintage G95 Dim

0028004  ToLEDo™ Vintage G95 Dim 250lm B22 SL* 220-240 5.5 250 45 2000 B22 15,000 A 138 95 Helix
0028006  ToLEDo™ Vintage G95 Dim 250lm E27 SL 220-240 5.5 250 45 2000 E27 15,000 A 140 95 Helix

ToLEDo™ Vintage G120

0027986  ToLEDo™ Vintage G120 250lm B22 SL* 220-240 5 250 50 2000 B22 15,000 A 176 125 Helix
0027987  ToLEDo™ Vintage G120 250lm E27 SL 220-240 5 250 50 2000 E27 15,000 A 178 125 Helix

ToLEDo™ Vintage G120 Dim
0028008  ToLEDo™ Vintage G120 Dim 250lm B22 SL* 220-240 5.5 250 45 2000 B22 15,000 A 176 125 Helix
0028009  ToLEDo™ Vintage G120 Dim 250lm E27 SL 220-240 5.5 250 45 2000 E27 15,000 A 178 125 Helix

Product information
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EVO RANGE 43

O

O

O

O

Features

Code Description Voltage 
(V) 

Power
(W)

Luminous
flux (lm)

Efficiency
(lm/W)

Colour 
temp 

(K) 

Base Life 
(H) 

Equivalent
wattage

(W)

Energy 
class

Sales
pack size

GLS A60 Clear

0029919 ToLEDo VINTAGE G200 DIM 300LM B22 SL  220-240 5.5 300 55 2000 E27 15,000 40 A 6
0029920 ToLEDo VINTAGE G200 DIM 300LM E27 SL  220-240 5.5 300 55 2000 B22 15,000 40 A 6
0029921 ToLEDo VINTAGE A160 DIM 300LM B22 SL  220-240 5.5 300 55 2000 E27 15,000 50 A 6

0029922 ToLEDo VINTAGE A160 DIM 300LM E27 S 220-240 5.5 300 55 2000 E27 15,000 40 A 6

Product information
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Large sized globes for decorative and general
lighting applications 

Low glare - suitable for low height installation
Perfect for hotels, restaurants, heritage lighting, bars 

The ideal LED solution to replace incandescent 

Low glare – suitable for low height installation

2000K colour temperature, to create a cosy ambience

15,000 hours average rated life. Last 7.5 times longer 
than incandescent vintage lamps

Omni-directional light distribution – 300°

Low-lumen output to create low-lit e�ect – 
up to 300lm

Dimmable

More than 100,000X switching cycles

3 years warranty

Environment friendly – no mercury and lower
CO2 emissions  

O

O

O

O

O

O

O

O

34 EVO RANGE

The award-winning SylCone Retro range perfectly combines contemporary 
aesthetics and technology with vintage stylistics to create a unique range of 
decorative luminaires.

The hand-blown glass lamp is available in three unique designs and 
incorporates the latest LED filament technology to provide a powerful yet 
efficient light source that replicates a warm glow of traditional, incandescent 
lighting with colour temperature of 2000K and an 85% energy saving 
compared to incandescent and a longer lifetime of 15,000 hours.

The range has recently won the Red Dot Award: Product Design 2016 .

SYLCONE RETRO / PENDANT
The vintage look with the latest technology

A range of lamps only for 
retrofit or complete pendant 
kits including lamp and fixtures 
o�ering a stylish, decorative 
finish to any design scheme.
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* Product made to order.

Code Description Voltage 
(V)

Power 
(W)

Luminous 
flux (lm)

Efficacy
(lm/W)

Colour 
temperature 

(K)

Base Life 
(hours)

Energy 
class

Lamp 
height
(mm)

Lamp  
width
(mm)

Filament 
shape

ToLEDo™ Vintage Candle

0027970  ToLEDo™ Vintage Candle 125lm B22 SL* 220-240 2.3 125 54 2000 B22 15,000 A+ 91 35 Cord
0027972  ToLEDo™ Vintage Candle 125lm E27 SL 220-240 2.3 125 54 2000 E27 15,000 A+ 93 35 Cord
0028010  ToLEDo™ Vintage Candle 125lm E14 SL 220-240 2.3 125 54 2000 E14 15,000 A+ 97 35 Cord

ToLEDo™ Vintage A60

0027974  ToLEDo™ Vintage A60 125lm B22 SL* 220-240 2.3 125 54 2000 B22 15,000 A+ 102 60 Cord
0027976  ToLEDo™ Vintage A60 125lm E27 SL 220-240 2.3 125 54 2000 E27 15,000 A+ 104 60 Cord

ToLEDo™ Vintage ST64

0027978  ToLEDo™ Vintage ST64 250lm B22 SL* 220-240 5 250 50 2000 B22 15,000 A 138 64 Flow
0027980  ToLEDo™ Vintage ST64 250lm E27 SL 220-240 5 250 50 2000 E27 15,000 A 140 64 Flow

ToLEDo™ Vintage ST64 Dim

0028000  ToLEDo™ Vintage ST64 Dim 250lm B22 SL* 220-240 5.5 250 45 2000 B22 15,000 A 138 64 Flow
0028002  ToLEDo™ Vintage ST64 Dim 250lm E27 SL 220-240 5.5 250 45 2000 E27 15,000 A 140 64 Flow

ToLEDo™ Vintage G95

0027982  ToLEDo™ Vintage G95 250lm B22 SL* 220-240 5 250 50 2000 B22 15,000 A 138 95 Helix
0027984  ToLEDo™ Vintage G95 250lm E27 SL 220-240 5 250 50 2000 E27 15,000 A 140 95 Helix

ToLEDo™ Vintage G95 Dim

0028004  ToLEDo™ Vintage G95 Dim 250lm B22 SL* 220-240 5.5 250 45 2000 B22 15,000 A 138 95 Helix
0028006  ToLEDo™ Vintage G95 Dim 250lm E27 SL 220-240 5.5 250 45 2000 E27 15,000 A 140 95 Helix

ToLEDo™ Vintage G120

0027986  ToLEDo™ Vintage G120 250lm B22 SL* 220-240 5 250 50 2000 B22 15,000 A 176 125 Helix
0027987  ToLEDo™ Vintage G120 250lm E27 SL 220-240 5 250 50 2000 E27 15,000 A 178 125 Helix

ToLEDo™ Vintage G120 Dim
0028008  ToLEDo™ Vintage G120 Dim 250lm B22 SL* 220-240 5.5 250 45 2000 B22 15,000 A 176 125 Helix
0028009  ToLEDo™ Vintage G120 Dim 250lm E27 SL 220-240 5.5 250 45 2000 E27 15,000 A 178 125 Helix

Product information
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O

O

O

O

Features

Code Description Voltage 
(V) 

Power
(W)

Luminous
flux (lm)

Efficiency
(lm/W)

Colour 
temp 
(K) 

Base Life 
(H) 

Equivalent
wattage

(W)

Energy 
class

Sales
pack size

GLS A60 Clear

0029919 ToLEDo VINTAGE G200 DIM 300LM B22 SL  220-240 5.5 300 55 2000 E27 15,000 40 A 6
0029920 ToLEDo VINTAGE G200 DIM 300LM E27 SL  220-240 5.5 300 55 2000 B22 15,000 40 A 6
0029921 ToLEDo VINTAGE A160 DIM 300LM B22 SL  220-240 5.5 300 55 2000 E27 15,000 50 A 6

0029922 ToLEDo VINTAGE A160 DIM 300LM E27 S 220-240 5.5 300 55 2000 E27 15,000 40 A 6

Product information
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Large sized globes for decorative and general
lighting applications 

Low glare - suitable for low height installation
Perfect for hotels, restaurants, heritage lighting, bars 

The ideal LED solution to replace incandescent 

Low glare – suitable for low height installation

2000K colour temperature, to create a cosy ambience

15,000 hours average rated life. Last 7.5 times longer 
than incandescent vintage lamps

Omni-directional light distribution – 300°

Low-lumen output to create low-lit e�ect – 
up to 300lm

Dimmable

More than 100,000X switching cycles

3 years warranty

Environment friendly – no mercury and lower
CO2 emissions  

O

O

O

O

O

O

O

O

EVO RANGE 37

SYLCONE RETRO / PENDANT
The classic look with the latest technology

TOLEDO RETRO 
SYLCONE GA200  

TOLEDO RETRO 
SYLCONE DC200 

TOLEDO RETRO 
SYLCONE GX200

O Unique hand blown glass lamps available in 3 designs

O Combines contemporary aesthetics and innovative LED filament chip 
technology (FCT) to create popular retro look and warm ambiance 
similar to traditional lamps.

O Colour temperature of 2000K replicates warm glow e�ect of 
incandescent lighting

O Dimmable on approved dimmers – allows end user to create perfect 
ambient lighting

O High lumen efficacy of 104lm/W

O Environment friendly – no mercury and lower CO 2 emissions.

O Available as lamp only or lamp / pendant kit

O A range of fittings specifically designed to enhance the aesthetic of the 
product (only glass and metal visible)

Features

GX200DC200GA200

Lamp and Pendant Kits

*0043314 SYLCONE PENDANT BLACK RETRO GA200
*0043315 SYLCONE PENDANT BLACK RETRO DC200
*0043316 SYLCONE PENDANT BLACK RETRO GX200
*0043306 SYLCONE SURFACE BLACK RETRO DC200

Code  Description  Voltage 
(V) 

Power
(W)

Luminous
flux (lm)

Efficiency
(lm/W)

Colour 
temp 
(K) 

Base Life  
(H) 

Equivalent
wattage

(W)

Energy 
class

Sales
pack size

Sylcone 200mm Golden

0027117 ToLEDo Retro SylCone GA200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027118 ToLEDo Retro SylCone DC200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027119 ToLEDo Retro SylCone GX200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2

Lamps Dimensions  
(mm)

E27 

GA200
H 175
W 200

DC200
H 160
W 200

GX200
H 163
W 200

Product information

Lamp only codes – see below for pendant and lamp kits.

*Complete with Black Sylcone Retro pendant and lamp.
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62 EVO RANGE

Sylvania expands its comprehensive LED product range with the RefLED
Superia V3, a true retro�t replacement for a Halogen GU10 and MR16, with the
energy saving and long life bene�ts of LED technology. The RefLED Superia V3
has been created with a unique shallow depth, full diameter, halogen facetted lens
design which maintains a traditional lamp aesthetic whilst delivering high e�cacy and
a stunning lit e�ect.

The unique halogen inspired facetted lens designs allow the full front face of the
lens to light up without any visible heat sink. This allows the lamp to be used in
any colour downlight or spotlight without colours clashing between lamp and �xture
and o�ering a wide aperture of light unlike
conventional LED lamps.

The RefLED Superia V3 dimmable and non-dimmable options are available with an
impressive 25,000 hours life span meaning minimum maintenance and can be installed 
in ‘hard to access’ areas such as high ceilings and stairways. The RefLED Superia V3 
is available in three colour temperatures – 2700K, 3000K and 4000K – o�ering
customers a choice of light colour to suit their needs.

RefLED Superia ES50 V2.1 delivers superior quality mains voltage LED lighting 

RefLED Superia V3 ES50 & MR16
Light in its purest form

34 EVO RANGE

The award-winning SylCone Retro range perfectly combines contemporary 
aesthetics and technology with vintage stylistics to create a unique range of 
decorative luminaires.

The hand-blown glass lamp is available in three unique designs and 
incorporates the latest LED filament technology to provide a powerful yet 
efficient light source that replicates a warm glow of traditional, incandescent 
lighting with colour temperature of 2000K and an 85% energy saving 
compared to incandescent and a longer lifetime of 15,000 hours.

The range has recently won the Red Dot Award: Product Design 2016 .

SYLCONE RETRO / PENDANT
The vintage look with the latest technology

A range of lamps only for 
retrofit or complete pendant 
kits including lamp and fixtures 
o�ering a stylish, decorative 
finish to any design scheme.
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62 EVO RANGE

Sylvania expands its comprehensive LED product range with the RefLED
Superia V3, a true retro�t replacement for a Halogen GU10 and MR16, with the
energy saving and long life bene�ts of LED technology. The RefLED Superia V3
has been created with a unique shallow depth, full diameter, halogen facetted lens
design which maintains a traditional lamp aesthetic whilst delivering high e�cacy and
a stunning lit e�ect.

The unique halogen inspired facetted lens designs allow the full front face of the
lens to light up without any visible heat sink. This allows the lamp to be used in
any colour downlight or spotlight without colours clashing between lamp and �xture
and o�ering a wide aperture of light unlike
conventional LED lamps.

The RefLED Superia V3 dimmable and non-dimmable options are available with an
impressive 25,000 hours life span meaning minimum maintenance and can be installed 
in ‘hard to access’ areas such as high ceilings and stairways. The RefLED Superia V3 
is available in three colour temperatures – 2700K, 3000K and 4000K – o�ering
customers a choice of light colour to suit their needs.

RefLED Superia ES50 V2.1 delivers superior quality mains voltage LED lighting 

RefLED Superia V3 ES50 & MR16
Light in its purest form

O High performance energy efficient LED GU10 with size and visual
appearance of halogen lamp 

O High lumen output: 400lm-425lm-450lm 

O Unique halogen facetted lens design Ideal for use with any 
colour downlight 

O 25,000 hours average rated life

O

Features

61

Operating voltage: 198-254V Power factor: 0.90 (dimmable) 
and 0.50 (non-dimmable)

High lumen efcacy - up to 90Lm/W

Available in 2700K, 3000K and 4000K Dimmable on approved 
dimmers

O Low power consumption - A+/A++ energy rating

Available in 25° and 40° beam angles.O

O

O

Code General description EAN code Colour Watt 
(W)

Lm/W Useful 
Luminous Flux 

(lm)

Candela 
(Cd)

Beam 
(°)

Dimmable Life 
(hours)

Energy 
Class

Non dimmable  

0027925  RefLED SUPERIA ES50 V3 400LM 827 25° SL 5410288279251 827 5.0 80 400 1400 25 No 25.000 A++

0027926  RefLED SUPERIA ES50 V3 400LM 827 40° SL 5410288279268 827 5.0 80 400 600 40 No 25.000 A++

0027927  RefLED SUPERIA ES50 V3 425LM 830 25° SL 5410288279275 830 5.0 85 425 1500 25 No 25.000 A++

0027928  RefLED SUPERIA ES50 V3 425LM 830 40° SL 5410288279282 830 5.0 85 425 650 40 No 25.000 A++

0027929  RefLED SUPERIA ES50 V3 450LM 840 25° SL 5410288279299 840 5.0 90 450 1600 25 No 25.000 A++

0027930  RefLED SUPERIA ES50 V3 450LM 840 40° SL 5410288279305 840 5.0 90 450 700 40 No 25.000 A++

Dimmable  

0027931  RefLED SUPERIA ES50 V3 400LM DIM 827 25° SL 5410288279312 827 5.5 73 400 1400 25 Yes 25.000 A+

0027932  RefLED SUPERIA ES50 V3 400LM DIM 827 40° SL 5410288279329 827 5.5 73 400 600 40 Yes 25.000 A+

0027933  RefLED SUPERIA ES50 V3 425LM DIM 830 25° SL 5410288279336 830 5.5 77 425 1500 25 Yes 25.000 A+

0027934  RefLED SUPERIA ES50 V3 425LM DIM 830 40° SL 5410288279343 830 5.5 77 425 650 40 Yes 25.000 A+

0027935  RefLED SUPERIA ES50 V3 450LM DIM 840 25° SL 5410288279350 840 5.5 82 450 1600 25 Yes 25.000 A+

0027936  RefLED SUPERIA ES50 V3 450LM DIM 840 40° SL 5410288279367 840 5.5 82 450 700 40 Yes 25.000 A+

Spectral Data
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Homelight - 827
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Dimensions (mm)
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EVO RANGE 37

SYLCONE RETRO / PENDANT
The classic look with the latest technology

TOLEDO RETRO 
SYLCONE GA200  

TOLEDO RETRO 
SYLCONE DC200 

TOLEDO RETRO 
SYLCONE GX200

O Unique hand blown glass lamps available in 3 designs

O Combines contemporary aesthetics and innovative LED filament chip 
technology (FCT) to create popular retro look and warm ambiance 
similar to traditional lamps.

O Colour temperature of 2000K replicates warm glow e�ect of 
incandescent lighting

O Dimmable on approved dimmers – allows end user to create perfect 
ambient lighting

O High lumen efficacy of 104lm/W

O Environment friendly – no mercury and lower CO 2 emissions.

O Available as lamp only or lamp / pendant kit

O A range of fittings specifically designed to enhance the aesthetic of the 
product (only glass and metal visible)

Features

GX200DC200GA200

Lamp and Pendant Kits

*0043314 SYLCONE PENDANT BLACK RETRO GA200
*0043315 SYLCONE PENDANT BLACK RETRO DC200
*0043316 SYLCONE PENDANT BLACK RETRO GX200
*0043306 SYLCONE SURFACE BLACK RETRO DC200

Code  Description  Voltage 
(V) 

Power
(W)

Luminous
flux (lm)

Efficiency
(lm/W)

Colour 
temp 
(K) 

Base Life  
(H) 

Equivalent
wattage

(W)

Energy 
class

Sales
pack size

Sylcone 200mm Golden

0027117 ToLEDo Retro SylCone GA200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027118 ToLEDo Retro SylCone DC200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027119 ToLEDo Retro SylCone GX200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2

Lamps Dimensions  
(mm)

E27 

GA200
H 175
W 200

DC200
H 160
W 200

GX200
H 163
W 200

Product information

Lamp only codes – see below for pendant and lamp kits.

*Complete with Black Sylcone Retro pendant and lamp.
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54 EVO RANGE

O

O

O

O

O

O

O

O

O

O

O

O

FEATURES

 High performance dimmable LED MR16 with size and visual 
appearance of halogen lamp

 Unique halogen facetted lens design – full front face lens with no 
heatsink visible from the front

 High light output: 400lm-425lm-450lm

 High lumen efIcacy – up to 90 lm/W

 Ideal for use with any colour down light

 Available in 2700K, 3000K and 4000K

 Operating voltage: 12V

 Dimmable on approved dimmers*

 25,000 hours average rated life

 Wattage: 5.0W

 Low power consumption - A+/A++ energy rating

 5 Year Warranty

 Lamp dimension: 50x47mm

 High compatibility with electronic and magnetic transformers.

 Available in 25° and 40°

 High power factor 0.9 for dimmable

 

Code General description EAN code Colour Watt 
(W)

Lm/W Useful 
Luminous Flux 

(lm) 

Candela 
(Cd)

Beam 
(°)

Dimmable Life 
(hours)

Energy 
Class

0027950  RefLED SUPERIA MR16 V3 400LM DIM 827 25° SL 5410288279503 827 5.0 80 400 1400 25 Yes 25.000 A+

0027951  RefLED SUPERIA MR16 V3 400LM DIM 827 40° SL 5410288279510 827 5.0 80 400 600 40 Yes 25.000 A+

0027952  RefLED SUPERIA MR16 V3 425LM DIM 830 25° SL 5410288279527 830 5.0 85 425 1500 25 Yes 25.000 A+

0027953  RefLED SUPERIA MR16 V3 425LM DIM 830 40° SL 5410288279534 830 5.0 85 425 650 40 Yes 25.000 A+

0027954  RefLED SUPERIA MR16 V3 450LM DIM 840 25° SL 5410288279541 840 5.0 90 450 1600 25 Yes 25.000 A++

0027955  RefLED SUPERIA MR16 V3 450LM DIM 840 40° SL 5410288279558 840 5.0 90 450 700 40 Yes 25.000 A++

Dimensions (mm) Spectral Data
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Homelight - 827 Warm white - 830 Cool white - 840

RefLED MR16 V3
A�ordable quality & beauty

O

O

O

5YR

34 EVO RANGE

The award-winning SylCone Retro range perfectly combines contemporary 
aesthetics and technology with vintage stylistics to create a unique range of 
decorative luminaires.

The hand-blown glass lamp is available in three unique designs and 
incorporates the latest LED filament technology to provide a powerful yet 
efficient light source that replicates a warm glow of traditional, incandescent 
lighting with colour temperature of 2000K and an 85% energy saving 
compared to incandescent and a longer lifetime of 15,000 hours.

The range has recently won the Red Dot Award: Product Design 2016 .

SYLCONE RETRO / PENDANT
The vintage look with the latest technology

A range of lamps only for 
retrofit or complete pendant 
kits including lamp and fixtures 
o�ering a stylish, decorative 
finish to any design scheme.
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EVO RANGE 37

SYLCONE RETRO / PENDANT
The classic look with the latest technology

TOLEDO RETRO 
SYLCONE GA200  

TOLEDO RETRO 
SYLCONE DC200 

TOLEDO RETRO 
SYLCONE GX200

O Unique hand blown glass lamps available in 3 designs

O Combines contemporary aesthetics and innovative LED filament chip 
technology (FCT) to create popular retro look and warm ambiance 
similar to traditional lamps.

O Colour temperature of 2000K replicates warm glow e�ect of 
incandescent lighting

O Dimmable on approved dimmers – allows end user to create perfect 
ambient lighting

O High lumen efficacy of 104lm/W

O Environment friendly – no mercury and lower CO 2 emissions.

O Available as lamp only or lamp / pendant kit

O A range of fittings specifically designed to enhance the aesthetic of the 
product (only glass and metal visible)

Features

GX200DC200GA200

Lamp and Pendant Kits

*0043314 SYLCONE PENDANT BLACK RETRO GA200
*0043315 SYLCONE PENDANT BLACK RETRO DC200
*0043316 SYLCONE PENDANT BLACK RETRO GX200
*0043306 SYLCONE SURFACE BLACK RETRO DC200

Code  Description  Voltage 
(V) 

Power
(W)

Luminous
flux (lm)

Efficiency
(lm/W)

Colour 
temp 
(K) 

Base Life  
(H) 

Equivalent
wattage

(W)

Energy 
class

Sales
pack size

Sylcone 200mm Golden

0027117 ToLEDo Retro SylCone GA200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027118 ToLEDo Retro SylCone DC200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027119 ToLEDo Retro SylCone GX200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2

Lamps Dimensions  
(mm)

E27 

GA200
H 175
W 200

DC200
H 160
W 200

GX200
H 163
W 200

Product information

Lamp only codes – see below for pendant and lamp kits.

*Complete with Black Sylcone Retro pendant and lamp.
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54 EVO RANGE

The new RefLED ES50 V4 is perfect for consumers and contractors looking to 
replace 50W halogen GU10 in the most efficient and economical way.  
Compact, long life and energy efficient, these o�er exceptional value for money 
delivering 345lm backed by a 3 year warranty.

The RefLED ES50 & MR16 V3 range is compact, long life and energy efficient with 
these exceptional value for money products deliver up to 425lm output. They are 
suitable for replacing up to 60W halogen lamps making good, every day quality 
LED a�ordable to all. O�ering halogen like looks and a very narrow visible heatsink 
from the front, the lamps are ideal for a wide range of spotlights and downlights, 
all backed by a 3 year warranty for complete peace-of-mind.

REFLED ES50 V4, V3 & MR16 V3
A�ordable quality & beauty

0225-0260_FS_Sylvania_Evo_UK_Broc_April Update_TEXT_12.indd   54 20/06/2017   09:53

34 EVO RANGE

The award-winning SylCone Retro range perfectly combines contemporary 
aesthetics and technology with vintage stylistics to create a unique range of 
decorative luminaires.

The hand-blown glass lamp is available in three unique designs and 
incorporates the latest LED filament technology to provide a powerful yet 
efficient light source that replicates a warm glow of traditional, incandescent 
lighting with colour temperature of 2000K and an 85% energy saving 
compared to incandescent and a longer lifetime of 15,000 hours.

The range has recently won the Red Dot Award: Product Design 2016 .

SYLCONE RETRO / PENDANT
The vintage look with the latest technology

A range of lamps only for 
retrofit or complete pendant 
kits including lamp and fixtures 
o�ering a stylish, decorative 
finish to any design scheme.
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Code Description Voltage 
(V)

Power 
(W)

Luminous 
flux (lm)

Efficiency
(lm/W)

Colour 
temperature 

(K)

Beam 
(°)

Luminous
intensity

(Cd)

Base Life 
(hours)

Dimmable Equivalent 
wattage 
(DIM2)

Energy 
class

RefLED ES50 V4

345lm – 50W Halogen GU10 Replacement

0028433 RefLED ES50 V4 5W 345LM 830 36° SL 220-240 5 345 69 3000 36 580 GU10 15,000 No 50 A+
0028434 RefLED ES50 V4 5W 345LM 840 36° SL 220-240 5 345 69 4000 36 580 GU10 15,000 No 50 A+
0028435 RefLED ES50 V4 5W 345LM 865 36° SL 220-240 5 345 69 6500 36 580 GU10 15,000 No 50 A+

345lm – 50W Halogen GU10 Replacement – Dimmable

0028440 RefLED ES50 V4 345LM DIM 830 36° SL 220-240 5 345 69 3000 36 580 GU10 15,000 Yes 50 A+
0028442 RefLED ES50 V4 345LM DIM 840 36° SL 220-240 5 345 69 4000 36 580 GU10 15,000 Yes 50 A+
0028444 RefLED ES50 V4 345LM DIM 865 36° SL 220-240 5 345 69 6500 36 580 GU10 15,000 Yes 50 A+

RefLED ES50 V3

240lm – 36W Halogen GU10 Replacement

0027427 RefLED ES50 V3 3.6W 240lm 830 36° SL 220-240 3.6 240 67 3000 36 570 GU10 15,000 No 36 A+
0027428 RefLED ES50 V3 3.6W 240lm 840 36° SL 220-240 3.6 240 67 4000 36 570 GU10 15,000 No 36 A+
0027461 RefLED ES50 V3 3.6W 240lm 865 36° SL 220-240 3.6 240 67 6500 36 570 GU10 15,000 No 36 A+

325lm – 47W Halogen GU10 Replacement – Ultra-wide beam angle

0027445 RefLED ES50 5W 325lm 830 110° SL 220-240 4.5 325 71 3000 110 100 GU10 15,000 No 47 A+

425lm – 60W Halogen GU10 Replacement

0027447 RefLED ES50 V3 425lm 830 36d SL 220-240 6 425 71 3000 36 960 GU10 15,000 No 60 A+
0027448 RefLED ES50 V3 425lm 840 36d SL 220-240 6 425 71 4000 36 960 GU10 15,000 No 60 A+

425lm – 60W Halogen GU10 Replacement – Ultra-wide beam angle

0027455 RefLED ES50 V3 425lm 830 110d SL 220-240 6 425 71 3000 110 210 GU10 15,000 No 60 A+
0027456 RefLED ES50 V3 425lm 840 110d SL 220-240 6 425 71 4000 110 210 GU10 15,000 No 60 A+

425lm – 60W Halogen GU10 Replacement – Dimmable

0027451 RefLED ES50 V3 425lm Dim 830 36d SL 220-240 6 425 71 3000 36 765 GU10 15,000 Yes 60 A+
0027452 RefLED ES50 V3 425lm Dim 840 36d SL 220-240 6 425 71 4000 36 765 GU10 15,000 Yes 60 A+

O Perfect for decorative and general light applications that requires cost 
e�ective halogen replacement functionality and creates a warm ambiance 
similar to traditional lamps

O Omni-directional light distribution

O Suitable for replacement of up to 60W incandescent lamps

O Gives same sparkling light e�ect as incandescent lamp

O Up to 90% energy saving compared to incandescent lamps

O Environment friendly – no mercury and lower CO2 emissions

O Dimmable versions – dimmable on approved dimmers

Features

Product information

RefLED ES50 V3 8W 600LM 830,840 36deg SL, Non Dimmable and Dimmable also available 0027462, 0027463 Non Dimmable 0027464, 0027465 Dimmable

V4 VERSIONV3 VERSION

Dimensions (mm)

V4 VERSION
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SYLCONE RETRO / PENDANT
The classic look with the latest technology

TOLEDO RETRO 
SYLCONE GA200  

TOLEDO RETRO 
SYLCONE DC200 

TOLEDO RETRO 
SYLCONE GX200

O Unique hand blown glass lamps available in 3 designs

O Combines contemporary aesthetics and innovative LED filament chip 
technology (FCT) to create popular retro look and warm ambiance 
similar to traditional lamps.

O Colour temperature of 2000K replicates warm glow e�ect of 
incandescent lighting

O Dimmable on approved dimmers – allows end user to create perfect 
ambient lighting

O High lumen efficacy of 104lm/W

O Environment friendly – no mercury and lower CO 2 emissions.

O Available as lamp only or lamp / pendant kit

O A range of fittings specifically designed to enhance the aesthetic of the 
product (only glass and metal visible)

Features

GX200DC200GA200

Lamp and Pendant Kits

*0043314 SYLCONE PENDANT BLACK RETRO GA200
*0043315 SYLCONE PENDANT BLACK RETRO DC200
*0043316 SYLCONE PENDANT BLACK RETRO GX200
*0043306 SYLCONE SURFACE BLACK RETRO DC200

Code  Description  Voltage 
(V) 

Power
(W)

Luminous
flux (lm)

Efficiency
(lm/W)

Colour 
temp 
(K) 

Base Life  
(H) 

Equivalent
wattage

(W)

Energy 
class

Sales
pack size

Sylcone 200mm Golden

0027117 ToLEDo Retro SylCone GA200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027118 ToLEDo Retro SylCone DC200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027119 ToLEDo Retro SylCone GX200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2

Lamps Dimensions  
(mm)

E27 

GA200
H 175
W 200

DC200
H 160
W 200

GX200
H 163
W 200

Product information

Lamp only codes – see below for pendant and lamp kits.

*Complete with Black Sylcone Retro pendant and lamp.
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The new RefLED Retro V2 ES50 & MR16 range provides consumers with the latest 
LED technology in a glass form o�ering the classic look and feel of GU10 and 
MR16 lamps but with modern technology.

The new glass construction delivers lamps which are dimensionally identical 
to their halogen counterparts and o�er a halogen look lens with no heatsink, 
removing the possibility of colour clash between lamp and luminaire. The use of 
glass also enables an element of backward light which makes these lamps ideal 
for exposed track lighting.

Compact, long life and energy ef ficient, these exceptional value for money 
products deliver up to 450lm output with 15,000 hours life, 15 times longer 
compared to conventional halogen lamps, and help to save over 85% energy with 
up to 85lm/W. They are suitable for replacing up to 64W GU10 or 35W MR16 
halogen lamps all backed by a 3 year warranty for complete peace-of-mind.

REFLED RETRO V2 ES50 & MR16
Classic looks, modern technology!
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34 EVO RANGE

The award-winning SylCone Retro range perfectly combines contemporary 
aesthetics and technology with vintage stylistics to create a unique range of 
decorative luminaires.

The hand-blown glass lamp is available in three unique designs and 
incorporates the latest LED filament technology to provide a powerful yet 
efficient light source that replicates a warm glow of traditional, incandescent 
lighting with colour temperature of 2000K and an 85% energy saving 
compared to incandescent and a longer lifetime of 15,000 hours.

The range has recently won the Red Dot Award: Product Design 2016 .

SYLCONE RETRO / PENDANT
The vintage look with the latest technology

A range of lamps only for 
retrofit or complete pendant 
kits including lamp and fixtures 
o�ering a stylish, decorative 
finish to any design scheme.
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The new RefLED Retro V2 ES50 & MR16 range provides consumers with the latest 
LED technology in a glass form o�ering the classic look and feel of GU10 and 
MR16 lamps but with modern technology.

The new glass construction delivers lamps which are dimensionally identical 
to their halogen counterparts and o�er a halogen look lens with no heatsink, 
removing the possibility of colour clash between lamp and luminaire. The use of 
glass also enables an element of backward light which makes these lamps ideal 
for exposed track lighting.

Compact, long life and energy ef ficient, these exceptional value for money 
products deliver up to 450lm output with 15,000 hours life, 15 times longer 
compared to conventional halogen lamps, and help to save over 85% energy with 
up to 85lm/W. They are suitable for replacing up to 64W GU10 or 35W MR16 
halogen lamps all backed by a 3 year warranty for complete peace-of-mind.

REFLED RETRO V2 ES50 & MR16
Classic looks, modern technology!
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Code Description Voltage 
(V)

Power 
(W)

Luminous 
flux (lm)

Efficiency
(lm/W)

Colour 
temperature 

(K)

Beam 
(°)

Luminous
intensity

(Cd)

Base Life 
(hours)

DimmableEquivalent 
wattage 
(DIM2)

Energy 
class

RefLED Retro ES50 V2 Non-dimmable

230lm – 35W Halogen GU10 replacement

0026546 RefLED Retro ES50 V2 230lm 830 36° SL 220-240 3.1 230 74 3000 36 450 GU10 15,000 No 35 A++
0026547 RefLED Retro ES50 V2 230lm 840 36° SL 220-240 3.1 230 74 4000 36 450 GU10 15,000 No 35 A++

345lm – 50W Halogen GU10 replacement

0027680 RefLED Retro ES50 V2 345lm 827 36° SL 220-240 4.8 345 80 2700 36 600 GU10 15,000 No 50 A++
0026565 RefLED Retro ES50 V2 345lm 830 36° SL 220-240 4.8 345 80 3000 36 600 GU10 15,000 No 50 A++
0026566 RefLED Retro ES50 V2 345lm 840 36° SL 220-240 4.8 345 80 4000 36 600 GU10 15,000 No 50 A++

450lm – 64W Halogen GU10 replacement
0027648 RefLED Retro ES50 V2 450lm 830 36° SL 220-240 5.3 450 85 3000 36 800 GU10 15,000 No 64 A++
0027649 RefLED Retro ES50 V2 450lm 840 36° SL 220-240 5.3 450 85 4000 36 800 GU10 15,000 No 64 A++

RefLED Retro ES50 V2 Dimmable

345lm – 50W Halogen GU10 replacement

0027681 RefLED Retro ES50 V2 345lm Dim 827 36° SL 220-240 5.0 345 69 2700 36 750 GU10 15,000 Yes 50 A+
0027644 RefLED Retro ES50 V2 345lm Dim 830 36° SL 220-240 5.0 345 69 3000 36 750 GU10 15,000 Yes 50 A+
0027645 RefLED Retro ES50 V2 345lm Dim 840 36° SL 220-240 5.0 345 69 4000 36 750 GU10 15,000 Yes 50 A+

450lm – 64W Halogen GU10 replacement
0027652 RefLED Retro ES50 V2 450lm Dim 830 36° SL 220-240 5.5 450 82 3000 36 800 GU10 15,000 Yes 64 A+
0027653 RefLED Retro ES50 V2 450lm Dim 840 36° SL 220-240 5.5 450 82 4000 36 800 GU10 15,000 Yes 64 A+

RefLED Retro MR16 Non-Dimmable

345lm – 35W Halogen MR16 replacement

0026534 RefLED Retro MR16 345lm 830 36° SL 12 5.3 345 65 3000 36 700 GU5.3 15,000 No 35 A+
0026535 RefLED Retro MR16 345lm 840 36° SL 12 5.3 345 65 4000 36 700 GU5.3 15,000 No 35 A+

O Over 90% energy saving

O Same shape and size as halogen lamps

O Glass construction o�ering classic look with latest ef ficient technology

O Glass housing means no colour clash with luminaire and ideal for exposed spot lighting

O Available in di�erent colour temperatures – 2700, 3000K and 4000K

O Available in 36 degree beam angle

O High efficacy up to 85lm/W – A++ Energy class

O 15,000 hours average rated life

O Choice of lumen outputs 230lm, 345lm and 450lm

O 3 year warranty

O Dimmable versions – dimmable on approved dimmers

Features

REFLED RETRO V2 ES50 & MR16
Classic looks, modern technology!

Product information

Dimensions  GU10 MR16

Width (mm) 50 50
Height (mm) 55 44
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SYLCONE RETRO / PENDANT
The classic look with the latest technology

TOLEDO RETRO 
SYLCONE GA200  

TOLEDO RETRO 
SYLCONE DC200 

TOLEDO RETRO 
SYLCONE GX200

O Unique hand blown glass lamps available in 3 designs

O Combines contemporary aesthetics and innovative LED filament chip 
technology (FCT) to create popular retro look and warm ambiance 
similar to traditional lamps.

O Colour temperature of 2000K replicates warm glow e�ect of 
incandescent lighting

O Dimmable on approved dimmers – allows end user to create perfect 
ambient lighting

O High lumen efficacy of 104lm/W

O Environment friendly – no mercury and lower CO 2 emissions.

O Available as lamp only or lamp / pendant kit

O A range of fittings specifically designed to enhance the aesthetic of the 
product (only glass and metal visible)

Features

GX200DC200GA200

Lamp and Pendant Kits

*0043314 SYLCONE PENDANT BLACK RETRO GA200
*0043315 SYLCONE PENDANT BLACK RETRO DC200
*0043316 SYLCONE PENDANT BLACK RETRO GX200
*0043306 SYLCONE SURFACE BLACK RETRO DC200

Code  Description  Voltage 
(V) 

Power
(W)

Luminous
flux (lm)

Efficiency
(lm/W)

Colour 
temp 
(K) 

Base Life  
(H) 

Equivalent
wattage

(W)

Energy 
class

Sales
pack size

Sylcone 200mm Golden

0027117 ToLEDo Retro SylCone GA200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027118 ToLEDo Retro SylCone DC200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027119 ToLEDo Retro SylCone GX200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2

Lamps Dimensions  
(mm)

E27 

GA200
H 175
W 200

DC200
H 160
W 200

GX200
H 163
W 200

Product information

Lamp only codes – see below for pendant and lamp kits.

*Complete with Black Sylcone Retro pendant and lamp.
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0043310 SYLCONE PENDANT BLACK (Pendant Only)
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72 EVO RANGE

Code General 
description

Power
 (W)

Colour 
temperature 

(K)

Beam
(°)

Base Dimmable Equivalent 
wattage 

(W)

Luminous 
flux 
(lm)

Luminous 
efficency 
(lm/W)

Luminous 
intensity 

(cd)

Life
(h)

Energy 
label

RefLED MR11 V3

0026408 RefLED MR11 V3 184LM 830 36° SL 2.6 3000 36 GU4 Yes 20 184 71 4500 15,000 A++

Product information

Features

O

 Lamp life to 15,000 hours. 

GU4 cap.

 36degree beam angle in warm white 3000K

3 year warranty. 

Ideal for display cabinet lighting.

O

O

O

O

O

RefLED MR11 V3
High performance dimmable LED lamp

O

3YR

34 EVO RANGE

The award-winning SylCone Retro range perfectly combines contemporary 
aesthetics and technology with vintage stylistics to create a unique range of 
decorative luminaires.

The hand-blown glass lamp is available in three unique designs and 
incorporates the latest LED filament technology to provide a powerful yet 
efficient light source that replicates a warm glow of traditional, incandescent 
lighting with colour temperature of 2000K and an 85% energy saving 
compared to incandescent and a longer lifetime of 15,000 hours.

The range has recently won the Red Dot Award: Product Design 2016 .

SYLCONE RETRO / PENDANT
The vintage look with the latest technology

A range of lamps only for 
retrofit or complete pendant 
kits including lamp and fixtures 

, decorative 
finish to any design scheme.
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70 EVO RANGE

Features
O Value for money

O Easy retrofit for your bathroom and kitchen fixture

O Energy saving incandescent retrofit LED lamp for 
shaver lighting and mirror lighting

O Low power consumption to maximise energy  
saving potential

O 25,000 hours life reducing maintenance costs

O Available in di rent length and caps  
(S15s, S19, S14s)

New range of S15s ToLEDo Striplight
LED technology for the perfect incandescent retrofit

Code General 
description

Voltage
(V)

Bulb 
finish

Colour 
temperature 

(K)

Light 
colour

Watt
 (W)

Base Lumen   
(lm)

Life
(h)

Energy 
label

0026856 ToLEDo ST 221mm 3.5W 280lm S15s 220-240 Frosted 2700 Homelight 3.5 S15s 280 25,000 A+
0026857 ToLEDo ST 284mm 3.5W 280lm S15s 220-240 Frosted 2700 Homelight 3.5 S15s 280 25,000 A+

Product information

DD

LL

Dimensions (mm)Dimensions (mm)

S15sS15s
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EVO RANGE 37

SYLCONE RETRO / PENDANT
The classic look with the latest technology

TOLEDO RETRO 
  002AG ENOCLYS

TOLEDO RETRO 
SYLCONE DC200 

TOLEDO RETRO 
SYLCONE GX200

O Unique hand blown glass lamps available in 3 designs

O Combines contemporary aesthetics and innovative LED filament chip 
technology (FCT) to create popular retro look and warm ambiance 
similar to traditional lamps.

O

incandescent lighting

O Dimmable on approved dimmers – allows end user to create perfect 
ambient lighting

O High lumen efficacy of 104lm/W

O Environment friendly – no mercury and lower CO 2 emissions.

O Available as lamp only or lamp / pendant kit

O A range of fittings specifically designed to enhance the aesthetic of the 
product (only glass and metal visible)

Features

GX200DC200GA200

Lamp and Pendant Kits

*0043314 SYLCONE PENDANT BLACK RETRO GA200
*0043315 SYLCONE PENDANT BLACK RETRO DC200
*0043316 SYLCONE PENDANT BLACK RETRO GX200
*0043306 SYLCONE SURFACE BLACK RETRO DC200

Code  Description  Voltage 
(V) 

Power
(W)

Luminous
flux (lm)

Efficiency
(lm/W)

Colour 
temp 
(K) 

Base Life  
(H) 

Equivalent
wattage

(W)

Energy 
class

Sales
pack size

Sylcone 200mm Golden

0027117 ToLEDo Retro SylCone GA200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027118 ToLEDo Retro SylCone DC200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027119 ToLEDo Retro SylCone GX200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2

Lamps Dimensions  
(mm)

E27 

GA200
H 175
W 200

DC200
H 160
W 200

GX200
H 163
W 200

Product information

Lamp only codes – see below for pendant and lamp kits.

*Complete with Black Sylcone Retro pendant and lamp.

0043310 SYLCONE PENDANT BLACK (Pendant Only)
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78 EVO RANGE

traditional halogen double-ended linear R7s lamps for 
domestic and commercial applications.

double-ended linear R7s lamps. 330° omni-directional light 

robust construction make it a perfect lamp for domestic 
and commercial applications.

ToLEDo R7s last up to 12.5 times longer than traditional
halogen lamps and reduce electricity consumption by 89%.

ToLEDo R7s

ToLEDo R7s last up to 12.5 
times longer than traditional
halogen lamps and reduce 

electricity consumption by 89%.    

34 EVO RANGE

The award-winning SylCone Retro range perfectly combines contemporary 
aesthetics and technology with vintage stylistics to create a unique range of 
decorative luminaires.

The hand-blown glass lamp is available in three unique designs and 
incorporates the latest LED filament technology to provide a powerful yet 
efficient light source that replicates a warm glow of traditional, incandescent 
lighting with colour temperature of 2000K and an 85% energy saving 
compared to incandescent and a longer lifetime of 15,000 hours.

The range has recently won the Red Dot Award: Product Design 2016 .

SYLCONE RETRO / PENDANT
The vintage look with the latest technology

A range of lamps only for 
retrofit or complete pendant 
kits including lamp and fixtures 

, decorative 
finish to any design scheme.
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O

O

O

Features

Product information

EVO RANGE 67

O

O

330º330° omni-directional light distribution 

High lumen effi cacy:  up to 133lm/W 

Up to 89% energy saving

A++ energy rating

Robust construction

Available in 78mm and 118mm

The dimming functionality creates a cosy and warm 
environment, similar to halogen R7s lamps

Average rated life: 
- 15,000h (non-dimmable)
- 25,000h (dimmable)

Ideal for domestic and commercial applications

Code Description Voltage 
(V)

Power 
(W)

Luminous 
Flux 
(lm)

Effi ciency
(lm/W)

Colour 
Temp 
(K)

Power 
Factor

Base Equivalent 
wattage 
(W)

Average 
Life 
(h)

Dimmable Energy 
class

78mm
0026873 TOLEDO R7S 78MM DIM 1055LM 830 BL 220-240 8 1055 132 2700 0.90 R7s 75 25,000 Y A++
118mm
0026874 TOLEDO R7S 118MM 1521LM 827 BL 220-240 12.5 1521 122 2700 0.50 R7s 100 15,000 N A++
0026876 TOLEDO R7S 118MM 2000LM DIM 827 BL 220-240 15 2000 133 2700 0.90 R7s 126 25,000 Y A++

Dimensions  (mm)

EVO RANGE 37

SYLCONE RETRO / PENDANT
The classic look with the latest technology

TOLEDO RETRO 
  002AG ENOCLYS

TOLEDO RETRO 
SYLCONE DC200 

TOLEDO RETRO 
SYLCONE GX200

O Unique hand blown glass lamps available in 3 designs

O Combines contemporary aesthetics and innovative LED filament chip 
technology (FCT) to create popular retro look and warm ambiance 
similar to traditional lamps.

O

incandescent lighting

O Dimmable on approved dimmers – allows end user to create perfect 
ambient lighting

O High lumen efficacy of 104lm/W

O Environment friendly – no mercury and lower CO 2 emissions.

O Available as lamp only or lamp / pendant kit

O A range of fittings specifically designed to enhance the aesthetic of the 
product (only glass and metal visible)

Features

GX200DC200GA200

Lamp and Pendant Kits

*0043314 SYLCONE PENDANT BLACK RETRO GA200
*0043315 SYLCONE PENDANT BLACK RETRO DC200
*0043316 SYLCONE PENDANT BLACK RETRO GX200
*0043306 SYLCONE SURFACE BLACK RETRO DC200

Code  Description  Voltage 
(V) 

Power
(W)

Luminous
flux (lm)

Efficiency
(lm/W)

Colour 
temp 
(K) 

Base Life  
(H) 

Equivalent
wattage

(W)

Energy 
class

Sales
pack size

Sylcone 200mm Golden

0027117 ToLEDo Retro SylCone GA200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027118 ToLEDo Retro SylCone DC200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027119 ToLEDo Retro SylCone GX200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2

Lamps Dimensions  
(mm)

E27 

GA200
H 175
W 200

DC200
H 160
W 200

GX200
H 163
W 200

Product information

Lamp only codes – see below for pendant and lamp kits.

*Complete with Black Sylcone Retro pendant and lamp.

0043310 SYLCONE PENDANT BLACK (Pendant Only)
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70 EVO RANGE

The high performance LED T5 solution is designed to work 
with electronic high-frequency ballast, making it a quick, 
easy and safe replacement for �uorescent tubes without any 
rewiring required. 

Ideal for factories, parking lots, supermarkets, department 
stores, schools and o�ces.

ToLEDo T5 Superia 
High performance with energy efficiency 

4 FT 5FT34 EVO RANGE

The award-winning SylCone Retro range perfectly combines contemporary 
aesthetics and technology with vintage stylistics to create a unique range of 
decorative luminaires.

The hand-blown glass lamp is available in three unique designs and 
incorporates the latest LED filament technology to provide a powerful yet 
efficient light source that replicates a warm glow of traditional, incandescent 
lighting with colour temperature of 2000K and an 85% energy saving 
compared to incandescent and a longer lifetime of 15,000 hours.

The range has recently won the Red Dot Award: Product Design 2016 .

SYLCONE RETRO / PENDANT
The vintage look with the latest technology

A range of lamps only for 
retrofit or complete pendant 
kits including lamp and fixtures 
o�ering a stylish, decorative 
finish to any design scheme.
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70 EVO RANGE

The high performance LED T5 solution is designed to work 
with electronic high-frequency ballast, making it a quick, 
easy and safe replacement for �uorescent tubes without any 
rewiring required. 

Ideal for factories, parking lots, supermarkets, department 
stores, schools and o�ces.

ToLEDo T5 Superia 
High performance with energy efficiency 

4 FT 5FT

1149mm HE 

1149mm HO

1449mm HE

Product information

EVO RANGE 69

1449mm HO

1449mm HO

Dimensions  (mm)

Max length A B C

4ft 1148 1155 1162

5ft 1448 1455 1462

B

A

C

Additional Images

O 60,000 hours average rated life - last 3 times longer than standard �uorescent tri-phosphor T5 lamps

O Available in 1149mm and 1449mm lengths in both HO and HE version

O High switching cycles - 200,000X

O Up to -54% energy saving compared to the standard T5 lamp

O Minimum and maximum operating temperature : -20°C to 55°C

O Colour temperature: 3000K, 4000K and 6500K

O Glass construction and polycarbonate end-caps

O Omni-directional light distribution and wide beam angle 

Features

Not suitable for direct mains operation (AC 220-240V) or magnetic CCG ballast

Works only with compatible electronic ballasts. Please refer Sylvania website for 
full list of compatible ballasts 

O

O

O

Features

Code Description Voltage 
(V)

Power 
(W)

Luminous 
Flux 
(lm)

Efficiency
(lm/W)

Colour 
Temp 
(K)

Base Average 
Rated Life 
(H)

Power 
Factor 

Equivalent 
Wattage 
(W)

Dimmable 
(Y/N)

Energy 
class

0029504 ToLEDo Superia T5 HE 4FT 2200lm 830 60-110 16 2200 138 3000 G5 60,000 0.89 28 No A++

0029505 ToLEDo Superia T5 HE 4FT 2400lm 840 60-110 16 2400 150 4000 G5 60,000 0.89 28 No A++

0029506 ToLEDo Superia T5 HE 4FT 2400lm 865 60-110 16 2400 150 6500 G5 60,000 0.89 28 No A++

0029507 ToLEDo Superia T5 HO 4FT 3700lm 830 45-80 27 3700 137 3000 G5 60,000 0.92 54 No A++

0029508 ToLEDo Superia T5 HO 4FT 4100lm 840 45-80 27 4100 152 4000 G5 60,000 0.92 54 No A++

0029509 ToLEDo Superia T5 HO 4FT 4100lm 865 45-80 27 4100 152 6500 G5 60,000 0.92 54 No A++

0029510 ToLEDo Superia T5 HE 5FT 2600lm 830 70-120 18.5 2600 141 3000 G5 60,000 0.92 35 No A++

0029511 ToLEDo Superia T5 HE 5FT 2800lm 840 70-120 18.5 2800 151 4000 G5 60,000 0.92 35 No A++

0029512 ToLEDo Superia T5 HE 5FT 2800lm 865 70-120 18.5 2800 151 6500 G5 60,000 0.92 35 No A++

0029513 ToLEDo Superia T5 HO 5FT 4050lm 830 60-110 26 4050 156 3000 G5 60,000 0.92 49 No A++

0029514 ToLEDo Superia T5 HO 5FT 4200lm 840 60-110 26 4200 162 4000 G5 60,000 0.92 49 No A++

0029515 ToLEDo Superia T5 HO 5FT 4200lm 865 60-110 26 4200 162 6500 G5 60,000 0.92 49 No A++

0029516 ToLEDo Superia T5 HO 5FT 5150lm 830 50-90 37 5150 139 3000 G5 60,000 0.92 80 No A++

0029517 ToLEDo Superia T5 HO 5FT 5600lm 840 50-90 37 5600 151 4000 G5 60,000 0.92 80 No A++

0029518 ToLEDo Superia T5 HO 5FT 5600lm 865 50-90 37 5600 151 6500 G5 60,000 0.92 80 No A++

EVO RANGE 37

SYLCONE RETRO / PENDANT
The classic look with the latest technology

TOLEDO RETRO 
SYLCONE GA200  

TOLEDO RETRO 
SYLCONE DC200 

TOLEDO RETRO 
SYLCONE GX200

O Unique hand blown glass lamps available in 3 designs

O Combines contemporary aesthetics and innovative LED filament chip 
technology (FCT) to create popular retro look and warm ambiance 
similar to traditional lamps.

O Colour temperature of 2000K replicates warm glow e�ect of 
incandescent lighting

O Dimmable on approved dimmers – allows end user to create perfect 
ambient lighting

O High lumen efficacy of 104lm/W

O Environment friendly – no mercury and lower CO 2 emissions.

O Available as lamp only or lamp / pendant kit

O A range of fittings specifically designed to enhance the aesthetic of the 
product (only glass and metal visible)

Features

GX200DC200GA200

Lamp and Pendant Kits

*0043314 SYLCONE PENDANT BLACK RETRO GA200
*0043315 SYLCONE PENDANT BLACK RETRO DC200
*0043316 SYLCONE PENDANT BLACK RETRO GX200
*0043306 SYLCONE SURFACE BLACK RETRO DC200

Code  Description  Voltage 
(V) 

Power
(W)

Luminous
flux (lm)

Efficiency
(lm/W)

Colour 
temp 
(K) 

Base Life  
(H) 

Equivalent
wattage

(W)

Energy 
class

Sales
pack size

Sylcone 200mm Golden

0027117 ToLEDo Retro SylCone GA200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027118 ToLEDo Retro SylCone DC200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027119 ToLEDo Retro SylCone GX200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2

Lamps Dimensions  
(mm)

E27 

GA200
H 175
W 200

DC200
H 160
W 200

GX200
H 163
W 200

Product information

Lamp only codes – see below for pendant and lamp kits.

*Complete with Black Sylcone Retro pendant and lamp.
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The ToLEDo T8 Tube is the perfect retrofit to existing linear fluorescent tubes 
The high performance LED T5 solution is designed to workwith electronic 
high-frequency ballast, making it a quick, easy and safe replacement for 
�uorescent tubes without any rewiring required.

ToLEDo T8 V4 reaches up to 2700lm and A+ rating with 100 lm/W, perfect 
for customers looking for high-quality and energy e�cient LED solution to 
replace conventional �uorescent T8 lamps. High switching cycles and 
40,000 hours lifespan keeps maintenance cost low and gives complete peace
of mind to customers.

ToLEDo T8 V4 works magnetic ballast and also suitable for direct mains 
(AC 220-240V) operation.

Ideal for factories, warehouses, parking lots, supermarkets,
department stores, schools and o�ces.

ToLEDo T8 V4 TUBES
New glass design generation

600mm 1200mm 1500mm

34 EVO RANGE

The award-winning SylCone Retro range perfectly combines contemporary 
aesthetics and technology with vintage stylistics to create a unique range of 
decorative luminaires.

The hand-blown glass lamp is available in three unique designs and 
incorporates the latest LED filament technology to provide a powerful yet 
efficient light source that replicates a warm glow of traditional, incandescent 
lighting with colour temperature of 2000K and an 85% energy saving 
compared to incandescent and a longer lifetime of 15,000 hours.

The range has recently won the Red Dot Award: Product Design 2016 .

SYLCONE RETRO / PENDANT
The vintage look with the latest technology

A range of lamps only for 
retrofit or complete pendant 
kits including lamp and fixtures 
o�ering a stylish, decorative 
finish to any design scheme.
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O 40,000 hours average rated life (L70 F50) - last 2 times longer than tri-phosphor T8 lamps

O Available in 600mm, 1200mm and 1500mm lengths

O High switching cycles - 200,000X

O Good lumen efficacy - 100lm/W or 121 lm/W (Specials)

O Minimum and maximum operating temperature : -20°C to 55°C

O Colour temperature: 3000K, 4000K and 6500K

O Glass construction and polycarbonate end-caps

O Not suitable for HF electronic ballast

Features

Product information

EVO RANGE 67

Suitable for direct mains operation (AC 220-240V)

Must replace the fluorescent starter with LED dummy starter when 
operated with magnetic/CCG ballast

O

O

Code Description Voltage 
(V)

Power 
(W)

Luminous 
Flux 
(lm)

Efficiency
(lm/W)

Colour 
Temp 
(K)

Base Average 
Rated Life 
(H)

Power
Factor

Equivalent 
wattage 
(W)

Dimmable 
(Y/N)

Energy 
class

0027396 ToLEDo T8 V4  2FT 10W 1000lm 830 220-240 10 1000 100 3000 G13 40,000 0.90 18 N A+

0027370 ToLEDo T8 V4 2FT 10W 1000lm 840         220-240 10 1000 100 4000 G13 40,000 0.90 18 N A+

0027371 ToLEDo T8 V4 2FT 10W 1000lm 865         220-240 10 1000 100 6500 G13 40,000 0.90 18 N A+

0027397 ToLEDo T8 V4 4FT 20W 2000lm 830 220-240 20 2000 100 3000 G13 40,000 0.90 36 N A+

0027374 ToLEDo T8 V4 4FT 20W 2000lm 840         220-240 20 2000 100 4000 G13 40,000 0.90 36 N A+

0027375 ToLEDo T8 V4 4FT 20W 2000lm 865         220-240 20 2000 100 6500 G13 40,000 0.90 36 N A+

0027398 ToLEDo T8 V4 5FT 27W 2700lm 830 220-240 27 2700 100 3000 G13 40,000 0.90 58 N A+

0027376 ToLEDo T8 V4 5FT 27W 2700lm 840         220-240 27 2700 100 4000 G13 40,000 0.90 58 N A+

0027377 ToLEDo T8 V4 5FT 27W 2700lm 865         220-240 27 2700 100 6500 G13 40,000 0.90 58 N A+

1500mm

Dimensions  (mm)

Max length A B C

600mm 597 590 604

1200mm 1206 1199 1213

1500mm 1507 1500 1514.0

B

A

C
Standard

600mm

1200mm 

0027784 ToLEDo T8 V4 6FT 30W 3600LM 840 220-240 30 3600 120 4000 G13 40,000 0.90 58 N A+

0027785 ToLEDo T8 V4 6FT 30W 3600LM 865   220-240 30 3600 120 6500 G13 40,000 0.90 58 N A+

1800mm

1800mm 1807 1800 1814.0



66 EVO RANGE

The ToLEDo T8 Superia V4 range o�er best-in-class lumen 
package and reaches up to 4050lm and A++ rating with 
156lm/W, helping to dramatically reduce energy consumption 
and achieve quick payback on investment.

ToLEDo T8 Superia V4 works with magnetic ballast
and is also suitable for direct mains (AC 220-240V) 
operation. Ideal for factories, warehouses, parking lots, 
supermarkets,department stores, schools and o�ces.

ToLEDo T8 Superia V4
High performance with energy efficiency 

600mm 1200mm 1500mm

34 EVO RANGE

The award-winning SylCone Retro range perfectly combines contemporary 
aesthetics and technology with vintage stylistics to create a unique range of 
decorative luminaires.

The hand-blown glass lamp is available in three unique designs and 
incorporates the latest LED filament technology to provide a powerful yet 
efficient light source that replicates a warm glow of traditional, incandescent 
lighting with colour temperature of 2000K and an 85% energy saving 
compared to incandescent and a longer lifetime of 15,000 hours.

The range has recently won the Red Dot Award: Product Design 2016 .

SYLCONE RETRO / PENDANT
The vintage look with the latest technology

A range of lamps only for 
retrofit or complete pendant 
kits including lamp and fixtures 
o�ering a stylish, decorative 
finish to any design scheme.
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O 50,000 hours average rated life (L70 F50) - last 2.5 times longer than
conventional linear flourescent T8 lamps 

O Available in 600mm, 1200mm and 1500mm lengths with di�erent 
wattage options  

O Must replace the fluorescent starter with LED dummy starter when
operated with magnetic/ CCG ballast 

O High lumen package - up to 4050lm

O High lumen efficacy - up to 156lm/W

O

O

O

O

O

O

Features

Product information

EVO RANGE 69

Minimum and maximum operating temperature: -20 °C - 55 °C  

Colour temperature: 3000K, 4000K and 6500K

Glass construction and polycarbonate end-caps

Better uniformity and light transmittance - no dark spots

Suitable for direct mains operation (AC 220-240V)

High switching cycles - 200,000XO

Not suitable for HF electronic ballast

Energy Code Description Voltage 
(V)

Power 
(W)

Luminous 
Flux 
(lm)

Efficiency
(lm/W)

Colour 
Temp 
(K)

Base Average 
Rated Life 
(H)

Power
Factor

Equivalent 
wattage 
(W)

Dimmable 
(Y/N) class

0027100 ToLEDo Superia T8 V4 2FT 1380lm 10W 830 220-240 10 1380 138 3000 G13 50,000 0.95 18 N A++

0027101 ToLEDo Superia T8 V4 2FT 1500lm 10W 840         220-240 10 1500 150 4000 G13 50,000 0.95 18 N A++

0027102 ToLEDo Superia T8 V4 2FT 1500lm 10W 865 220-240 10 1500 150 6500 G13 50,000 0.95 18 N A++

0027715 ToLEDo Superia T8 V4 4FT 2300lm 16W 830 220-240 16 2300 144 3000 G13 50,000 0.95 36 N A++

0027716 ToLEDo Superia T8 V4 4FT 2500m 16W 840       220-240 16 2500 156 4000 G13 50,000 0.95 36 N A++

0027717 ToLEDo Superia T8 V4 4FT 2500m 16W 865          220-240 16 2500 156 6500 G13 50,000 0.95 36 N A++

0027718 ToLEDo Superia T8 V4 5FT 3400lm 24W 830 220-240 24 3400 142 3000 G13 50,000 0.95 58 N A++

0027719 ToLEDo Superia T8 V4 5FT 3700lm 24W 840        220-240 24 3700 154 4000 G13 50,000 0.95 58 N A++

0027720 ToLEDo Superia T8 V4 5FT 3700lm 24W 865               220-240 24 3700 154 6500 G13 50,000 0.95 58 N A++

1500mm

0027103 ToLEDo Superia T8 V4 4FT 2760lm 20W 830 220-240 20 2760 138 3000 G13 50,000 0.95 A++

0027104 ToLEDo Superia T8 V4 4FT 3000lm 20W 840         220-240 20 3000 150 4000 G13 50,000 0.95 A++

0027105 ToLEDo Superia T8 V4 4FT 3000lm 20W 865             220-240 20 3000 150 6500 G13 50,000 0.95 A++

36

36

36

N 

N 

N

0027106 ToLEDo Superia T8 V3 5FT 3730lm 27W 830 220-240 27 3730 138 3000 G13 50,000 0.95 58 N A++

0027107 ToLEDo Superia T8 V3 5FT 4050lm 27W 840 220-240 27 4050 150 4000 G13 50,000 0.95 58 N A++

0027108 ToLEDo Superia T8 V3 5FT 4050lm 27W 865         220-240 27 4050 150 6500 G13 50,000 0.95 58 N A++

1500mm

600mm

1200mm

1200mm 

Additional ImagesDimensions  (mm)

B

A

C

Max length A B C

600mm 597 590 604

1200mm 1206 1199 1214

EVO RANGE 37

SYLCONE RETRO / PENDANT
The classic look with the latest technology

TOLEDO RETRO 
SYLCONE GA200  

TOLEDO RETRO 
SYLCONE DC200 

TOLEDO RETRO 
SYLCONE GX200

O Unique hand blown glass lamps available in 3 designs

O Combines contemporary aesthetics and innovative LED filament chip 
technology (FCT) to create popular retro look and warm ambiance 
similar to traditional lamps.

O Colour temperature of 2000K replicates warm glow e�ect of 
incandescent lighting

O Dimmable on approved dimmers – allows end user to create perfect 
ambient lighting

O High lumen efficacy of 104lm/W

O Environment friendly – no mercury and lower CO 2 emissions.

O Available as lamp only or lamp / pendant kit

O A range of fittings specifically designed to enhance the aesthetic of the 
product (only glass and metal visible)

Features

GX200DC200GA200

Lamp and Pendant Kits

*0043314 SYLCONE PENDANT BLACK RETRO GA200
*0043315 SYLCONE PENDANT BLACK RETRO DC200
*0043316 SYLCONE PENDANT BLACK RETRO GX200
*0043306 SYLCONE SURFACE BLACK RETRO DC200

Code  Description  Voltage 
(V) 

Power
(W)

Luminous
flux (lm)

Efficiency
(lm/W)

Colour 
temp 
(K) 

Base Life  
(H) 

Equivalent
wattage

(W)

Energy 
class

Sales
pack size

Sylcone 200mm Golden

0027117 ToLEDo Retro SylCone GA200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027118 ToLEDo Retro SylCone DC200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027119 ToLEDo Retro SylCone GX200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2

Lamps Dimensions  
(mm)

E27 

GA200
H 175
W 200

DC200
H 160
W 200

GX200
H 163
W 200

Product information

Lamp only codes – see below for pendant and lamp kits.

*Complete with Black Sylcone Retro pendant and lamp.
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600mm 

1200mm

1500mm

Product information

EVO RANGE 69

1500mm

O 50,000 hours average rated life (L70 F50) - last 2.5 times longer than conventional linear flourescent T8 lamps 

O Available in 600mm, 1200mm and 1500mm lengths with di�erent wattage options 

O Up to -59% energy saving compared to the standard �uorescent lamp

O Omni-directional light distribution and wide beam angle 

O Minimum and maximum operating temperature : -20°C to 55°C

O Colour temperature: 3000K, 4000K and 6500K

O Glass construction and polycarbonate end-caps

O High lumen efficacy - up to 155lm/W

Features

Not suitable for direct mains operation (AC 220-240V) or magnetic CCG ballast

Works only with compatible electronic ballasts. 
Please refer Sylvania website for full list of compatible ballasts 

O

O

O

Features

O High switching cycles - 200,000X

0027063 ToLEDo Superia T8 ECG 2FT 1050lm 830 20-80 7.5 1050 140 3000 G13 50,000 0.82 18 N A++
0027064 ToLEDo Superia T8 ECG 2FT 1100lm 840 20-80 7.5 1100 147 4000 G13 50,000 0.82 18 N A++
0027065 ToLEDo Superia T8 ECG 2FT 1100lm 865 20-80 7.5 1100 147 6500 G13 50,000 0.82 18 N A++

0027081 ToLEDo Superia T8 ECG 4FT 2200lm 830 45-100 15.5 2200 142 3000 G13 50,000 0.88 36 N A++

0027082 ToLEDo Superia T8 ECG 4FT 2400lm 840 45-100 15.5 2400 155 4000 G13 50,000 0.88 36 N A++
0027083 ToLEDo Superia T8 ECG 4FT 2400lm 865 45-100 15.5 2400 155 6500 G13 50,000 0.88 36 N A++

0027087 ToLEDo Superia T8 ECG 5FT 2850lm 830 45-100 20.6 2850 138 3000 G13 50,000 0.88 58 N A++
0027088 ToLEDo Superia T8 ECG 5FT 3100lm 840 45-100 20.6 3100 150 4000 G13 50,000 0.88 58 N A++
0027089 ToLEDo Superia T8 ECG 5FT 3100lm 865 45-100 20.6 3100 150 6500 G13 50,000 0.88 58 N A++

0027084 ToLEDo Superia T8 ECG 5FT 3300lm 830 45-100 23.5 3300 140 3000 G13 50,000 0.88 58 N A++
0027085 ToLEDo Superia T8 ECG 5FT 3600lm 840 45-100 23.5 3600 153 4000 G13 50,000 0.88 58 N A++
0027086 ToLEDo Superia T8 ECG 5FT 3600lm 865 45-100 23.5 3600 153 6500 G13 50,000 0.88 58 N A++

Code Description Voltage 
(V)

Power 
(W)

Luminous 
Flux 
(lm)

Efficiency
(lm/W)

Colour 
Temp 
(K)

Base Average 
Rated Life 
(H)

Power 
Factor

Equivalent 
Wattage 
(W)

Dimmable 
(Y/N)

Energy 
class

0.82
0.82
0.82

0.88

0.88
0.88

0.88
0.88
0.88

0.88
0.88
0.88

B

A

C

Additional ImagesDimensions  (mm)

Max length A B C

2FT 589 596 603

4FT 1198 1206 1213

5FT 1499 1506 1513

ToLEDo Superia T8 Electronic

34 EVO RANGE

The award-winning SylCone Retro range perfectly combines contemporary 
aesthetics and technology with vintage stylistics to create a unique range of 
decorative luminaires.

The hand-blown glass lamp is available in three unique designs and 
incorporates the latest LED filament technology to provide a powerful yet 
efficient light source that replicates a warm glow of traditional, incandescent 
lighting with colour temperature of 2000K and an 85% energy saving 
compared to incandescent and a longer lifetime of 15,000 hours.

The range has recently won the Red Dot Award: Product Design 2016 .

SYLCONE RETRO / PENDANT
The vintage look with the latest technology

A range of lamps only for 
retrofit or complete pendant 
kits including lamp and fixtures 
o�ering a stylish, decorative 
finish to any design scheme.
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600mm 

1200mm

1500mm

Product information

EVO RANGE 69

1500mm

O 50,000 hours average rated life (L70 F50) - last 2.5 times longer than conventional linear flourescent T8 lamps 

O Available in 600mm, 1200mm and 1500mm lengths with di�erent wattage options 

O Up to -59% energy saving compared to the standard �uorescent lamp

O Omni-directional light distribution and wide beam angle 

O Minimum and maximum operating temperature : -20°C to 55°C

O Colour temperature: 3000K, 4000K and 6500K

O Glass construction and polycarbonate end-caps

O High lumen efficacy - up to 155lm/W

Features

Not suitable for direct mains operation (AC 220-240V) or magnetic CCG ballast

Works only with compatible electronic ballasts. 
Please refer Sylvania website for full list of compatible ballasts 

O

O

O

Features

O High switching cycles - 200,000X

0027063 ToLEDo Superia T8 ECG 2FT 1050lm 830 20-80 7.5 1050 140 3000 G13 50,000 0.82 18 N A++
0027064 ToLEDo Superia T8 ECG 2FT 1100lm 840 20-80 7.5 1100 147 4000 G13 50,000 0.82 18 N A++
0027065 ToLEDo Superia T8 ECG 2FT 1100lm 865 20-80 7.5 1100 147 6500 G13 50,000 0.82 18 N A++

0027081 ToLEDo Superia T8 ECG 4FT 2200lm 830 45-100 15.5 2200 142 3000 G13 50,000 0.88 36 N A++

0027082 ToLEDo Superia T8 ECG 4FT 2400lm 840 45-100 15.5 2400 155 4000 G13 50,000 0.88 36 N A++
0027083 ToLEDo Superia T8 ECG 4FT 2400lm 865 45-100 15.5 2400 155 6500 G13 50,000 0.88 36 N A++

0027087 ToLEDo Superia T8 ECG 5FT 2850lm 830 45-100 20.6 2850 138 3000 G13 50,000 0.88 58 N A++
0027088 ToLEDo Superia T8 ECG 5FT 3100lm 840 45-100 20.6 3100 150 4000 G13 50,000 0.88 58 N A++
0027089 ToLEDo Superia T8 ECG 5FT 3100lm 865 45-100 20.6 3100 150 6500 G13 50,000 0.88 58 N A++

0027084 ToLEDo Superia T8 ECG 5FT 3300lm 830 45-100 23.5 3300 140 3000 G13 50,000 0.88 58 N A++
0027085 ToLEDo Superia T8 ECG 5FT 3600lm 840 45-100 23.5 3600 153 4000 G13 50,000 0.88 58 N A++
0027086 ToLEDo Superia T8 ECG 5FT 3600lm 865 45-100 23.5 3600 153 6500 G13 50,000 0.88 58 N A++

Code Description Voltage 
(V)

Power 
(W)

Luminous 
Flux 
(lm)

Efficiency
(lm/W)

Colour 
Temp 
(K)

Base Average 
Rated Life 
(H)

Power 
Factor

Equivalent 
Wattage 
(W)

Dimmable 
(Y/N)

Energy 
class

0.82
0.82
0.82

0.88

0.88
0.88

0.88
0.88
0.88

0.88
0.88
0.88

B

A

C

Additional ImagesDimensions  (mm)

Max length A B C

2FT 589 596 603

4FT 1198 1206 1213

5FT 1499 1506 1513

ToLEDo Superia T8 Electronic

EVO RANGE 80

Features

O High performance LED PAR lamps to replace 
traditional incandescent and halogen lamps

O Reduced visible heatsink from the front

O Up to 90% energy saving

O Mercury free solution

O Lower maintenance cost

O Wide selection of products – PAR 16, PAR 20, 
PAR 30, PAR 38 and PAR 38 outdoor

O Lifetime: up to 40,000 hours

O High efficacy 
– PAR V2 – up to 84lm/W 
– PAR OD – 88lm/W

O Dimmable on approved dimmers*  
(except PAR16)

O Suitable for general lighting and accent 
lighting for hotels, restaurants, bars, lobbies, 
corridors and halls

Dimensions (mm)

RefLED PAR Series
High performance reflector lamps for general and accent lighting

Code General 
description

Colour 
temperature 

(K)

Watt
 (W)

Base Useful 
luminous 

(lm)

Efficiency
(lm/W)

Candela
(Cd)

Beam
(°)

Dimmable Life
(h)

Equivalent
wattage

Energy 
label

ØØ

HH

ø Hø H

Product information

REFLED 
PAR38 OD

REFLED 
PAR38 V2

REFLED 
PAR30 V2

REFLED 
PAR20 V2

REFLED 
PAR16 V2
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RefLED PAR38 OD  

0026708 RefLED PAR38 OD 1400lm DIM 830 36° SL 3000 16  E27 1400 88 4500 36 Yes 30,000 165 A+

0026712 RefLED PAR38 OD 1400lm DIM 840 36° SL 4000 16  E27 1400 88 4500 36 Yes 30,000 165 A+

0026715 RefLED PAR38 OD 1400lm DIM 865 36° SL 6500 16  E27 1400 88 4500 36 Yes 30,000 165 A+

RefLED PAR V2

0026590 RefLED PAR16 V2 345lm 830 36° SL 3000 5 E14 345 69 580 36 No 15,000 50 A+

0026726 RefLED PAR20 DIM V2 375lm 830 30° SL     3000 6  E27 375 63 850 30 Yes 40,000 53 A+

0026727 RefLED PAR30 DIM V2 760lm 830 30° SL    3000 9  E27 760 84 1800 30 Yes 40,000 89 A+

0026728 RefLED PAR38 DIM V2 1035lm 830 30° SL   3000 14  E27 1035 74 2500 30 Yes 40,000 120 A+

RefLED PAR16 V2         50               85

RefLED PAR20 V2         63               86

RefLED PAR30 V2         96               92

RefLED PAR38 V2         121            130

RefLED PAR38 OD        120            130

EVO RANGE 37

SYLCONE RETRO / PENDANT
The classic look with the latest technology

TOLEDO RETRO 
SYLCONE GA200  

TOLEDO RETRO 
SYLCONE DC200 

TOLEDO RETRO 
SYLCONE GX200

O Unique hand blown glass lamps available in 3 designs

O Combines contemporary aesthetics and innovative LED filament chip 
technology (FCT) to create popular retro look and warm ambiance 
similar to traditional lamps.

O Colour temperature of 2000K replicates warm glow e�ect of 
incandescent lighting

O Dimmable on approved dimmers – allows end user to create perfect 
ambient lighting

O High lumen efficacy of 104lm/W

O Environment friendly – no mercury and lower CO 2 emissions.

O Available as lamp only or lamp / pendant kit

O A range of fittings specifically designed to enhance the aesthetic of the 
product (only glass and metal visible)

Features

GX200DC200GA200

Lamp and Pendant Kits

*0043314 SYLCONE PENDANT BLACK RETRO GA200
*0043315 SYLCONE PENDANT BLACK RETRO DC200
*0043316 SYLCONE PENDANT BLACK RETRO GX200
*0043306 SYLCONE SURFACE BLACK RETRO DC200

Code  Description  Voltage 
(V) 

Power
(W)

Luminous
flux (lm)

Efficiency
(lm/W)

Colour 
temp 
(K) 

Base Life  
(H) 

Equivalent
wattage

(W)

Energy 
class

Sales
pack size

Sylcone 200mm Golden

0027117 ToLEDo Retro SylCone GA200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027118 ToLEDo Retro SylCone DC200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027119 ToLEDo Retro SylCone GX200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2

Lamps Dimensions  
(mm)

E27 

GA200
H 175
W 200

DC200
H 160
W 200

GX200
H 163
W 200

Product information

Lamp only codes – see below for pendant and lamp kits.

*Complete with Black Sylcone Retro pendant and lamp.
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72 EVO RANGE

Dimensions (mm) SPECTRAL DATA

Code General 
description

Power
 (W)

Colour 
temperature 

(K)

Beam
(°)

Base Dimmable Equivalent 
wattage 

(W)

Luminous 
flux 
(lm)

Luminous 
efficency 
(lm/W)

Luminous 
intensity 

(cd)

Life
(h)

Energy 
label

RefLED ES111 

0027636 RefLED ES111 1000LM DIM 830 25° SL 11.5 3000 25 GU10 Yes 122 1000 87 4500 25,000 A+

Product information

Features
O Energy saving replacement for halogen ES111 GU10 lamps

O High lumen output – 1000lm

O Compact design, same diameter as the halogen lamp

O Stippled lens to help reduce glare and recreate the 
halogen light e�ect

O 25° beam angle

O High lumen intensity – 4500 cd

O 90% energy saving – A+ EEI rating.

O 11.5 W equivalent to 122W

O Dimmable on approved dimmers

O 25,000 H average rated life, last 12.5 times longer than 
halogen alternatives

O 0.90 power factor

O > 50,000X switching cycle

O High lumen efficacy – 87 lm/W

O CRI 80

RefLED ES111
High performance dimmable LED lamp

0225-0260_FS_Sylvania_Evo_UK_Broc_April Update_TEXT_12.indd   72 20/06/2017   09:55

34 EVO RANGE

The award-winning SylCone Retro range perfectly combines contemporary 
aesthetics and technology with vintage stylistics to create a unique range of 
decorative luminaires.

The hand-blown glass lamp is available in three unique designs and 
incorporates the latest LED filament technology to provide a powerful yet 
efficient light source that replicates a warm glow of traditional, incandescent 
lighting with colour temperature of 2000K and an 85% energy saving 
compared to incandescent and a longer lifetime of 15,000 hours.

The range has recently won the Red Dot Award: Product Design 2016 .

SYLCONE RETRO / PENDANT
The vintage look with the latest technology

A range of lamps only for 
retrofit or complete pendant 
kits including lamp and fixtures 
o�ering a stylish, decorative 
finish to any design scheme.
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EVO RANGE 73

Dimensions (mm)Beam Distribution
RefLED Superia AR111 Dim 905lm 25°

RefLED Superia AR111 Dim 905lm 40°

RefLED Superia AR111 Dim 850lm 930 25° S

SPECTRAL DATA

Code General 
description

Voltage
 (V)

Watt
 (W)

Colour Useful 
luminous 

(lm)

Efficiency
(lm/W)

Beam
(°)

Candela
(Cd)

Life
(h)

Cap Equivalent
wattage

Energy 
label

905lm – 100W Equivalent – Dimmable

0026421 RefLED Superia AR111 Dim 13W 905LM 830 25° 12 13 830 905 69 25 4000 50,000 G53 100 A
0026422 RefLED Superia AR111 Dim 13W 905LM 830 40° 12 13 830 905 69 40 2000 50,000 G53 100 A

850lm – 92W Equivalent – Dimmable – SuperColour CRI95

0026432 RefLED Superia AR111 SC 850LM 930 25° SL 12 13 930 850 65 25 3750 50,000 G53 92 A

Product information

Features
O Direct replacement of Halogen AR111 lamps

O 13W 905lm – Up to 85% energy saving compared to 
standard halogen lamps

O High colour rendering CRI80 and CRI95 (SuperColour)

O SuperColour option with CRI95 (R9=80) for the ultimate 
in colour accuracy for retail and display lighting

O Dimmable on approved dimmers

O Available in 2700K Home Light, 3000K Warm White 
and 4000K Cool White

O High efficacy: up to 74lm/W

O Lifetime of 50,000 hours

O High Power Factor – 0.9

O Very low glare just like a halogen lamp

RefLED Superia AR111 Dimmable
The perfect LED retrofit solution

GGDIMMABLE

75
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EVO RANGE 37

SYLCONE RETRO / PENDANT
The classic look with the latest technology

TOLEDO RETRO 
SYLCONE GA200  

TOLEDO RETRO 
SYLCONE DC200 

TOLEDO RETRO 
SYLCONE GX200

O Unique hand blown glass lamps available in 3 designs

O Combines contemporary aesthetics and innovative LED filament chip 
technology (FCT) to create popular retro look and warm ambiance 
similar to traditional lamps.

O Colour temperature of 2000K replicates warm glow e�ect of 
incandescent lighting

O Dimmable on approved dimmers – allows end user to create perfect 
ambient lighting

O High lumen efficacy of 104lm/W

O Environment friendly – no mercury and lower CO 2 emissions.

O Available as lamp only or lamp / pendant kit

O A range of fittings specifically designed to enhance the aesthetic of the 
product (only glass and metal visible)

Features

GX200DC200GA200

Lamp and Pendant Kits

*0043314 SYLCONE PENDANT BLACK RETRO GA200
*0043315 SYLCONE PENDANT BLACK RETRO DC200
*0043316 SYLCONE PENDANT BLACK RETRO GX200
*0043306 SYLCONE SURFACE BLACK RETRO DC200

Code  Description  Voltage 
(V) 

Power
(W)

Luminous
flux (lm)

Efficiency
(lm/W)

Colour 
temp 
(K) 

Base Life  
(H) 

Equivalent
wattage

(W)

Energy 
class

Sales
pack size

Sylcone 200mm Golden

0027117 ToLEDo Retro SylCone GA200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027118 ToLEDo Retro SylCone DC200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027119 ToLEDo Retro SylCone GX200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2

Lamps Dimensions  
(mm)

E27 

GA200
H 175
W 200

DC200
H 160
W 200

GX200
H 163
W 200

Product information

Lamp only codes – see below for pendant and lamp kits.

*Complete with Black Sylcone Retro pendant and lamp.
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74 EVO RANGE

Dimensions (mm)

Code General 
description

Voltage
 (V)

Colour
name

Colour Colour 
temperature (K)

Watt
 (W)

Base Lumen Efficiency
(lm/W)

Life
(h)

LED Micro-Lynx 250ml

0026780 Micro-Lynx LED 4W Clear 3000K 220-240 Warm white 830 3000 4 GX53 250 63 15,000
0026781 Micro-Lynx LED 4W Clear 4000K 220-240 Cool white 840 4000 4 GX53 260 65 15,000
0026783 Micro-Lynx LED 4W Satin 3000K 220-240 Warm white 830 3000 4 GX53 250 63 15,000
0026666 Micro-Lynx LED 4W Satin 4000K 220-240 Cool white 840 4000 4 GX53 260 65 15,000

Product information

Features
O High lumen output: 250lm (3000K)

O Comes in 3000K Warm White, 
4000K Cool White

O Long life: 15,000 hours

O Instant start

O Comes in clear or satin finish

O Compatible with Lumiance Insaver & Microsaver 
(Recessed, Semi-recessed & Surface mounted)

O 470lm versions also available

LED Micro-Lynx
The perfect cabinet lamp

42

76

16
25

470lm versions also available:

0026784, Clear 3000k 
0026786, Clear 4000k 
0026785, Satin 3000K 
0026787, Satin 4000k 

250lm version
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34 EVO RANGE

The award-winning SylCone Retro range perfectly combines contemporary 
aesthetics and technology with vintage stylistics to create a unique range of 
decorative luminaires.

The hand-blown glass lamp is available in three unique designs and 
incorporates the latest LED filament technology to provide a powerful yet 
efficient light source that replicates a warm glow of traditional, incandescent 
lighting with colour temperature of 2000K and an 85% energy saving 
compared to incandescent and a longer lifetime of 15,000 hours.

The range has recently won the Red Dot Award: Product Design 2016 .

SYLCONE RETRO / PENDANT
The vintage look with the latest technology

A range of lamps only for 
retrofit or complete pendant 
kits including lamp and fixtures 
o�ering a stylish, decorative 
finish to any design scheme.

0225-0260_FS_Sylvania_Evo_UK_Broc_April Update_TEXT_12.indd   36 20/06/2017   09:50

80



LED retrofit replacement for traditional halogen mains and 
low voltage capsules

Compact design

300° omni-directional light distribution

Low voltage: 12V  
2.2W 200lm G4  

Mains voltage: 220-240V  
2.1W 200lm G9  
3.5W 400lm G9

High lumen efficacy: up to 114lm/W

Up to 90% energy saving

A++ energy rating

Non-dimmable

Suitable for chandeliers, interior display, shop windows, 
decorative and general lighting applications

 O

 O

 O

 O

 O

Code Description Voltage 
(V)

Power 
(W)

Luminous 
Flux 
(lm)

Efficiency
(lm/W)

Colour 
Temp 
(K)

CRI Base Equivalent 
wattage 
(W)

Average 
Life 
(h)

Energy 
class

Lamp 
Height 
(mm)

Lamp 
Width 
(mm)

Packaging 
Qty

ToLEDo G4, G9 & Pygmy 

G4

0026514 ToLEDo G4 200lm 827 SL               12 2.2 200 91 2700 80 G4 21 15,000 A++ 45 16 10

G9

0028198 ToLEDo G9 200lm 827 SL 220-240 2.1 200 95 2700 80 G9 21 15,000 A++ 48 16 10

0028200 ToLEDo G9 400lm 827 SL 220-240 3.5 400 114 2700 80 G9 35 10,000 A++ 57 16 10

Product information

Dimensions (mm)

Pygmy

0026844 12 2.2 200 91 2700 80 G4 21 15,000 A++ 45 16 10PYGMY 160lm 827  E14 SL

G4 G9G9

Additional Images

Pygmy

75EVO RANGE

Code General 
description

Voltage
 (V)

Colour
name

Colour Colo   ru
temperature (K)

Watt
 (W)

Base Lumen Efficiency
(Lm/W)

Life
(h)

Lamp 
Height
(mm)

Lamp 
Width
(mm)

ToLEDo G9

0026506 ToLEDo G9 200lm 827 SL 220-240 Homelight 827 2700 3 G9 200 67 15,000 51 17

ToLEDo G4

0026504 ToLEDo G4 2W 140LM 827 SL 240 Homelight 827 2700 2 G4 140 70 15,000 - -

ToLEDo Pygmy

0026844 ToLEDo Pygmy 160LM 827 E14 SL 220-240 Warm white 830 3000 1.8 E14 160 89 25,000 - -

Product information

Features
 O Easy installation with G9, G4 or E14 (Pygmy base) 

plug-in-base

 O Up to 80% energy saving vs. existing Halogen lamp

 O Comes in 2700K Homelight, (3000k, Pygmy)

 O Long lifetime of 15,000 hours, (25,000 hours, Pygmy)

 O Benefits from a good light distribution

ToLEDo G9, G4, Pygmy

ToLEDo G9

75EVO RANGE

 

Features
 O

 O

 O

 O

 O

ToLEDo G9, G4 & Pygmy

Code Description Voltage 
(V)

Power 
(W)

Luminous 
Flux 
(lm)

Efficiency
(lm/W)

Colour 
Temp 
(K)

CRI Base Equivalent 
wattage 
(W)

Average 
Life 
(h)

Energy 
class

Lamp 
Height 
(mm)

Lamp 
Width 
(mm)

Packaging 
Qty

LED retrofit replacement for traditional halogen mains and 
low voltage capsules

Compact design

300° omni-directional light distribution

Low voltage: 12V  
2.2W 200lm G4  

Mains voltage: 220-240V  
2.1W 200lm G9  
3.5W 400lm G9

High lumen efficacy: up to 114lm/W

Up to 90% energy saving

A++ energy rating

Non-dimmable

Suitable for chandeliers, interior display, shop windows, 
decorative and general lighting applications

 O

 O

 O

 O

 O

Code Description Voltage 
(V)

Power 
(W)

Luminous 
Flux 
(lm)

Efficiency
(lm/W)

Colour 
Temp 
(K)

CRI Base Equivalent 
wattage 
(W)

Average 
Life 
(h)

Energy 
class

Lamp 
Height 
(mm)

Lamp 
Width 
(mm)

Packaging 
Qty

ToLEDo G4, G9 & Pygmy 

G4

0026514 ToLEDo G4 200lm 827 SL               12 2.2 200 91 2700 80 G4 21 15,000 A++ 45 16 10

G9

0028198 ToLEDo G9 200lm 827 SL 220-240 2.1 200 95 2700 80 G9 21 15,000 A++ 48 16 10

0028200 ToLEDo G9 400lm 827 SL 220-240 3.5 400 114 2700 80 G9 35 10,000 A++ 57 16 10

Product information

Dimensions (mm)

Pygmy

0026844 12 2.2 200 91 2700 80 G4 21 15,000 A++ 45 16 10PYGMY 160lm 827  E14 SL

G4 G9G9

Additional Images

Pygmy

75EVO RANGE

Code General 
description

Voltage
 (V)

Colour
name

Colour Colo   ru
temperature (K)

Watt
 (W)

Base Lumen Efficiency
(Lm/W)

Life
(h)

Lamp 
Height
(mm)

Lamp 
Width
(mm)

ToLEDo G9

0026506 ToLEDo G9 200lm 827 SL 220-240 Homelight 827 2700 3 G9 200 67 15,000 51 17

ToLEDo G4

0026504 ToLEDo G4 2W 140LM 827 SL 240 Homelight 827 2700 2 G4 140 70 15,000 - -

ToLEDo Pygmy

0026844 ToLEDo Pygmy 160LM 827 E14 SL 220-240 Warm white 830 3000 1.8 E14 160 89 25,000 - -

Product information

Features
 O Easy installation with G9, G4 or E14 (Pygmy base) 

plug-in-base

 O Up to 80% energy saving vs. existing Halogen lamp

 O Comes in 2700K Homelight, (3000k, Pygmy)

 O Long lifetime of 15,000 hours, (25,000 hours, Pygmy)

 O Benefits from a good light distribution

ToLEDo G9, G4, Pygmy

ToLEDo G9

75EVO RANGE

 

Features
 O

 O

 O

 O

 O

ToLEDo G9, G4 & Pygmy

Code Description Voltage 
(V)

Power 
(W)

Luminous 
Flux 
(lm)

Efficiency
(lm/W)

Colour 
Temp 
(K)

CRI Base Equivalent 
wattage 
(W)

Average 
Life 
(h)

Energy 
class

Lamp 
Height 
(mm)

Lamp 
Width 
(mm)

Packaging 
Qty

EVO RANGE 11

O 8.5W LED accent downlights 

O Impressive performance, up to 650lm 
(luminaire lumen output on 4,000K version)

O Highly efficient with – up to 76lm/W (total 
system efficiency on 4000K versions)

O Fire rated for 30, 60 and 90 minutes ceilings

O Meets UK buildings regulations Part B (fire 
safety), Part C (moisture – fixed versions) 
and Part E (acoustic)

O Complies with Part L1 (Domestic) and Part L2 
(Non Domestic) – at 76lm/W (4,000K version)

O All steel construction for maximum protection 
from fire and noise

O Supplied with fitted insulation cap, saving 
time and money on your installation

O Silicone gasket to prevent moisture ingress – 
protected to IP65 (IP20 on tilt version)

O Choice of warm white (3000K) or  
neutral white (4000K)

O Dimmable version complete with driver

O Single point light source with unique lens 

O Adjustable version 20˚ tiltable

O Loop in / Loop out terminal blocks with 
push fit connectors for a quick and easy 
installation

O No UV or IR radiations

O Energy class: A++, A+, A

O LED technology provides energy efficient 
solution and reduced maintenance costs 
50,000 hours lifetime

O 40° beam angle

O White Bezel Colour

Features

SylFire LED Fixed – 
White

SylFire LED Tilt – 
White

SylFire LED 
Exploded view

Item 
Code

Description Colour 
temperature 

(K)

Power
consumption

[W]

Luminaire 
lumen output

(lm)

Efficacy
(lm/W)

Voltage
(V)

Diameter
(mm)

Fixed white bezel & dimmable – IP65

0059821 SYLFIRE LED G2 WH FIX WW DIM DC 3,000 8.5 600 71 220-240V 92
0059822 SYLFIRE LED G2 WH FIX NW DIM DC 4,000 8.5 620 76 220-240V 92

Tilt white bezel (20°) & dimmable – IP20

0059827 SYLFIRE LED G2 WH TLT WW DIM DC 3,000 8.5 600 71 220-240V 92
0059828 SYLFIRE LED G2 WH TLT NW DIM DC 4,000 8.5 620 76 220-240V 92

S re LED – Fixed Syl e LED – Tilt

Ø90

11
5

75

Ø68

Ø92

Ø86

11
7

77

Syl  LED – 4,000KSyl  LED – 3,000K

* **

* Fixed models ** Tilt models

20 850°C
FIRE RA TED
30, 60, 90 minutes

Dimensions (mm) Photometric data

Product information
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34 EVO RANGE

The award-winning SylCone Retro range perfectly combines contemporary 
aesthetics and technology with vintage stylistics to create a unique range of 
decorative luminaires.

The hand-blown glass lamp is available in three unique designs and 
incorporates the latest LED filament technology to provide a powerful yet 
efficient light source that replicates a warm glow of traditional, incandescent 
lighting with colour temperature of 2000K and an 85% energy saving 
compared to incandescent and a longer lifetime of 15,000 hours.

The range has recently won the Red Dot Award: Product Design 2016 .

SYLCONE RETRO / PENDANT
The vintage look with the latest technology

A range of lamps only for 
retrofit or complete pendant 
kits including lamp and fixtures 
o�ering a stylish, decorative 
finish to any design scheme.

0225-0260_FS_Sylvania_Evo_UK_Broc_April Update_TEXT_12.indd   36 20/06/2017   09:50

82

LED retrofit replacement for traditional halogen mains and 
low voltage capsules

Compact design

300° omni-directional light distribution

Low voltage: 12V  
2.2W 200lm G4  

Mains voltage: 220-240V  
2.1W 200lm G9  
3.5W 400lm G9

High lumen efficacy: up to 114lm/W

Up to 90% energy saving

A++ energy rating

Non-dimmable

Suitable for chandeliers, interior display, shop windows, 
decorative and general lighting applications

 O

 O

 O

 O

 O

Code Description Voltage 
(V)

Power 
(W)

Luminous 
Flux 
(lm)

Efficiency
(lm/W)

Colour 
Temp 
(K)

CRI Base Equivalent 
wattage 
(W)

Average 
Life 
(h)

Energy 
class

Lamp 
Height 
(mm)

Lamp 
Width 
(mm)

Packaging 
Qty

ToLEDo G4, G9 & Pygmy 

G4

0026514 ToLEDo G4 200lm 827 SL               12 2.2 200 91 2700 80 G4 21 15,000 A++ 45 16 10

G9

0028198 ToLEDo G9 200lm 827 SL 220-240 2.1 200 95 2700 80 G9 21 15,000 A++ 48 16 10

0028200 ToLEDo G9 400lm 827 SL 220-240 3.5 400 114 2700 80 G9 35 10,000 A++ 57 16 10

Product information

Dimensions (mm)

Pygmy

0026844 12 2.2 200 91 2700 80 G4 21 15,000 A++ 45 16 10PYGMY 160lm 827  E14 SL

G4 G9G9

Additional Images

Pygmy

2 EVO RANGE 75EVO RANGE

Code General 
description

Voltage
 (V)

Colour
name

Colour Colour  
temperature (K)

Watt
 (W)

Base Lumen Efficiency
(Lm/W)

Life
(h)

Lamp 
Height
(mm)

Lamp 
Width
(mm)

ToLEDo G9

0026506 ToLEDo G9 200lm 827 SL 220-240 Homelight 827 2700 3 G9 200 67 15,000 51 17

ToLEDo G4

0026504 ToLEDo G4 2W 140LM 827 SL 240 Homelight 827 2700 2 G4 140 70 15,000 - -

ToLEDo Pygmy

0026844 ToLEDo Pygmy 160LM 827 E14 SL 220-240 Warm white 830 3000 1.8 E14 160 89 25,000 - -

Product information

Features
 O Easy installation with G9, G4 or E14 (Pygmy base) 

plug-in-base

 O Up to 80% energy saving vs. existing Halogen lamp

 O Comes in 2700K Homelight, (3000k, Pygmy)

 O Long lifetime of 15,000 hours, (25,000 hours, Pygmy)

 O Benefits from a good light distribution

ToLEDo G9, G4, Pygmy

ToLEDo G9

2 EVO RANGE 75EVO RANGE

 

Features
 O

 O

 O

 O

 O

ToLEDo G9, G4 & Pygmy

Code Description Voltage 
(V)

Power 
(W)

Luminous 
Flux 
(lm)

Efficiency
(lm/W)

Colour 
Temp 
(K)

CRI Base Equivalent 
wattage 
(W)

Average 
Life 
(h)

Energy 
class

Lamp 
Height 
(mm)

Lamp 
Width 
(mm)

Packaging 
Qty

LED retrofit replacement for traditional halogen mains and 
low voltage capsules

Compact design

300° omni-directional light distribution

Low voltage: 12V  
2.2W 200lm G4  

Mains voltage: 220-240V  
2.1W 200lm G9  
3.5W 400lm G9

High lumen efficacy: up to 114lm/W

Up to 90% energy saving

A++ energy rating

Non-dimmable

Suitable for chandeliers, interior display, shop windows, 
decorative and general lighting applications

 O

 O

 O

 O

 O

Code Description Voltage 
(V)

Power 
(W)

Luminous 
Flux 
(lm)

Efficiency
(lm/W)

Colour 
Temp 
(K)

CRI Base Equivalent 
wattage 
(W)

Average 
Life 
(h)

Energy 
class

Lamp 
Height 
(mm)

Lamp 
Width 
(mm)

Packaging 
Qty

ToLEDo G4, G9 & Pygmy 

G4

0026514 ToLEDo G4 200lm 827 SL               12 2.2 200 91 2700 80 G4 21 15,000 A++ 45 16 10

G9

0028198 ToLEDo G9 200lm 827 SL 220-240 2.1 200 95 2700 80 G9 21 15,000 A++ 48 16 10

0028200 ToLEDo G9 400lm 827 SL 220-240 3.5 400 114 2700 80 G9 35 10,000 A++ 57 16 10

Product information

Dimensions (mm)

Pygmy

0026844 12 2.2 200 91 2700 80 G4 21 15,000 A++ 45 16 10PYGMY 160lm 827  E14 SL

G4 G9G9

Additional Images

Pygmy

2 EVO RANGE 75EVO RANGE

Code General 
description

Voltage
 (V)

Colour
name

Colour Colour  
temperature (K)

Watt
 (W)

Base Lumen Efficiency
(Lm/W)

Life
(h)

Lamp 
Height
(mm)

Lamp 
Width
(mm)

ToLEDo G9

0026506 ToLEDo G9 200lm 827 SL 220-240 Homelight 827 2700 3 G9 200 67 15,000 51 17

ToLEDo G4

0026504 ToLEDo G4 2W 140LM 827 SL 240 Homelight 827 2700 2 G4 140 70 15,000 - -

ToLEDo Pygmy

0026844 ToLEDo Pygmy 160LM 827 E14 SL 220-240 Warm white 830 3000 1.8 E14 160 89 25,000 - -

Product information

Features
 O Easy installation with G9, G4 or E14 (Pygmy base) 

plug-in-base

 O Up to 80% energy saving vs. existing Halogen lamp

 O Comes in 2700K Homelight, (3000k, Pygmy)

 O Long lifetime of 15,000 hours, (25,000 hours, Pygmy)

 O Benefits from a good light distribution

ToLEDo G9, G4, Pygmy

ToLEDo G9

2 EVO RANGE 75EVO RANGE

 

Features
 O

 O

 O

 O

 O

ToLEDo G9, G4 & Pygmy

Code Description Voltage 
(V)

Power 
(W)

Luminous 
Flux 
(lm)

Efficiency
(lm/W)

Colour 
Temp 
(K)

CRI Base Equivalent 
wattage 
(W)

Average 
Life 
(h)

Energy 
class

Lamp 
Height 
(mm)

Lamp 
Width 
(mm)

Packaging 
Qty

LED retrofit replacement for traditional halogen mains and 
low voltage capsules

Compact design

300° omni-directional light distribution

Low voltage: 12V  
2.2W 200lm G4  

Mains voltage: 220-240V  
2.1W 200lm G9  
3.5W 400lm G9

High lumen efficacy: up to 114lm/W

Up to 90% energy saving

A++ energy rating

Non-dimmable

Suitable for chandeliers, interior display, shop windows, 
decorative and general lighting applications

 O

 O

 O

 O

 O

Code Description Voltage 
(V)

Power 
(W)

Luminous 
Flux 
(lm)

Efficiency
(lm/W)

Colour 
Temp 
(K)

CRI Base Equivalent 
wattage 
(W)

Average 
Life 
(h)

Energy 
class

Lamp 
Height 
(mm)

Lamp 
Width 
(mm)

Packaging 
Qty

ToLEDo G4, G9 & Pygmy 

G4

0026514 ToLEDo G4 200lm 827 SL               12 2.2 200 91 2700 80 G4 21 15,000 A++ 45 16 10

G9

0028198 ToLEDo G9 200lm 827 SL 220-240 2.1 200 95 2700 80 G9 21 15,000 A++ 48 16 10

0028200 ToLEDo G9 400lm 827 SL 220-240 3.5 400 114 2700 80 G9 35 10,000 A++ 57 16 10

Product information

Dimensions (mm)

Pygmy

0026844 12 2.2 200 91 2700 80 G4 21 15,000 A++ 45 16 10PYGMY 160lm 827  E14 SL

G4 G9G9

Additional Images

Pygmy

2 EVO RANGE 75EVO RANGE

Code General 
description

Voltage
 (V)

Colour
name

Colour Colour  
temperature (K)

Watt
 (W)

Base Lumen Efficiency
(Lm/W)

Life
(h)

Lamp 
Height
(mm)

Lamp 
Width
(mm)

ToLEDo G9

0026506 ToLEDo G9 200lm 827 SL 220-240 Homelight 827 2700 3 G9 200 67 15,000 51 17

ToLEDo G4

0026504 ToLEDo G4 2W 140LM 827 SL 240 Homelight 827 2700 2 G4 140 70 15,000 - -

ToLEDo Pygmy

0026844 ToLEDo Pygmy 160LM 827 E14 SL 220-240 Warm white 830 3000 1.8 E14 160 89 25,000 - -

Product information

Features
 O Easy installation with G9, G4 or E14 (Pygmy base) 

plug-in-base

 O Up to 80% energy saving vs. existing Halogen lamp

 O Comes in 2700K Homelight, (3000k, Pygmy)

 O Long lifetime of 15,000 hours, (25,000 hours, Pygmy)

 O Benefits from a good light distribution

ToLEDo G9, G4, Pygmy

ToLEDo G9

2 EVO RANGE 75EVO RANGE

 

Features
 O

 O

 O

 O

 O

ToLEDo G9, G4 & Pygmy

Code Description Voltage 
(V)

Power 
(W)

Luminous 
Flux 
(lm)

Efficiency
(lm/W)

Colour 
Temp 
(K)

CRI Base Equivalent 
wattage 
(W)

Average 
Life 
(h)

Energy 
class

Lamp 
Height 
(mm)

Lamp 
Width 
(mm)

Packaging 
Qty

EVO RANGE 11

O 8.5W LED accent downlights 

O Impressive performance, up to 650lm 
(luminaire lumen output on 4,000K version)

O Highly efficient with – up to 76lm/W (total 
system efficiency on 4000K versions)

O Fire rated for 30, 60 and 90 minutes ceilings

O Meets UK buildings regulations Part B (fire 
safety), Part C (moisture – fixed versions) 
and Part E (acoustic)

O Complies with Part L1 (Domestic) and Part L2 
(Non Domestic) – at 76lm/W (4,000K version)

O All steel construction for maximum protection 
from fire and noise

O Supplied with fitted insulation cap, saving 
time and money on your installation

O Silicone gasket to prevent moisture ingress – 
protected to IP65 (IP20 on tilt version)

O Choice of warm white (3000K) or  
neutral white (4000K)

O Dimmable version complete with driver

O Single point light source with unique lens 
aesthetic ensuring no shadowing e�ect

O Adjustable version 20˚ tiltable

O Loop in / Loop out terminal blocks with 
push fit connectors for a quick and easy 
installation

O No UV or IR radiations

O Energy class: A++, A+, A

O LED technology provides energy efficient 
solution and reduced maintenance costs 
50,000 hours lifetime

O 40° beam angle

O White Bezel Colour

Features

SylFire LED Fixed – 
White

SylFire LED Tilt – 
White

SylFire LED 
Exploded view

Item 
Code

Description Colour 
temperature 

(K)

Power
consumption

[W]

Luminaire 
lumen output

(lm)

Efficacy
(lm/W)

Voltage
(V)

Diameter
(mm)

Fixed white bezel & dimmable – IP65

0059821 SYLFIRE LED G2 WH FIX WW DIM DC 3,000 8.5 600 71 220-240V 92
0059822 SYLFIRE LED G2 WH FIX NW DIM DC 4,000 8.5 620 76 220-240V 92

Tilt white bezel (20°) & dimmable – IP20

0059827 SYLFIRE LED G2 WH TLT WW DIM DC 3,000 8.5 600 71 220-240V 92
0059828 SYLFIRE LED G2 WH TLT NW DIM DC 4,000 8.5 620 76 220-240V 92

Syl�re LED – Fixed Syl�re LED – Tilt

Ø90

11
5

75

Ø68

Ø92

Ø86
11

7
77

Syl�re LED – 4,000KSyl�re LED – 3,000K

* **

* Fixed models ** Tilt models

20 850°C
FIRE RA TED
30, 60, 90 minutes

Dimensions (mm) Photometric data

Product information
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EVO RANGE 37

SYLCONE RETRO / PENDANT
The classic look with the latest technology

TOLEDO RETRO 
  002AG ENOCLYS

TOLEDO RETRO 
SYLCONE DC200 

TOLEDO RETRO 
SYLCONE GX200

O Unique hand blown glass lamps available in 3 designs

O Combines contemporary aesthetics and innovative LED filament chip 
technology (FCT) to create popular retro look and warm ambiance 
similar to traditional lamps.

O

incandescent lighting

O Dimmable on approved dimmers – allows end user to create perfect 
ambient lighting

O High lumen efficacy of 104lm/W

O Environment friendly – no mercury and lower CO 2 emissions.

O Available as lamp only or lamp / pendant kit

O A range of fittings specifically designed to enhance the aesthetic of the 
product (only glass and metal visible)

Features

GX200DC200GA200

Lamp and Pendant Kits

*0043314 SYLCONE PENDANT BLACK RETRO GA200
*0043315 SYLCONE PENDANT BLACK RETRO DC200
*0043316 SYLCONE PENDANT BLACK RETRO GX200
*0043306 SYLCONE SURFACE BLACK RETRO DC200

Code  Description  Voltage 
(V) 

Power
(W)

Luminous
flux (lm)

Efficiency
(lm/W)

Colour 
temp 
(K) 

Base Life  
(H) 

Equivalent
wattage

(W)

Energy 
class

Sales
pack size

Sylcone 200mm Golden

0027117 ToLEDo Retro SylCone GA200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027118 ToLEDo Retro SylCone DC200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2
0027119 ToLEDo Retro SylCone GX200  220-240 4.5 470 104 2000 E27 15,000 40 A++ 2

Lamps Dimensions  
(mm)

E27 

GA200
H 175
W 200

DC200
H 160
W 200

GX200
H 163
W 200

Product information

Lamp only codes – see below for pendant and lamp kits.

*Complete with Black Sylcone Retro pendant and lamp.

0043310 SYLCONE PENDANT BLACK (Pendant Only)
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Although every e�ort has been made to ensure accuracy in the 

and performance data are constantly changing. Current details should 
therefore be checked with the website content.

Copyright Feilo Sylvania Europe Limited March 2018

sylvania-lighting.co.uk
A Feilo Sylvania Company

Great design,

 

Great function 
 Fast, simple, cost e�ective lighting
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SYLVANIA EVO & START RANGES
FEILO SYLVANIA UK LIMITED
Avis Way, Newhaven
East Sussex, BN9 0ED
T. +44 (0)800 440 2478
E. info@sylvania-lighting.com




